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1
Introduction

In RAN3#101 meeting, RAN3 agreed to update the name of I-RNTI truncated IE to I-RNTI short IE (refer to [1]) in order to be aligned with RAN2 specification TS 38.331 and the description in RAN2 LS to RAN3 on this issue [2]. However, the proposed semantics description for I-RNTI [1] was not approved due to a suggestion that it may conflict with a previous RAN3 agreement not to specify the content of I-RNTI (i.e. I-RNTI partitioning details).
In this contribution, we clarify the above misundertading of the possible conflict and provide a TP to TS 38.423.
2
Discussion 
In RAN3#100 meeting, RAN3 discussed the topic of I-RNTI partitioning and agreed not to specify details the I-RNTI partinitioning, in terms of the length of NG-RAN ID part and UE ID part, and instead to leave the partitioning details up to network configuration. This way, RAN3 will allow for maximum flexibility in different deployments [3], [4]:
The contents of the I-RNTI should be left unspecified
Additionally, it was clarified that the I-RNTI is partitioned into two parts, the first part identifying the NG-RAN node, that allocated the I-RNTI, and the second part identifying the UE context stored in that NG-RAN node. To our understanding, provding the above clarification text as semantics description of I-RNTI does not conflict with RAN3 agreement, considering that no details of partitioning (i.e. x bits NG-RAN ID and y bits UE ID) is provided.
Proposal 1:
RAN3 is kindly asked to agree the text proposal (below) to TS 38.423.
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Annex: Text Proposal for TS 38.423 
<<<<<<<<<<<<<<<<<<<< Start of change >>>>>>>>>>>>>>>>>>>>

9.2.3.46
I-RNTI

The I-RNTI is defined for allocation in an NR or E-UTRA serving cell as a reference to a UE Context within an NG-RAN node. The I-RNTI is partitioned into two parts, the first part identifies the NG-RAN node that allocated the I-RNTI and the second part identifies the UE context stored in this NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE I-RNTI
	
	
	
	

	>I-RNTI full
	
	
	
	

	>>I-RNTI full
	M
	
	BIT STRING (SIZE (40))
	This IE is used to identify the suspended UE context of a UE in RRC_INACTIVE using 40 bits (refer to TS 38.331 [10] and TS 36.331 [14]).

	>I-RNTI short
	
	
	
	

	>>I-RNTI short
	M
	
	BIT STRING (SIZE (24))
	This IE is used to identify the suspended UE context of a UE in RRC_INACTIVE using 24 bits (refer to TS 38.331 [10] and TS 36.331 [14]).


<<<<<<<<<<<<<<<<<<<< End of change >>>>>>>>>>>>>>>>>>>>
