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1   Introduction
In TS 36.423, the UL configuration IE is introduced to indicate how the UL PDCP is configured for the assisting node. And MN will inform the UL configuration for MN terminated split bearer to SN during the SN addition procedure and SN modification procedure triggered by MN, while SN will inform the UL configuration for the SN terminated split bearer to MN during SN addition procedure and SN modification procedure triggered by SN. 
Considering that this information is beneficial for the scheduling and resource usage in the assisting node, we propose to also introduce it over Xn interface. We provide a TP in the Annex to add the UL configuration IE in TS 38.423.
Annex: Text Proposal to 38.423 BL CR
	1st change


8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

<Unchanged Text Omitted>
For the MN terminated split bearers, the M-NG-RAN node may include in the PDU Session Resource Setup Info – MN terminated IE the UL configuration IE to indicate the SCG UL configuration of the UE.
If the S-NODE ADDITION REQUEST message contains the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node may include in the PDU Session Resource Setup Response Info – SN terminated IE the UL configuration IE to indicate the SCG UL configuration of SN terminated split bearers.
	2nd change


9.2.1.6
PDU Session Resource Setup Response Info – SN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-U DL UP TNL Information at NG-RAN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the M-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows To Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of DL PDUs

This IE may need to be refined. Placeholder only.
	–
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs

This IE may need to be refined. Placeholder only.
	–
	

	Security Result
	O
	
	9.2.3.67
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64


	2rd change


9.2.1.7
PDU Session Resource Setup Info – MN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn-U transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


	3rd change


9.2.1.10
PDU Session Resource Modification Response Info – SN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains the PDU session resource related result of an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Sessions Level QoS Parameters
	
	
	OCTET STRING
	Includes QoS parameters to be modified.

This IE may need to be refined.
	–
	

	NG-U DL UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped To List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBS to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	QoS Flows Not Admitted to be Added List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	QoS Flows Released List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of DL PDUs.

This IE may need to be refined. Placeholder only.
	–
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs.

This IE may need to be refined. Placeholder only.
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.


	4th change


9.2.1.11
PDU Session Resource Modification Info – MN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains information related to PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoof DRBs>
	
	
	–
	

	>>DRB-ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	
	
	9.2.3.28
	
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped to DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoof QoS Flows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	


	5th change


9.2.1.20
PDU Session Modification Required Info – SN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG-U transport bearer. For delivery of DL PDUs.
	–
	

	QoS Flows To Be Released List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	Data Forwarding Request List
	O
	
	9.2.1.17
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL Xn-U UP TNL Information at SN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL Xn-U UP TNL Information at SN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>UL configuration
	O
	
	9.2.3.xx 
	Information about UL usage in the S-NG-RAN node.
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	-
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBS to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.


	6th change


9.2.3.xx
UL Configuration

This IE indicates how the UL PDCP is configured for the assisting node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL UE Configuration
	M
	
	ENUMERATED (no-data, shared, only, ...)
	Indicates how the UE uses the UL at the assisting node.


	7th change


9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


ActivationIDforCellActivation,


AMF-Pool-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,


Cause,


CellAssistanceInfo-NR,


CPTransportLayerInformation,


CriticalityDiagnostics,


DataforwardingInfoperPDUSession,

DataTrafficResourceIndication,

DeliveryStatus,


DRB-ID,

DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,

ExpectedUEBehaviour,

GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,

GUAMI,


I-RNTI,


LocationReportingInformation,

LowerLayerPresenceStatusChange,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,


MobilityRestrictionList,


NG-RAN-Cell-Identity,


NG-RANnodeUEXnAPID,


NR-CGI,


PagingDRX,


PagingPriority,

PLMN-Identity,

PDCPChangeIndication,

PDUSessionAggregateMaximumBitRate,

PDUSession-ID,

PDUSession-List,

PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,

PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,


PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,

PDUSessionType,

QoSFlowIndicator,


QoSFlowNotificationControlIndicationInfo,

QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,

RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,

SecurityIndication,


ServedCells-NR,

S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,

SplitSRBsTypes,

S-NSSAI,


TAISupport-List,

Target-CGI,

TimeToWait,

TraceActivation,


TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,

UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,

ULConfiguration,

UserPlaneTrafficActivityReport,

XnBenefitValue
	8th change


DRBsToBeSetupList-SetupResponse-SNterminated-Item ::= SEQUENCE {


drb-ID












DRB-ID,


sN-UL-PDCP-UP-TNLInfo








UPTransportLayerInformation,


dRB-QoS












QoSFlowLevelQoSParameters,


pDCP-SNLength










PDCPSNLength





OPTIONAL,


rLC-Mode











RLCMode







OPTIONAL,

uL-Configuration










ULConfiguration




OPTIONAL,

secondary-SN-UL-PDCP-UP-TNLInfo





UPTransportLayerInformation

OPTIONAL,


duplicationActivation








DuplicationActivation



OPTIONAL,


qoSFlowsMappedtoDRB-SetupResponse-SNterminated

QoSFlowsMappedtoDRB-SetupResponse-SNterminated,


iE-Extensions




ProtocolExtensionContainer { {DRBsToBeSetupList-SetupResponse-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

	9th change


DRBsToBeSetupList-Setup-MNterminated-Item ::= SEQUENCE {


drb-ID












DRB-ID,


mN-UL-PDCP-UP-TNLInfo








UPTransportLayerInformation,


rLC-Mode











RLCMode







OPTIONAL,


uL-Configuration









ULConfiguration





OPTIONAL,

dRB-QoS












QoSFlowLevelQoSParameters,


pDCP-SNLength










PDCPSNLength





OPTIONAL,


secondary-MN-UL-PDCP-UP-TNLInfo





UPTransportLayerInformation

OPTIONAL,


duplicationActivation








DuplicationActivation



OPTIONAL,


qoSFlowsMappedtoDRB-Setup-MNterminated

QoSFlowsMappedtoDRB-Setup-MNterminated,


iE-Extensions




ProtocolExtensionContainer { {DRBsToBeSetupList-Setup-MNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

	10th change


DRBsToBeModifiedList-Modification-MNterminated-Item ::= SEQUENCE {


drb-ID












DRB-ID,


mN-UL-PDCP-UP-TNLInfo








UPTransportLayerInformation

OPTIONAL,


uL-Configuration










ULConfiguration




OPTIONAL,

dRB-QoS












QoSFlowLevelQoSParameters


OPTIONAL,


pDCP-SNLength










PDCPSNLength





OPTIONAL,


secondary-MN-UL-PDCP-UP-TNLInfo





UPTransportLayerInformation

OPTIONAL,


qoSFlowsMappedtoDRB-Setup-MNterminated

QoSFlowsMappedtoDRB-Setup-MNterminated
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DRBsToBeModifiedList-Modification-MNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

	11th change


DRBsToBeSetup-List-ModRqd-SNterminated-Item ::= SEQUENCE {


drb-ID










DRB-ID,


uL-Xn-U-TNLinfoatSN






UPTransportLayerInformation,


uL-Configuration







ULConfiguration


OPTIONAL,

dRB-QoS










QoSFlowLevelQoSParameters,


qoSFlowsMappedtoDRB-ModRqd-SNterminated

QoSFlowsSetupMappedtoDRB-ModRqd-SNterminated,


iE-Extensions




ProtocolExtensionContainer { {DRBsToBeSetup-List-ModRqd-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

	12th change


DRBsToBeModified-List-ModRqd-SNterminated-Item ::= SEQUENCE {


drb-ID










DRB-ID,


uL-Xn-U-TNLinfoatSN






UPTransportLayerInformation






OPTIONAL,


uL-Configuration







ULConfiguration


OPTIONAL,

dRB-QoS










QoSFlowLevelQoSParameters







OPTIONAL,


qoSFlowsMappedtoDRB-ModRqd-SNterminated

QoSFlowsModifiedMappedtoDRB-ModRqd-SNterminated

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DRBsToBeModified-List-ModRqd-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}
	13th change


ULConfiguration::= SEQUENCE {


uL-PDCP






UL-UE-Configuration,


iE-Extensions




ProtocolExtensionContainer { {ULConfiguration-ExtIEs} } OPTIONAL,


...

}

ULConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
UL-UE-Configuration::= ENUMERATED { no-data, shared, only, ... }

	End of change
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