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1   Introduction
The asymmetric mapping for UL and DL QoS flow was discussed at the online discussion. The update is provided in the Annex. 
2   Annex – TP
Beginning of Text Proposal to TS 38.423
8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover.

The procedure uses UE-associated signalling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

/*****Skip the unchanged part******/
For each DRB for which the source NG-RAN node proposes to perform forwarding of downlink data, the source NG-RAN node shall include the DRB ID IE and the mapped Qos Flows List IE within the Source DRB to QoS Flow Mapping List IE contained in the PDU Session Resources To Be Setup List IE in the HANDOVER REQUEST message. The source NG-RAN node may include the QoS Flow Mapping Indication IE in the Source DRB to QoS Flow Mapping List IE to indicate that only the uplink or downlink QoS flow is mapped to the DRB. If the target NG-RAN node decides to use the same DRB configuration and to map the same QoS flows as the source NG-RAN node, the target NG-RAN node includes the DL Forwarding GTP Tunnel Endpoint IE within the Data Forwarding Response DRB List IE in the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this DRB.
Next Change
8.3.1
S-NG-RAN node Addition Preparation

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, all the text of section 8.3.1 is FFS.

8.3.1.1
General

The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

/*****Skip the unchanged part******/
If the S-NODE ADDITION REQUEST message contains the S-NG-RAN node PDU Session Aggregate Maximum Bit Rate IE, the S-NG-RAN node may use it for RRM purposes.

If the S-NODE ADDITION REQUEST message contains the QoS Flow Mapping Indication IE, the S-NG-RAN node may take it into account that only the uplink or downlink QoS flow is mapped to the DRB. 
The S-NG-RAN node shall report to the M-NG-RAN node, in the S-NODE ADDITION REQUEST ACKNOWLEDGE message, the result for all the requested PDU session resources in the following way:

-
A list of PDU session resources which are successfully established shall be included in the PDU Session Resources Admitted To Be Added List IE.

-
A list of PDU session resources which failed to be established shall be included in the PDU Session Resources Not Admitted List IE.
Upon reception of the S-NODE ADDITION REQUEST ACKNOWLEDGE message the M-NG-RAN node shall stop the timer TXnDCprep.

The S-NG-RAN node may include for each bearer in the DRBs To Be Setup List IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message the PDCP SN Length IE to indicate the PDCP SN length for that DRB.
If the S-NG-RAN node UE XnAP ID IE is contained in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, store this information and use it as defined in TS 37.340 [8].

If the S-NODE ADDITION REQUEST message contains the PDCP SN Length IE, the S-NG-RAN node shall, if supported, store this information and use it as specified in the TS 37.340 [8].
If the S-NODE ADDITION REQUEST ACKNOWLEDGE message contains the RRC config indication IE, the M-NG-RAN node shall consider that the appropriate configuration (full or delta) is applied by the S-NG-RAN node, as specified in TS 37.340 [8].
If the S-NODE ADDITION REQUEST ACKNOWLEDGE message contains the QoS Flow Mapping Indication IE, the M-NG-RAN node may take it into account that only the uplink or downlink QoS flow is mapped to the DRB. 
Next Change
8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, all the text of section 8.3.3 is FFS.

8.3.3.1
General

This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
/*****Skip the unchanged part******/
If the PDU Session level QoS parameter IE is included in the S-NODE MODIFICATION REQUEST message for an PDU session resource to be modified the S-NG-RAN node shall allocate respective resources and provide corresponding radio configuration information within the S-NG-RAN node to M-NG-RAN node Container IE as specified in TS 37.340 [8].
If the QoS Flow Mapping Indication IE is included in the S-NODE MODIFICATION REQUEST message for a QoS flow to be modified, the S-NG-RAN node may replace and take it into account that only the uplink or downlink QoS flow is mapped to the DRB. 
/*****Skip the unchanged part******/
The S-NG-RAN node may include for each bearer in the DRBs To Be Setup List/DRBs To Be Modified List IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message the PDCP SN Length IE to indicate the PDCP SN length for that DRB.
The S-NG-RAN node may include the QoS Flow Mapping Indication IE for a QoS flow in the S-NODE ADDITION REQUEST ACKNOWLEDGE message to indicate that only the uplink or downlink QoS flow is mapped to the DRB.
Next Change
8.3.4
S-NG-RAN node initiated S-NG-RAN node Modification

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, all the text of section 8.3.4 is FFS.

8.3.4.1
General

This procedure is used by the S-NG-RAN node to modify the UE context in the S-NG-RAN node.

The procedure uses UE-associated signalling.
8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.
The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.

When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TXnDCoverall.
The S-NODE MODIFICATION REQUIRED message may contain

-
the S-NG-RAN node to M-NG-RAN node Container IE.
-
PDU session resources to be released within the PDU Session Resources To Be Released Item IE;

-
the SCG Change Indication IE;
-
the QoS Flow Mapping Indication IE.
If the M-NG-RAN node receives a S-NODE MODIFICATION REQUIRED message containing the SCG Change Indication IE, the M-NG-RAN node shall act as specified in TS 37.340 [8].

If the M-NG-RAN node is able to perform the modifications requested by the S-NG-RAN node, the M-NG-RAN node shall send the S-NODE MODIFICATION CONFIRM message to the S-NG-RAN node. The S-NODE MODIFICATION CONFIRM message may contain the M-NG-RAN node to S-NG-RAN node Container IE.

Upon reception of the S-NODE MODIFICATION CONFIRM message the S-NG-RAN node shall stop the timer TXnDCoverall.
Next Change
9.2.1.6
PDU Session Resource Setup Response Info – SN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-U DL UP TNL Information at NG-RAN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows To Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of DL PDUs

This IE may need to be refined. Placeholder only.
	–
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs

This IE may need to be refined. Placeholder only.
	–
	

	Security Result
	O
	
	9.2.3.67
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64


9.2.1.7
PDU Session Resource Setup Info – MN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn-U transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.2.1.10
PDU Session Resource Modification Response Info – SN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains the PDU session resource related result of an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Sessions Level QoS Parameters
	
	
	OCTET STRING
	Includes QoS parameters to be modified.

This IE may need to be refined.
	–
	

	NG-U DL UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	O
	
	9.2.3.28
	
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped To List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBS to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	QoS Flows Not Admitted to be Added List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	QoS Flows Released List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of DL PDUs.

This IE may need to be refined. Placeholder only.
	–
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs.

This IE may need to be refined. Placeholder only.
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.


9.2.1.11
PDU Session Resource Modification Info – MN terminated

Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains information related to PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an MN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoof DRBs>
	
	
	–
	

	>>DRB-ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>RLC Mode
	
	
	9.2.3.28
	
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>QoS Flows Mapped to DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>secondary MN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>QoS Flows Mapped To DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoof QoS Flows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	

	DRBs To Be Released List
	O
	
	DRB List with Cause

9.2.1.28
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.2.1.15
DRB to QoS Flow Mapping List

This IE contains a list of DRBs containing information about the mapped QoS flows.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBS to QoS Flow Mapping Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>DRB ID
	M
	
	9.2.3.33
	
	– 
	

	>QoS Flows List
	
	1
	
	
	–
	

	>>QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	
	–
	

	>>>QoS Flow Indicator
	M
	
	9.2.3.10
	
	–
	

	>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.2.1.20
PDU Session Modification Required Info – SN terminated
Editor’s Note: Dual Connectivity is not complete and is targeted for completion in December 2018, the content of this section is FFS.

This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an SN terminated bearer option.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG-U transport bearer. For delivery of DL PDUs.
	–
	

	QoS Flows To Be Released List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	Data Forwarding Request List
	O
	
	9.2.1.17
	
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL Xn-U UP TNL Information at SN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	

	DRBs To Be Modified List
	
	0..1
	
	
	–
	

	>DRBS to Be Modified Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL Xn-U UP TNL Information at SN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>QoS Flows Mapped to DRB List
	
	0..1
	
	Overwriting the existing QoS Flow List
	-
	

	>>>QoS Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Indicator 
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.x
	
	
	

	DRBs To Be Released List
	
	0..1
	
	
	–
	

	>DRBS to Be Released Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64.


Next Change
9.2.3.x
QoS Flow Mapping Indication
This IE is used to indicate the uplink or downlink QoS flow to DRB mapping.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QoS Flow Mapping Indication
	M
	
	ENUMERATED(ul, dl,…)
	This IE indicates only the uplink or downlink QoS flow is mapped to the DRB


Next Change
9.3.5
Information Element definitions
/*****Skip the unchanged part******/
DRBToQoSFlowMapping-Item ::= SEQUENCE {


drb-ID



DRB-ID,


qosFlows-List

QoSFlows-List,

qosFlowMappingIndication



QoSFlowMappingIndication
OPTIONAL,

iE-Extension

ProtocolExtensionContainer { {DRBToQoSFlowMapping-Item-ExtIEs} }

OPTIONAL,

...

}

DRBToQoSFlowMapping-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

/*****Skip the unchanged part******/
QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item ::= SEQUENCE {


qoSFlowIndicator



QoSFlowIndicator,


mCGRequestedGBRQoSFlowInfo
GBRQoSFlowInfo













OPTIONAL,

qosFlowMappingIndication



QoSFlowMappingIndication
OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}
QoSFlowsMappedtoDRB-SetupResponse-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

/*****Skip the unchanged part******/
QoSFlowsMappedtoDRB-Setup-MNterminated-Item ::= SEQUENCE {


qoSFlowIndicator



QoSFlowIndicator,


qoSFlowLevelQoSParameters

QoSFlowLevelQoSParameters,

qosFlowMappingIndication



QoSFlowMappingIndication
OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {QoSFlowsMappedtoDRB-Setup-MNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}
/*****Skip the unchanged part******/
QoSFlowsToBeSetup-List-Modified-SNterminated-Item ::= SEQUENCE {

qfi







QoSFlowIndicator,


qosFlowLevelQoSParameters

QoSFlowLevelQoSParameters






OPTIONAL,


offeredGBRQoSFlowInfo


GBRQoSFlowInfo









OPTIONAL,

qosFlowMappingIndication



QoSFlowMappingIndication





OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

/*****Skip the unchanged part******/
QoSFlowsToBeSetup-List-Modified-SNterminated ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeSetup-List-Modified-SNterminated-Item

QoSFlowsToBeSetup-List-Modified-SNterminated-Item ::= SEQUENCE {

qfi







QoSFlowIndicator,


qosFlowLevelQoSParameters

QoSFlowLevelQoSParameters






OPTIONAL,


offeredGBRQoSFlowInfo


GBRQoSFlowInfo









OPTIONAL,

qosFlowMappingIndication


QoSFlowMappingIndication 






OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

QoSFlowsToBeSetup-List-Modified-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

/*****Skip the unchanged part******/
QosFlowMappingIndication ::= ENUMERATED {


ul,


dl,

...

}
End of Text Proposal to TS 38.423
3GPP


M-NG-RAN node
S-NG-RAN node
S-NODE MODIFICATION REQUEST
S-NODE MODIFICATION REQUEST ACKNOWLEDGE



source  NG-RAN node
target  NG-RAN node
HANDOVER REQUEST
HANDOVER REQUEST ACKNOWLEDGE



M-NG-RAN node
S-NG-RAN node
S-NODE MODIFICATION REQUIRED
S-NODE MODIFICATION CONFIRM



M-NG-RAN node
S-NG-RAN node
S-NODE ADDITION REQUEST
S-NODE ADDITION REQUEST ACKNOWLEDGE



