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///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////

9.2.6.1
NG SETUP REQUEST

This message is sent by the NG-RAN node to transfer application layer information for an NG-C interface instance.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString

(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List

9.3.1.17
	Supported S-NSSAIs per TA.
	-
	

	Default Paging DRX
	M
	
	INTEGER (0..63)
	This IE may need to be refined 
	YES
	ignore

	Support Indicator of Timer Approach for GUAMI Removal
	O
	
	ENUMERATED (support, ...)
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.


////////////////////////////////////////////////////////////          next change        /////////////////////////////////////////////////////////////////////////////

Omit irrelevance…

id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SupportedTAList,

id-SupportIndicatorofTimerApproachforGUAMIRemoval,

id-TAIListForPaging,


id-TAIListForRestart,

……
-- **************************************************************

--

-- NG SETUP REQUEST

--

-- **************************************************************

NGSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {NGSetupRequestIEs} },


...

}

NGSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-GlobalRANNodeID


CRITICALITY reject
TYPE GlobalRANNodeID
PRESENCE mandatory
}|


{ ID id-RANNodeName



CRITICALITY ignore
TYPE RANNodeName

PRESENCE optional

}|


{ ID id-SupportedTAList


CRITICALITY reject
TYPE SupportedTAList
PRESENCE mandatory
}|


{ ID id-DefaultPagingDRX

CRITICALITY ignore
TYPE PagingDRX


PRESENCE mandatory
}|


{ ID id-SupportIndicatorofTimerApproachforGUAMIRemoval

CRITICALITY ignore
TYPE SupportIndicatorofTimerApproachforGUAMIRemoval


PRESENCE optional
},


...

}
SupportIndicatorofTimerApproachforGUAMIRemoval ::= ENUMERATED { 


support,


...

}
-- **************************************************************

--

-- IEs

--

-- **************************************************************

Omit irrelevance…

id-QosFlowSetupRequestList







ProtocolIE-ID ::= 133


id-QosFlowToReleaseList








ProtocolIE-ID ::= 134


id-SecurityIndication








ProtocolIE-ID ::= 135


id-UL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 136

id-SupportIndicatorofTimerApproachforGUAMIRemoval

ProtocolIE-ID ::= xxx
END
/////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
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