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8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: UE context release: successful operation

The AMF initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the NG-RAN node. 

The UE CONTEXT RELEASE COMMAND message shall contain both the AMF UE NGAP ID IE and the RAN UE NGAP ID IE if available, otherwise the message shall contain the AMF UE NGAP ID IE.

Upon reception of the UE CONTEXT RELEASE COMMAND message, the NG-RAN node shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.
The NG-RAN node shall also release all PDU session resources if any and report to AMF in the UE CONTEXT RELEASE COMPLETE message.
If the RAN Paging Priority IE is included in the UE CONTEXT RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.

NOTE:
The applicability of the RAN Paging Priority IE to this procedure may need to be refined.

If the User Location Information IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall handle this information as specified in TS 23.502 [10].

If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall, if supported, store it and may use it for subsequent paging.
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9.2.2.5
UE CONTEXT RELEASE COMMAND

This message is sent by the AMF to request the release of the UE-associated logical NG-connection over the NG interface and all PDU session resources if any.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	CHOICE UE NGAP IDs
	M
	
	
	
	YES
	reject

	>UE NGAP ID pair
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	>>RAN UE NGAP ID
	M
	
	9.3.3.2
	
	-
	

	>AMF UE NGAP ID
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	-
	

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


9.2.2.6
UE CONTEXT RELEASE COMPLETE

This message is sent by the NG-RAN node to confirm the release of the UE-associated logical NG-connection over the NG interface and all PDU session resources if any.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Information on Recommended Cells and RAN Nodes for Paging
	O
	
	9.3.1.100
	
	YES
	ignore

	PDU Session Resource List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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