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1 Introduction
This paper discusses the PDU session failed to be released operation during handover.  
2 Discussion
A few RAN3 meetings ago, RAN3 agreed that a request for releasing PDU session or releasing QoS flow from AMF to NG-RAN could be considered as always successful, mainly based on the following reasons:
· Either the NG-RAN node can find the PDU context and there is no reason for the release to fail;

· Or the NG-RAN node cannot find the PDU session context and one can consider that it is implicitly released. 
However in fact, the case of PDU session failed to be released may happen in some conditions. For example, during Xn handover procedure, the same PDU sessions which are setup at the source NG-RAN shall be established at the target NG-RAN. Because AMF is unaware of the Xn handover, and at this point if it sends a PDU Session Resource Release Command message to the source NG-RAN, the source NG-RAN will release the specified PDU sessions and return a PDU Session Resource Release Response message to SMF, based on the current message definition. In this case, the SMF thinks the specified PDU sessions has been released at the NG-RAN, so it will no longer to trigger the target NG-RAN to release the specified PDU sessions, which will result in out of sync between SMF and target NG-RAN. Therefore, it makes sense to introduce PDU Session failed to be released.
Proposal 1: Introduce PDU Session Resource Failed to Release List IE in the PDU SESSION RESOURCE RELEASE RESPONSE message.
3 Conclusion
Proposal 1: Introduce PDU Session Resource Failed to Release List IE in the PDU SESSION RESOURCE RELEASE RESPONSE message.
4 Text Proposal for NGAP TS 38.413
<<<<<<<<<<<<<<<<<<<< Change Start >>>>>>>>>>>>>>>>>>>>
8.2.2
PDU Session Resource Release

8.2.2.1
General

The purpose of the PDU Session Resource Release procedure is to enable the release of already established PDU session resources for a given UE. The procedure uses UE-associated signalling.
8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: PDU session resource release: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE RELEASE COMMAND message. 

The PDU SESSION RESOURCE RELEASE COMMAND message shall contain the information required by the NG-RAN node to release at least one PDU session resource, and include each PDU session resource to release in the PDU Session Resource to Release List IE. 

If a NAS-PDU IE is contained in the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node shall pass it to the UE.

Upon reception of the PDU SESSION RESOURCE RELEASE COMMAND message the NG-RAN node shall execute the release of the requested PDU sessions. For each PDU session to be released the NG-RAN node shall release the corresponding resources over Uu and over NG. 
If the RAN Paging Priority IE is included in the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
The NG-RAN node shall, if supported, report in the PDU SESSION RESOURCE RELEASE RESPONSE message location information of the UE in the User Location Information IE.
Upon reception of the PDU SESSION RESOURCE SETUP RESPONSE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the PDU Session Resource Release Response Transfer IE or PDU Session Resource Release Unsuccessful Transfer IE to each SMF associated with the concerned PDU session.
After sending a PDU SESSION RESOURCE RELEASE RESPONSE message, the NG-RAN node shall be prepared to receive a PDU SESSION RESOURCE SETUP REQUEST message requesting establishment of a PDU session with a PDU Session ID corresponding to one of the PDU Session IDs that was present in the PDU Session Resource to Release List IE of the PDU SESSION RESOURCE RELEASE COMMAND message.

If the User Location Information IE is included in the PDU SESSION RESOURCE RELEASE RESPONSE message, the AMF shall handle this information as specified in TS 23.501 [9].

8.2.2.3
Unsuccessful Operation

The unsuccessful operation is specified in the successful operation section.

8.2.2.4
Abnormal Conditions

Void.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.1.4
PDU SESSION RESOURCE RELEASE RESPONSE

This message is sent by the NG-RAN node as a response to the request to release already established PDU session resources for a given UE.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resource Released Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Release Response Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Release Response Transfer IE specified in subclause 9.3.4.21.
	-
	

	PDU Session Resource Failed to Release List
	
	0..1
	
	
	YES
	ignore

	 > PDU Session Resource Failed to Released Item
	
	1..<maxnoofPDUSessions>
	
	
	
	

	>> PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Release Unsuccessful Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Release Response Unsuccessful Transfer IE specified in subclause 9.3.4.xx.
	
	

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.4.17
PDU Session Resource Release Unsuccessful Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cause
	M
	
	9.3.1.2
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformation,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,

NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,

OverloadResponse,


OverloadStartNSSAIList,

PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,

PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,

PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,

PDUSessionResourceFailedToReleaseListRelRes,

PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,

PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,

TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,

id-AMFOverloadResponse,

id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,

id-AMFTrafficLoadReductionIndication,

id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformation,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,

id-NASSecurityParametersFromNGRAN,

id-NewAMF-UE-NGAP-ID,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,

id-OverloadStartNSSAIList,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,

id-PDUSessionResourceFailedToModifyListModRes,

id-PDUSessionResourceFailedToSetupListCxtFail,

id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,

id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,

id-PDUSessionResourceFailedToReleaseListRelRes,

id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,

id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UESecurityCapabilities,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
--

-- PDU SESSION RESOURCE RELEASE RESPONSE

--

-- **************************************************************

PDUSessionResourceReleaseResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceReleaseResponseIEs} },


...

}

PDUSessionResourceReleaseResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID





PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID





PRESENCE mandatory
}|


{ ID id-PDUSessionResourceReleasedListRelRes


CRITICALITY ignore
TYPE PDUSessionResourceReleasedListRelRes

PRESENCE optional
}|

{ ID id-PDUSessionResourceFailedToReleaseListRelRes
CRITICALITY ignore
TYPE PDUSessionResourceFailedToReleaseListRelRes

PRESENCE optional
}|

{ ID id-UserLocationInformation





CRITICALITY ignore
TYPE UserLocationInformation



PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional

},


...

}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
PDUSessionResourceFailedToReleaseListRelRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToReleaseItemRelRes
PDUSessionResourceReleasedItemRelRes ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceReleaseUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceReleaseUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceUnsuccessfulReleasedItemRelRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceUnsuccessfulReleasedItemRelRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PDUSessionResourceReleaseUnsuccessfulTransfer ::= SEQUENCE {

cause





Cause,

criticalityDiagnostics

CriticalityDiagnostics















OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleaseUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleaseUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0

id-AMFStatusIndication





ProcedureCode ::= 1

id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4

id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5

id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6

id-DownlinkRANStatusTransfer



ProcedureCode ::= 7

id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8

id-ErrorIndication






ProcedureCode ::= 9

id-HandoverCancel






ProcedureCode ::= 10

id-HandoverNotification





ProcedureCode ::= 11

id-HandoverPreparation





ProcedureCode ::= 12

id-HandoverResourceAllocation



ProcedureCode ::= 13

id-InitialContextSetup





ProcedureCode ::= 14

id-InitialUEMessage






ProcedureCode ::= 15

id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18

id-NASNonDeliveryIndication




ProcedureCode ::= 19

id-NGReset








ProcedureCode ::= 20

id-NGSetup








ProcedureCode ::= 21

id-OverloadStart






ProcedureCode ::= 22
id-OverloadStop







ProcedureCode ::= 23
id-Paging








ProcedureCode ::= 24

id-PathSwitchRequest





ProcedureCode ::= 25

id-PDUSessionResourceModify




ProcedureCode ::= 26

id-PDUSessionResourceModifyIndication

ProcedureCode ::= 27

id-PDUSessionResourceRelease



ProcedureCode ::= 28

id-PDUSessionResourceSetup




ProcedureCode ::= 29

id-PDUSessionResourceNotify




ProcedureCode ::= 30

id-PrivateMessage






ProcedureCode ::= 31

id-PWSCancel







ProcedureCode ::= 32

id-PWSFailureIndication





ProcedureCode ::= 33

id-PWSRestartIndication





ProcedureCode ::= 34

id-RANConfigurationUpdate




ProcedureCode ::= 35

id-RerouteNASRequest





ProcedureCode ::= 36

id-RRCInactiveTransitionReport



ProcedureCode ::= 37

id-TraceFailureIndication




ProcedureCode ::= 38

id-TraceStart







ProcedureCode ::= 39

id-UEContextModification




ProcedureCode ::= 40

id-UEContextRelease






ProcedureCode ::= 41

id-UEContextReleaseRequest




ProcedureCode ::= 42

id-UERadioCapabilityCheck




ProcedureCode ::= 43

id-UERadioCapabilityInfoIndication


ProcedureCode ::= 44

id-UETNLABindingRelease





ProcedureCode ::= 45

id-UplinkNASTransport





ProcedureCode ::= 46

id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 48

id-UplinkRANStatusTransfer




ProcedureCode ::= 49

id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 50

id-WriteReplaceWarning





ProcedureCode ::= 51

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16

maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

maxnoofCellIDforWarning



INTEGER ::= 65535


maxnoofCellinAoI




INTEGER ::= 256

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256


maxnoofCellsinUEHistoryInfo


INTEGER ::= 16


maxnoofCellsUEMovingTrajectory

INTEGER ::= 16

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256


maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256


maxnoofForbTACs





INTEGER ::= 4096


maxnoofMultiConnectivities


INTEGER ::= 8

maxnoofNGConnectionsToReset


INTEGER ::= 65536

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRANNodeinAoI




INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofRecommendedRANNodes


INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIforInactive



INTEGER ::= 16

maxnoofTAIforPaging




INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535


maxnoofTAIinAoI





INTEGER ::= 16

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 2

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 16
-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3


id-AMF-TNLAssociationFailedToSetupList




ProtocolIE-ID ::= 4


id-AMF-TNLAssociationSetupList






ProtocolIE-ID ::= 5


id-AMF-TNLAssociationToAddList






ProtocolIE-ID ::= 6


id-AMF-TNLAssociationToRemoveList





ProtocolIE-ID ::= 7


id-AMF-TNLAssociationToUpdateList





ProtocolIE-ID ::= 8


id-AMFTrafficLoadReductionIndication




ProtocolIE-ID ::= 9


id-AMF-UE-NGAP-ID









ProtocolIE-ID ::= 10


id-AssistanceDataForPaging







ProtocolIE-ID ::= 11


id-BroadcastCancelledAreaList






ProtocolIE-ID ::= 12

id-BroadcastCompletedAreaList






ProtocolIE-ID ::= 13


id-CancelAllWarningMessages







ProtocolIE-ID ::= 14

id-Cause











ProtocolIE-ID ::= 15


id-CellIDListForRestart








ProtocolIE-ID ::= 16

id-ConcurrentWarningMessageInd






ProtocolIE-ID ::= 17


id-CoreNetworkAssistanceInformation





ProtocolIE-ID ::= 18


id-CriticalityDiagnostics







ProtocolIE-ID ::= 19


id-DataCodingScheme









ProtocolIE-ID ::= 20


id-DefaultPagingDRX









ProtocolIE-ID ::= 21


id-DirectForwardingPathAvailability





ProtocolIE-ID ::= 22


id-EmergencyAreaIDListForRestart





ProtocolIE-ID ::= 23

id-EmergencyFallbackIndicator






ProtocolIE-ID ::= 24


id-EUTRA-CGI










ProtocolIE-ID ::= 25


id-FiveG-S-TMSI










ProtocolIE-ID ::= 26


id-GlobalRANNodeID









ProtocolIE-ID ::= 27


id-GUAMI











ProtocolIE-ID ::= 28


id-HandoverType










ProtocolIE-ID ::= 29


id-IMSVoiceSupportIndicator







ProtocolIE-ID ::= 30


id-IndexToRFSP










ProtocolIE-ID ::= 31


id-InfoOnRecommendedCellsAndRANNodesForPaging


ProtocolIE-ID ::= 32


id-LocationReportingRequestType






ProtocolIE-ID ::= 33


id-MaskedIMEISV










ProtocolIE-ID ::= 34


id-MessageIdentifier








ProtocolIE-ID ::= 35


id-MobilityRestrictionList







ProtocolIE-ID ::= 36


id-NASC












ProtocolIE-ID ::= 37


id-NAS-PDU











ProtocolIE-ID ::= 38


id-NASSecurityParametersFromNGRAN





ProtocolIE-ID ::= 39


id-NewAMF-UE-NGAP-ID








ProtocolIE-ID ::= 40


id-NewSecurityContextInd







ProtocolIE-ID ::= 41


id-NGAP-Message










ProtocolIE-ID ::= 42

id-NGRAN-CGI










ProtocolIE-ID ::= 43


id-NGRANTraceID










ProtocolIE-ID ::= 44


id-NR-CGI











ProtocolIE-ID ::= 45


id-NRPPa-PDU










ProtocolIE-ID ::= 46


id-NumberOfBroadcastsRequested
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