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Introduction

Considering multiple PLMN can be broadcasted in the target cell in SIB1 and each PLMN can have different Cell ID, it is not clear the cell ID of which PLMN will be taken as targetCellIdentity in the short-MAC-I calculation.
Discussion
During last RAN2 meeting, RAN2 agreed that the CellIdentity is associated with the first PLMN-Identity included in the PLMN-IdentityInfoList broadcasted in SIB1. In order to reflect the RAN2 agreements in the above issue, the RETRIEVE UE CONTEXT REQUEST message for XnAP could be updated as follows:

9.1.1.8
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	ShortMAC-I either contained in the RRCConnection ResumeRequest message or the RRCConnectionReestablishmentRequest message as defined in TS 38.331 [10])

or in the RRCConnection ResumeRequest message or the RRCConnectionReestablishmentRequest message as defined in TS 36.331 [14])
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity

9.2.2.9
	The Cell Identifier of the cell used as input of resumeMAC-I/shortMAC-I calculation, for NR cell, it is associated with the first PLMN-Identity included in the PLMN-IdentityInfoList broadcasted in SIB1; for E-UTRA cell, it is the CellIdentity included in cellIdentity (without suffix) in SIB1, where the RRC connection has been requested to be resumed or to be re-established.
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRC ResumeRequest message, as defined in TS 38.331 [10],

or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore


