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1   Introduction
It was agreed in RAN3 that the ng-eNB can be evolved to eNB-CU and eNB-DU, with W1 interface between the two logical nodes.  In this paper, we discuss the W1AP RRC message transfer procedures.  
2   Discussion
The RRC message transfer function is defined in the disaggregated gNB to transfer RRC messages between gNB-CU and gNB-DU, and the following three procedures are specified in TS38.473:
· Initial UL RRC Message Transfer, which is used to transfer the initial RRC message to the gNB-CU, e.g., the RRC Request message.

· DL RRC Message Transfer, which is used to transfer the downlink RRC message, e.g., RRC Setup message.

· UL RRC Message Transfer, which is used to transfer an uplink RRC message as an uplink PDCP-PDU, e.g., RRC Setup Complete message.

In the disaggregated ng-eNB, the same function shall be supported and the similar RRC message transfer procedures shall be introduced.
Proposal 1: RAN3 agrees that the similar RRC message transfer function and procedures used in NR shall be introduced in the disaggregated ng-eNB architecture. 
As we discussed in [1], both eNB-CU UE W1AP ID and eNB-DU UE W1AP ID to identify a UE association over W1AP interface shall be supported. If the above proposal is agreed, as DL/UL RRC Message Transfer procedure uses UE-associated signalling, both eNB-CU UE W1AP ID and eNB-DU UE W1AP ID shall be included in the DL/UL RRC Message Transfer message. Whereas, the Initial UL RRC Message Transfer procedure uses non-UE-associated signalling, and thus only eNB-DU UE W1AP ID shall be included in the Initial UL RRC Message Transfer message.

Proposal 2: RAN3 agrees that both eNB-CU UE W1AP ID and eNB-DU UE W1AP ID shall be included in the DL/UL RRC Message Transfer message. 
Proposal 3: RAN3 agrees that eNB-DU UE W1AP ID shall be included in the Initial UL RRC Message Transfer message.
3   Conclusion
This contribution discussed W1AP RRC message transfer procedures, and we have the following proposals:
Proposal 1: RAN3 agrees that the similar RRC message transfer function and procedures used in NR shall be introduced in the disaggregated ng-eNB architecture.

Proposal 2: RAN3 agrees that both eNB-CU UE W1AP ID and eNB-DU UE W1AP ID shall be included in the DL/UL RRC Message Transfer message. 
Proposal 3: RAN3 agrees that eNB-DU UE W1AP ID shall be included in the Initial UL RRC Message Transfer message.
Stage 2 is given in [2].
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