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1
Introduction

RAN2 informed RAN3 in R3-186288/R2-1816057 that - actually - SA3 made the following agreements. We quote from 33.501:

6.8.2.1.3
State transition from RRCINACTIVE to RRCCONNECTED to a new gNB

When the UE decides to resume the RRC connection to transit from RRC_INACTIVE to RRC_CONNECTED, the UE sends <RRC Connection Resume Request> message on SRB0 and hence it is not integrity protected. However, the <RRC Connection Resume Request> message shall include the I-RNTI and an <InactiveMAC-I>. The I-RNTI (short or full I-RNTI) is used for context identification and its value shall be the same as the I-RNTI that the UE had received from the source gNB in the <RRC Connection Inactive> message. The <InactiveMAC-I> is a 16-bit message authentication token, the UE shall calculate it using the integrity algorithm (NIA) in the stored AS security context, which was negotiated between the UE and the source gNB and the  current KRRCint with the following inputs: 

- 
KEY


: it shall be set tocurrent  KRRCint;

-
BEARER

: all its bits shall be set to 1.

-
DIRECTION
: its bit shall be set to 1;

-
COUNT

: all its bits shall be set to 1;

-
MESSAGE
: it shall be set to <VarInactiveMAC-Input> as defined in TS 38.331 [22] with following inputs:

                                source C-RNTI, source PCI, target Cell-ID.

So, in case the UE Context is not retrieved from the (new) NG-RAN node serving the cell where UE resumed the RRC connection, the UE Context would be kept in the old NG-RAN node would need to store 
-
the C-RNTI assigned by the new NG-RAN node
-
the PCI of the cell where the C-RNTI was assigned by the (new) NG-RAN node

Both parameters, the source C-RNTI and the source PCI are missing in the XnAP RETRIEVE UE CONTEXT REQUEST message. We propose to add both IEs.

2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.2.4
Retrieve UE Context

8.2.4.1
General

The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer.

The procedure uses UE-associated signalling.

8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation

The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.

If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.

If the Index to RAT/Frequency Selection Priority IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall store this information and use it as defined in TS 23.501 [7].

If the Location Reporting Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, then the new NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
8.2.4.3
Unsuccessful Operation
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Figure 8.2.4.3-1: Retrieve UE Context, unsuccessful operation

If the old NG-RAN node is not able to identify the UE context by means of the UE Context ID, or if the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message is not valid, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT FAILURE message.

If the RETRIEVE UE CONTEXT REQUEST message contains the RRC Resume Cause IE set to "rna-Upate", the Source C-RNTI IE and the the Source PCI IE, and the old NG-RAN node decides to not provide the UE context to the new NG-RAN node, the old NG-RAN node shall store the values contained in the Source C-RNTI IE and the Source PCI IE and use them as specified in TS 33.501 [28] and shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT FAILURE message containing the the Old NG-RAN node to New NG-RAN node Resume Container IE as specified in TS 38.300 [9].
If the Old NG-RAN node to New NG-RAN node Resume Container IE is included in the RETRIEVE UE CONTEXT FAILURE message, the new NG-RAN node should transparently forward the content of this IE to the UE as described in TS 38.300 [9].
8.2.4.4
Abnormal Conditions

Void.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.1.8
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	ShortMAC-I either contained in the RRCConnection ResumeRequest message as defined in TS 38.331 [10])

or in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity

9.2.2.9
	The Cell Identifier of the cell where the RRC connection has been requested to be resumed or to be re-established.
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRC ResumeRequest message, as defined in TS 38.331 [10],
or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore

	Source C-RNTI
	O
	
	BIT STRING (SIZE (16))
	
	YES
	ignore

	Source PCI
	O
	
	NG-RAN Cell PCI

9.2.2.10
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


ActivationIDforCellActivation,


AMF-Pool-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,


Cause,


CellAssistanceInfo-NR,


CPTransportLayerInformation,


CriticalityDiagnostics,

C-RNTI,

DataforwardingInfoperPDUSession,

DataTrafficResourceIndication,

DeliveryStatus,


DRB-ID,

DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,

ExpectedUEBehaviour,

GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,

GUAMI,


I-RNTI,


LocationReportingInformation,

LowerLayerPresenceStatusChange,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,


MobilityRestrictionList,


NG-RAN-Cell-Identity,

NG-RAN-CellPCI,

NG-RANnodeUEXnAPID,


NR-CGI,


PagingDRX,


PagingPriority,

PLMN-Identity,

PDCPChangeIndication,

PDUSessionAggregateMaximumBitRate,

PDUSession-ID,

PDUSession-List,

PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,

PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,


PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,

PDUSessionType,

QoSFlowIndicator,


QoSFlowNotificationControlIndicationInfo,

QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,

RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,

SecurityIndication,


ServedCells-NR,

S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,

SplitSRBsTypes,

S-NSSAI,


TAISupport-List,

Target-CGI,

TimeToWait,

TraceActivation,


TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,

UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,


UserPlaneTrafficActivityReport,

XnBenefitValue
FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,


id-ActivationIDforCellActivation,


id-AMF-Pool-Information,


id-AssistanceDataForRANPaging,


id-Cause,


id-cellAssistanceInfo-NR,


id-ConfigurationUpdateInitiatingNodeChoice,


id-UEContextID,


id-CriticalityDiagnostics,


id-dataforwardingInfoperPDUSession,

id-DRBsSubjectToStatusTransfer-List,

id-ExpectedUEBehaviour,

id-GlobalNG-RAN-node-ID,


id-GUAMI,

id-indexToRatFrequSelectionPriority,

id-List-of-served-cells-E-UTRA,


id-List-of-served-cells-NR,


id-LocationReportingInformation,

id-MAC-I,


id-MaskedIMEISV,

id-MN-to-SN-Container,

id-MobilityRestrictionList,

id-M-NG-RANnodeUEXnAPID,


id-new-NG-RAN-Cell-Identity,


id-newNG-RANnodeUEXnAPID,


id-oldNG-RANnodeUEXnAPID,

id-OldtoNewNG-RANnodeResumeContainer,

id-PagingDRX,


id-PagingPriority,

id-PCellID,

id-PDUSessionResourcesActivityNotifyList,

id-PDUSessionResourcesAdmitted-List,


id-PDUSessionResourcesNotAdmitted-List,


id-PDUSessionResourcesNotifyList,


id-PDUSessionToBeAddedAddReq,


id-RANPagingArea,


id-requestedSplitSRB,

id-ResetRequestTypeInfo,

id-ResetResponseTypeInfo,


id-RespondingNodeTypeConfigUpdateAck,

id-RRCResumeCause,


id-selectedPLMN,

id-ServedCellsToActivate,


id-servedCellsToUpdate-E-UTRA,


id-ServedCellsToUpdateInitiatingNodeChoice,


id-servedCellsToUpdate-NR,


id-sourceNG-RANnodeUEXnAPID,


id-S-NG-RANnodeUEXnAPID,


id-TAISupport-list,


id-Target2SourceNG-RANnodeTranspContainer,


id-targetCellGlobalID,


id-targetNG-RANnodeUEXnAPID,


id-TimeToWait,


id-TraceActivation,


id-TraceActivation,


id-UEContextInfoHORequest,


id-UEContextInfoRetrUECtxtResp,

id-UEContextKeptIndicator,

id-UEContextRefAtSN-HORequest,


id-UEHistoryInformation,

id-UEIdentityIndexValue,


id-UERANPagingIdentity,

id-UESecurityCapabilities,

id-UserPlaneTrafficActivityReport,

id-XnRemovalThreshold,


id-PDUSessionAdmittedAddedAddReqAck,

id-PDUSessionNotAdmittedAddReqAck,

id-SN-to-MN-Container,

id-admittedSplitSRB,

id-RRCConfigIndication,


id-SplitSRB-RRCTransfer,

id-NRUEMeasurementReportRRCTransfer,


id-PDUSessionReleasedList-RelConf,

id-BearersSubjectToCounterCheck,


id-PDUSessionReleasedList-RelConf,


id-PDUSessionToBeReleasedList-RelRqd,


id-ResponseInfo-ReconfCompl,

id-initiatingNodeType-ResourceCoordRequest,

id-respondingNodeType-ResourceCoordResponse,


id-PDUSessionToBeReleased-RelReq,


id-PDUSession-SNChangeRequired-List,


id-PDUSession-SNChangeConfirm-List,


id-PDCPChangeIndication,


id-SCGConfigurationQuery,


id-UEContextInfo-SNModRequest,


id-requestedSplitSRBrelease,


id-PDUSessionAdmitted-SNModResponse,


id-PDUSessionNotAdmitted-SNModResponse,


id-admittedSplitSRB,


id-admittedSplitSRBrelease,


id-PDUSessionAdmittedModSNModConfirm,

id-PDUSessionReleasedSNModConfirm,


id-s-ng-RANnode-SecurityKey,


id-PDUSessionToBeModifiedSNModRequired,


id-S-NG-RANnodeUE-AMBR,

id-PDUSessionToBeReleasedSNModRequired,

id-target-S-NG-RANnodeID,

id-Source-C-RNTI,


id-Source-PCI,

maxnoofBearerConfigs,


maxnoofCellsinNG-RANnode,

maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows
FROM XnAP-Constants;

<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- RETRIEVE UE CONTEXT REQUEST

--

-- **************************************************************

RetrieveUEContextRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{RetrieveUEContextRequest-IEs}},


...

}

RetrieveUEContextRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-newNG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-UEContextID







CRITICALITY reject

TYPE UEContextID








PRESENCE mandatory}|

{ ID id-MAC-I








CRITICALITY reject

TYPE MAC-I










PRESENCE mandatory}|

{ ID id-new-NG-RAN-Cell-Identity



CRITICALITY reject

TYPE NG-RAN-Cell-Identity





PRESENCE mandatory}|


{ ID id-RRCResumeCause






CRITICALITY ignore

TYPE RRCResumeCause








PRESENCE optional }|


{ ID id-Source-C-RNTI






CRITICALITY ignore

TYPE C-RNTI










PRESENCE optional }|


{ ID id-PCI









CRITICALITY ignore

TYPE NG-RAN-CellPCI








PRESENCE optional },

...

}

<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XnAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0
id-sNStatusTransfer











ProcedureCode ::= 1
id-handoverCancel











ProcedureCode ::= 2
id-retrieveUEContext










ProcedureCode ::= 3
id-rANPaging












ProcedureCode ::= 4
id-dataForwardingAddressIndication







ProcedureCode ::= 5
id-uEContextRelease











ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation







ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion






ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation


ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease






ProcedureCode ::= 12
id-sNGRANnodeCounterCheck









ProcedureCode ::= 13
id-sNGRANnodeChange











ProcedureCode ::= 14
id-rRCTransfer












ProcedureCode ::= 15

id-xnRemoval












ProcedureCode ::= 16
id-xnSetup













ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate








ProcedureCode ::= 18
id-cellActivation











ProcedureCode ::= 19
id-reset













ProcedureCode ::= 20
id-errorIndication











ProcedureCode ::= 21

id-privateMessage











ProcedureCode ::= 22
id-notificationControl










ProcedureCode ::= 23

id-activityNotification










ProcedureCode ::= 24

id-e-UTRA-NR-CellResourceCoordination






ProcedureCode ::= 25

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAoIs








INTEGER ::= 64

maxnoofBPLMNs







INTEGER ::= 12
maxnoofBearerConfigs





INTEGER ::= 2  -- This IE may need to be refined
maxnoofCellsinAoI






INTEGER ::= 256
maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode





INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEPLMNs







INTEGER ::= 15

maxnoofForbiddenTACs






INTEGER ::= 4096

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256
maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64
maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16
maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSliceItems






INTEGER ::= 1024

maxnoofsupportedPLMNs





INTEGER ::= 16  -- This IE may need to be refined.
maxnoofsupportedTACs





INTEGER ::= 1024 -- This IE may need to be refined.

maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16

maxnoofUEContexts






INTEGER ::= 8292
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ActivatedServedCells



















ProtocolIE-ID ::= 0

id-ActivationIDforCellActivation
















ProtocolIE-ID ::= 1

id-admittedSplitSRB




















ProtocolIE-ID ::= 2
id-admittedSplitSRBrelease


















ProtocolIE-ID ::= 3
id-AMF-Pool-Information



















ProtocolIE-ID ::= 4
id-AssistanceDataForRANPaging

















ProtocolIE-ID ::= 5
id-BearersSubjectToCounterCheck

















ProtocolIE-ID ::= 6
id-Cause






















ProtocolIE-ID ::= 7
id-cellAssistanceInfo-NR


















ProtocolIE-ID ::= 8
id-ConfigurationUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 9
id-CriticalityDiagnostics


















ProtocolIE-ID ::= 10
id-dataforwardingInfoperPDUSession
















ProtocolIE-ID ::= 11
id-DRBsSubjectToStatusTransfer-List
















ProtocolIE-ID ::= 12
id-ExpectedUEBehaviour



















ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID



















ProtocolIE-ID ::= 14
id-GUAMI






















ProtocolIE-ID ::= 15
id-indexToRatFrequSelectionPriority
















ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest














ProtocolIE-ID ::= 17
id-List-of-served-cells-E-UTRA

















ProtocolIE-ID ::= 18
id-List-of-served-cells-NR


















ProtocolIE-ID ::= 19
id-LocationReportingInformation

















ProtocolIE-ID ::= 20
id-MAC-I






















ProtocolIE-ID ::= 21
id-MaskedIMEISV





















ProtocolIE-ID ::= 22
id-M-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 23
id-MN-to-SN-Container




















ProtocolIE-ID ::= 24
id-MobilityRestrictionList


















ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity


















ProtocolIE-ID ::= 26
id-newNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 27
id-NRUEMeasurementReportRRCTransfer
















ProtocolIE-ID ::= 28
id-oldNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 29
id-OldtoNewNG-RANnodeResumeContainer















ProtocolIE-ID ::= 30

id-PagingDRX





















ProtocolIE-ID ::= 31
id-PCellID























ProtocolIE-ID ::= 32
id-PDCPChangeIndication



















ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck
















ProtocolIE-ID ::= 34
id-PDUSessionAdmittedModSNModConfirm
















ProtocolIE-ID ::= 35
id-PDUSessionAdmitted-SNModResponse
















ProtocolIE-ID ::= 36
id-PDUSessionNotAdmittedAddReqAck
















ProtocolIE-ID ::= 37
id-PDUSessionNotAdmitted-SNModResponse















ProtocolIE-ID ::= 38

id-PDUSessionReleasedList-RelConf
















ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm
















ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList














ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List
















ProtocolIE-ID ::= 42
id-PDUSessionResourcesNotAdmitted-List















ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList
















ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List
















ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List
















ProtocolIE-ID ::= 46
id-PDUSessionToBeAddedAddReq


















ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired















ProtocolIE-ID ::= 48
id-PDUSessionToBeReleasedList-RelRqd
















ProtocolIE-ID ::= 49
id-PDUSessionToBeReleased-RelReq

















ProtocolIE-ID ::= 50
id-PDUSessionToBeReleasedSNModRequired















ProtocolIE-ID ::= 51
id-RANPagingArea




















ProtocolIE-ID ::= 52
id-PagingPriority




















ProtocolIE-ID ::= 53
id-requestedSplitSRB




















ProtocolIE-ID ::= 54
id-requestedSplitSRBrelease


















ProtocolIE-ID ::= 55
id-ResetRequestTypeInfo



















ProtocolIE-ID ::= 56
id-ResetResponseTypeInfo


















ProtocolIE-ID ::= 57
id-RespondingNodeTypeConfigUpdateAck















ProtocolIE-ID ::= 58
id-respondingNodeType-ResourceCoordResponse














ProtocolIE-ID ::= 59
id-ResponseInfo-ReconfCompl


















ProtocolIE-ID ::= 60
id-RRCConfigIndication



















ProtocolIE-ID ::= 61
id-RRCResumeCause




















ProtocolIE-ID ::= 62

id-SCGConfigurationQuery



















ProtocolIE-ID ::= 63
id-selectedPLMN





















ProtocolIE-ID ::= 64
id-ServedCellsToActivate


















ProtocolIE-ID ::= 65
id-servedCellsToUpdate-E-UTRA

















ProtocolIE-ID ::= 66
id-ServedCellsToUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 67
id-servedCellsToUpdate-NR


















ProtocolIE-ID ::= 68
id-s-ng-RANnode-SecurityKey

















ProtocolIE-ID ::= 69

id-S-NG-RANnodeUE-AMBR



















ProtocolIE-ID ::= 70
id-S-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 71
id-SN-to-MN-Container




















ProtocolIE-ID ::= 72
id-sourceNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 73
id-SplitSRB-RRCTransfer



















ProtocolIE-ID ::= 74
id-TAISupport-list




















ProtocolIE-ID ::= 75
id-TimeToWait





















ProtocolIE-ID ::= 76
id-Target2SourceNG-RANnodeTranspContainer














ProtocolIE-ID ::= 77
id-targetCellGlobalID



















ProtocolIE-ID ::= 78
id-targetNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 79

id-target-S-NG-RANnodeID

















ProtocolIE-ID ::= 80
id-TraceActivation




















ProtocolIE-ID ::= 81
id-UEContextID





















ProtocolIE-ID ::= 82
id-UEContextInfoHORequest


















ProtocolIE-ID ::= 83
id-UEContextInfoRetrUECtxtResp

















ProtocolIE-ID ::= 84

id-UEContextInfo-SNModRequest


















ProtocolIE-ID ::= 85
id-UEContextKeptIndicator


















ProtocolIE-ID ::= 86
id-UEContextRefAtSN-HORequest

















ProtocolIE-ID ::= 87
id-UEHistoryInformation



















ProtocolIE-ID ::= 88

id-UEIdentityIndexValue



















ProtocolIE-ID ::= 89
id-UERANPagingIdentity



















ProtocolIE-ID ::= 90
id-UESecurityCapabilities



















ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport
















ProtocolIE-ID ::= 92
id-XnRemovalThreshold 



















ProtocolIE-ID ::= 93
id-Source-C-RNTI
 



















ProtocolIE-ID ::= 99 -- to be allocated
id-Source-PCI

 



















ProtocolIE-ID ::= 98 -- to be allocated
END

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
old  NG-RAN node
new  NG-RAN node
RETRIEVE UE CONTEXT REQUEST
RETRIEVE UE CONTEXT RESPONSE



old  NG-RAN node
new  NG-RAN node
RETRIEVE UE CONTEXT REQUEST
RETRIEVE UE CONTEXT FAILURE



