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1
Introduction

This contribution aims at discussing the need for signalling the Default Paging DRX from the gNB-DU to the gNB-CU, on the F1 interface.

2
Discussion

During RAN3#101bis, it was discussed (in [1]) than the gNB need to signal the Default Paging DRX to the AMF. This IE is send over the NG interface in the NG SETUP REQUEST and RAN CONFIGURATION UPDATE messages.
The following was captured in the Chairman notes:



	 To be continued...


As already stated during the discussion, the Default Paging DRX parameter is broadcasted in SIB1. And SIB1 is configured by the OAM into the gNB-DU. The gNB-DU sends SIB1 in F1 SETUP REQUEST message, but this IE is optional. Therefore, in order for the CU-CP to get this parameter from the gNB-DU, additional signalling is needed on F1.

The following proposals are covering this requirement:
Proposal 1: Agree to have a new Default Paging DRX IE in F1 SETUP REQUEST
Proposal 2: Agree to add the Default Paging DRX IE in gNB-DU CONFIGURATION UPDATE
Proposal 3: Agree the associated CR in [2]
3
Conclusion

The need for signalling the Default Paging DRX on F1 was discussed and the following proposals were made:
Proposal 1: Agree to have at least a new Default Paging DRX IE in F1 SETUP REQUEST

Proposal 2: Agree to add the Default Paging DRX IE in gNB-DU CONFIGURATION UPDATE REQUEST
Proposal 3: Agree the associated CR in [2]
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