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1
Introduction

At RAN3#101bis we have introduced a general structure in XnAP for the UP Transport Parameters IE to prepare support more than 2 Cell Groups.

The Cell Group ID is defined in 38.331 as an INTEGER (0..3), with the Rel-15 restriction to only use values 0 (for MCG) and 1 (for SCG).

As there might be LTE or NR Cell Groups in MR-DC, a reference to a corresponding IE in 36.331 would be in place, however, as shown in R3-186903, there is none. 
We propose to align the semantics in E1AP to XnAP as shown below.

2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
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9.3.1.11
Cell Group Information 

This IE provides information about the cell group(s) (i.e., radio leg(s)) that are part of the DRB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell Group List
	
	1
	
	

	>Cell Group Item
	
	1..<maxnoofCellGroups>
	
	

	>>Cell Group ID
	M
	
	INTEGER

(0..3, …)
	Cell group ID as defined in TS 38.331 [10] (0=MCG, 1=SCG). In this version of the specification, values “2” and “3” shall not be set by the sender and ignored by the receiver.
For E-UTRA Cell Groups, the same encoding is used as for NR Cell Groups.

NOTE: There is no corresponding IE defined in TS 36.331 [14].

	>>UL Configuration 
	O
	
	9.3.1.33
	Indicates whetehr the Cell Group is used for UL traffic. 

	>>DL TX Stop 
	O
	
	ENUMERATED (stop, resume, …)
	

	>>RAT Type
	O
	
	ENUMERATED (E-UTRA, NR, …)
	Indicates the RAT.


	Range bound
	Explanation

	maxnoofCellGroups
	Maximum no. of cell groups for a DRB. Value is 4.


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
