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9.1.7
NAS Transport Messages

9.1.7.1
INITIAL UE MESSAGE

This message is sent by the eNB to transfer the initial layer 3 message to the MME over the S1 interface.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject

	TAI
	M
	
	9.2.3.16
	Indicating the Tracking Area from which the UE has sent the NAS message.
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	Indicating the E-UTRAN CGI from which the UE has sent the NAS message.
	YES
	ignore

	RRC Establishment Cause
	M
	
	9.2.1.3a
	
	YES
	ignore

	S-TMSI
	O
	
	9.2.3.6
	
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	GUMMEI
	O
	
	9.2.3.9
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	reject

	GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating GW Transport Layer Address if the GW is collocated with eNB.
	YES
	ignore

	Relay Node Indicator
	O
	
	9.2.1.79
	Indicating a relay node.
	YES
	reject

	GUMMEI Type
	O
	
	ENUMERATED (native, mapped, …, mapped-from-5G-GUTI)
	
	YES
	ignore

	Tunnel Information for BBF
	O
	
	Tunnel Information 9.2.2.3
	Indicating HeNB’s Local IP Address assigned by the broadband access provider, UDP port Number.
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating SIPTO L-GW Transport Layer Address if the SIPTO L-GW is collocated with eNB.
	YES
	ignore

	LHN ID
	O
	
	9.2.1.92
	
	YES
	ignore

	MME Group ID
	O
	
	9.2.3.44
	
	YES
	ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore

	CE-mode-B Support Indicator
	O
	
	9.2.1.118
	
	YES
	ignore

	DCN ID
	O
	
	INTEGER (0..65535)
	
	YES
	ignore

	Coverage Level
	O
	
	ENUMERATED (extendedcoverage, …)
	
	YES
	ignore

	UE Application Layer Measurement Capability
	O
	
	BIT STRING (SIZE(8))
	Each bit in the bitmap indicates an UE Application layer measurement capability, refer to TS 25.331[10].

Bit 0 = QoE Measurement for streaming service
Bit 1 = QoE Measurement for MTSI service
Value ‘1’ indicates “Capable” and value ‘0’ indicates “not Capable”.

Unused bits are reserved for future use.
	YES
	ignore

	EDT Session
	O
	
	ENUMERATED (true, …)
	
	YES
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9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronisation-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-M3Configuration,

------------------------------------------
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-- G

GBR-QosInformation ::= SEQUENCE {


e-RAB-MaximumBitrateDL


BitRate,


e-RAB-MaximumBitrateUL


BitRate,


e-RAB-GuaranteedBitrateDL

BitRate,


e-RAB-GuaranteedBitrateUL

BitRate,


iE-Extensions




ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for maximum bitrate > 10G bps --



{ ID id-extended-e-RAB-MaximumBitrateDL
CRITICALITY ignore
EXTENSION ExtendedBitRate
PRESENCE optional}|


{ ID id-extended-e-RAB-MaximumBitrateUL
CRITICALITY ignore
EXTENSION ExtendedBitRate
PRESENCE optional}|


{ ID id-extended-e-RAB-GuaranteedBitrateDL
CRITICALITY ignore
EXTENSION ExtendedBitRate
PRESENCE optional}|


{ ID id-extended-e-RAB-GuaranteedBitrateUL
CRITICALITY ignore
EXTENSION ExtendedBitRate
PRESENCE optional},


...}

GTP-TEID




::= OCTET STRING (SIZE (4))

GUMMEI


::= SEQUENCE {


pLMN-Identity

PLMNidentity,

mME-Group-ID

MME-Group-ID,


mME-Code


MME-Code,

iE-Extensions

ProtocolExtensionContainer { {GUMMEI-ExtIEs} } OPTIONAL,


...

}

GUMMEI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GUMMEIType ::= ENUMERATED {


native,


mapped,


...,

mapped-from-5G-GUTI
}
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