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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.2.2
BEARER CONTEXT SETUP RESPONSE

This message is sent by the gNB-CU-UP to confirm the setup of the requested bearer context.  

Direction: gNB-CU-UP ( gNB-CU-CP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Setup List
	
	1
	
	
	YES
	reject

	>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	M
	
	UP Transport Layer Information 

9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response

9.3.2.6
	
	-
	-

	>>>>UL UP Parameters
	M
	
	UP Parameters 

9.3.1.13
	
	-
	-

	>>DRB Failed List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>>>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Security Result
	O
	
	9.3.1.52
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	M
	
	UP Trasport Layer Information 

9.3.2.1
	
	
	

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Respone 

9.3.2.6
	
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Respone 

9.3.2.6
	
	-
	-

	>>>>>>UL UP Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	
	-
	-

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	
	-
	-

	>>>>DRB Failed List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Failed List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource Failed Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.


<Unchange Text Omitted>

9.2.2.5
BEARER CONTEXT MODIFICATION RESPONSE

This message is sent by the gNB-CU-UP to confirm the modification of the requested bearer context.  

Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	O
	
	
	
	YES
	ignore

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Setup List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	M
	
	UP Transport Layer Information 

9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response

9.3.2.6
	
	-
	-

	>>>>UL UP Parameters
	M
	
	UP Parameters 

9.3.1.13
	
	-
	-

	>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>DRB Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	O
	
	UP Transport Layer Information 9.3.2.1
	
	-
	-

	>>>>PDCP UL Count
	O
	
	PDCP Count

9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>PDCP DL Count
	O
	
	PDCP Count 

9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>UL UP Parameters
	O
	
	UP Parameters 

9.3.1.13
	Carries the UL UP parameters for newly added cell groups. 
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response

9.3.2.6
	
	-
	-

	>>DRB Failed To Modify List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Failed To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Setup List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Security Result
	O
	
	9.3.1.52
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	M
	
	UP Trasport Layer Information 

9.3.2.1
	
	
	

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Respone 

9.3.2.6
	
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Respone 

9.3.2.6
	
	-
	-

	>>>>>>UL UP Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	
	-
	-

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	
	-
	-

	>>>>DRB Failed List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Failed Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Modified Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Security Result
	O
	
	9.3.1.52
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	O
	
	UP Trasport Layer Information 9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Response 9.3.2.6
	
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Respone 

9.3.2.6
	
	-
	-

	>>>>>>UL UP Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	
	-
	-

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	
	-
	-

	>>>>DRB Failed List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>>>DRB Modified List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>PDCP UL Count
	O
	
	PDCP Count

9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>>>PDCP DL Count
	O
	
	PDCP Count 

9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>>>UL UP Parameters
	O
	
	UP Parameters 

9.3.1.13
	Carries the UL UP parameters for newly added cell groups. 
	-
	-

	>>>>>>Flow Setup List
	O
	
	QoS Flow List

9.3.1.12
	
	-
	-

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	
	-
	-

	>>>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response

9.3.2.6
	
	-
	-

	>>>>DRB Failed To Modify List
	
	0.. 1
	
	
	-
	-

	>>>>>DRB Failed To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Failed To Modify List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Failed To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.


<Unchange Text Omitted>
PDU-Session-Resource-Setup-Item
::=
SEQUENCE {


pDU-Session-ID






PDU-Session-ID,

securityResult






SecurityResult



OPTIONAL,

nG-DL-UP-TNL-Information



UP-TNL-Information,




pDU-Session-Data-Forwarding-Information-Response

Data-Forwarding-Information-Response

OPTIONAL,


dRB-Setup-List-NG-RAN




DRB-Setup-List-NG-RAN,


dRB-Failed-List-NG-RAN




DRB-Failed-List-NG-RAN

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer
{ { PDU-Session-Resource-Setup-Item-ExtIEs } }
OPTIONAL,


...

}

<Unchange Text Omitted>

PDU-Session-Resource-Setup-Mod-Item
::=
SEQUENCE {


pDU-Session-ID










PDU-Session-ID,

securityResult










SecurityResult







OPTIONAL,

nG-DL-UP-TNL-Information







UP-TNL-Information,








pDU-Session-Data-Forwarding-Information-Response

Data-Forwarding-Information-Response

OPTIONAL,


dRB-Setup-Mod-List-NG-RAN







DRB-Setup-Mod-List-NG-RAN,


dRB-Failed-Mod-List-NG-RAN







DRB-Failed-Mod-List-NG-RAN




OPTIONAL,


iE-Extensions










ProtocolExtensionContainer
{ { PDU-Session-Resource-Setup-Mod-Item-ExtIEs } }
OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
