Page 1



3GPP TSG-RAN WG3 #102






 

    









   R3-186998
Spokane, WA, USA, 12-16 November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.470
	CR
	0021
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	CR to 38.470 on  clarifications to system information update over F1

	
	

	Source to WG:
	Huawei

	Source to TSG:
	RAN3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-10-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The function of how system information is updated between gNB-CU and gNB-DU was not captured in the TS 38.470.   

	
	

	Summary of change:
	· add descriptions on system information update using gNB-CU/gNB-DU update procedure. 
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	system information update procedure is not captured in the stage 2 spec.  
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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
5.2.1
F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an error has occurred.

The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and the gNB-CU.

The F1 setup function allows to exchange application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. The F1 setup is initiated by the gNB-DU.

The gNB-CU Configuration Update and gNB-DU Configuration Update functions allow to update application level configuration data needed between gNB-CU and gNB-DU to interoperate correctly over the F1 interface, and may activate or deactivate cells. This function also allows to update the system information between gNB-CU and gNB-DU, so that both gNB-CU and gNB-DU have the latest system information.
The F1 setup and gNB-DU Configuration Update functions allow to inform the S-NSSAI(s) supported by the gNB-DU.
The F1 resource coordination function is used to transfer information about frequency resource sharing between gNB-CU and gNB-DU.
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
