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8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: PDU session resource release: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE RELEASE COMMAND message. 

The PDU SESSION RESOURCE RELEASE COMMAND message shall contain the information required by the NG-RAN node to release at least one PDU session resource, and include each PDU session resource to release in the PDU Session Resource to Release List IE. 

If a NAS-PDU IE is contained in the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node shall pass it to the UE.

Upon reception of the PDU SESSION RESOURCE RELEASE COMMAND message the NG-RAN node shall execute the release of the requested PDU sessions. For each PDU session to be released the NG-RAN node shall release the corresponding resources over Uu and over NG. 

If the RAN Paging Priority IE is included in the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
The NG-RAN node shall, if supported, report in the PDU SESSION RESOURCE RELEASE RESPONSE message location information of the UE in the User Location Information IE.

After sending a PDU SESSION RESOURCE RELEASE RESPONSE message, the NG-RAN node shall be prepared to receive a PDU SESSION RESOURCE SETUP REQUEST message requesting establishment of a PDU session with a PDU Session ID corresponding to one of the PDU Session IDs that was present in the PDU Session Resource to Release List IE of the PDU SESSION RESOURCE RELEASE COMMAND message.

If the User Location Information IE is included in the PDU SESSION RESOURCE RELEASE RESPONSE message, the AMF shall handle this information as specified in TS 23.501 [9].

For each PDU Session for which the Secondary RAT Usage Report List IE is included in the the PDU Session Resource Release Response Transfer IE, the SMF shall handle this information as specified in TS 23.401 [11].

Next change
8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: PDU session resource modify indication: successful operation

The NG-RAN node initiates the procedure by sending a PDU SESSION RESOURCE MODIFY INDICATION message. Upon reception of the PDU SESSION RESOURCE MODIFY INDICATION message, the AMF shall, for each PDU session indicated in the PDU Session ID IE, transparently transfer the PDU Session Resource Modify Indication Transfer IE to each SMF associated with the concerned PDU session.
-
If the DL UP TNL Information IE is included in the PDU Session Resource Modify Indication Transfer IE in the PDU SESSION RESOURCE MODIFY INDICATION message, it shall be considered by the SMF as the new DL address of the PDU sessions.
For each PDU Session for which the Secondary RAT Usage Report List IE is included in the the PDU Session Resource Modify Indication Transfer IE, the SMF shall handle this information as specified in TS 23.401 [11].

The AMF shall report to the NG-RAN node in the PDU SESSION MODIFY RESOURCE CONFIRM message the result for each PDU session listed in PDU SESSION RESOURCE MODIFY INDICATION message:

-
For each PDU session which is successfully modified, the PDU Session Resource Modify Confirm Transfer IE shall be included containing: 

1.
The list of QoS flows which have been successfully modified in the QoS Flow Modify Confirm List IE.

2.
The list of QoS flows which have failed to be modified, if any, in the QoS Flow Failed to Modify List IE.

-
For each PDU session which failed to be modified, the PDU Session Resource Modify Confirm Transfer IE shall be included to report the failure cause.
Upon reception of the PDU Session Resource Modify Confirm Transfer IE for each PDU session listed in the PDU SESSION RESOURCE MODIFY CONFIRM message:
-
If the QoS Flow Failed To Modify List IE is included, the NG-RAN node shall either 

1.
de-associate the corresponding Data Radio Bearer for the concerned QoS flow, or

2.
keep the previous transport information before sending the PDU SESSION RESOURCE MODIFY INDICATION unchanged for the concerned QoS flow.
-
If a PDU session failed to be modified is included, the NG-RAN node shall either
1.
release all corresponding NG-RAN configuration and resources for the concerned PDU session, or

2.
keep the previous transport information before sending the PDU SESSION RESOURCE MODIFY INDICATION unchanged for the concerned PDU session.
Next change
8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: UE context release: successful operation

The AMF initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the NG-RAN node. 

The UE CONTEXT RELEASE COMMAND message shall contain both the AMF UE NGAP ID IE and the RAN UE NGAP ID IE if available, otherwise the message shall contain the AMF UE NGAP ID IE.

Upon reception of the UE CONTEXT RELEASE COMMAND message, the NG-RAN node shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.

If the User Location Information IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall handle this information as specified in TS 23.502 [10].

If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall, if supported, store it and may use it for subsequent paging.
For each PDU Session for which the Secondary RAT Usage Report List IE is included in the the PDU Session Resource Release Response Transfer IE, the SMF shall handle this information as specified in TS 23.401 [11].

Next change
8.X
Secondary RAT Data Usage Report
8.X.1
General
The purpose of the Secondary RAT Data Usage Report procedure is to provides information on the used resources of the secondary RAT (e.g. NR resources during MR-DC operation) as specified in TS 23.401 [11].

8.X.2
Successful Operations

8.X.2.1
SECONDARY RAT DATA USAGE REPORT
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Figure 8.18.2.1-1: Secondary RAT Data Usage Report Procedure

The NG-RAN node initiates the procedure by sending the SECONDARY RAT DATA USAGE REPORT message to AMF.
For each PDU Session for which the Secondary RAT Usage Report List IE is included in the the Secondary RAT Usage Transfer IE, the SMF shall handle this information as specified in TS 23.401 [11].

8.X.3
Unsuccessful Operation

Not applicable

8.X.4
Abnormal Conditions

Not applicable

Next Change
9.2.2.6
UE CONTEXT RELEASE COMPLETE

This message is sent by the NG-RAN node to confirm the release of the UE-associated logical NG-connection over the NG interface.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore

	Information on Recommended Cells and RAN Nodes for Paging
	O
	
	9.3.1.100
	
	YES
	ignore

	PDU Session Resource List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session Resource Release Response Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Release Response Transfer IE specified in subclause 9.3.4.21.
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


Next Change
9.2.X
Secondary RAT Report Usage Messages

9.2.X.1
SECONDARY RAT USAGE REPORT

This message is sent by the NG-RAN node to report Secondary RAT data usage.
Direction: NG-RAN ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	AMF UE S1AP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE S1AP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Secondary RAT Usage List
	
	1
	
	
	YES
	ignore

	  > PDU Session Resource Secondary RAT Usage Item
	M
	1..<maxnoofPDUSessions>
	
	
	YES
	ignore

	>>PDU Session ID
	M
	
	9.3.1.50
	
	YES
	ignore

	>>Secondary RAT Usage Report Transfer
	M
	
	OTCET STRING
	Containing the Secondary RAT Usage Transfer IE specified in subclause 9.3.4.x
	YES
	ignore


Next Change
9.3.1.x
Handover Flag

This IE indicates that the SMF should buffer the secondary RAT data usage report since the report is sent due to handover as defined in TS 23.401 [11]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Flag
	M
	
	ENUMERATED (handover_preparation, …)
	


9.3.1.y
Secondary RAT Usage Report 
This IE provides information on the secondary resources used with MR-DC. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Secondary RAT Type
	M
	
	ENUMERATED (nR, E-UTRA, …,)
	
	-
	-

	QoS Flows Usage Report List
	
	1
	
	
	EACH
	ignore

	 >QoS Flow Usage Report Item
	
	1 .. <maxnoofQoSFlows>
	
	
	EACH
	ignore

	 >>QoS Flow Indicator
	M
	
	9.3.1.51
	
	-
	-

	 >>QoS Flows Timed Report List
	
	1
	
	
	-
	-

	>>>QoS Flows Timed Report Item
	
	1.. <maxnoof time periods>
	
	
	EACH
	ignore

	 >>>>Start timestamp
	M
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [42]. It indicates the start time of the collecting period of the included Usage Count UL IE and Usage Count DL IE.
	-
	-

	 >>>>End timestamp
	M
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [42]. It indicates the end time of the collecting period of the included Usage Count UL IE and Usage Count DL IE.
	-
	-

	 >>>>Usage count UL
	M
	
	INTEGER (0..264-1)
	The unit is: octets
	-
	-

	 >>>>Usage count DL
	M
	
	INTEGER (0..264-1)
	The unit is: octets
	-
	-


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of E-RABs for one UE. Value is 256.

	maxnoof time periods
	Maximum no. of time reporting periods. Value is 2.


Next Change
9.3.4.6
PDU Session Resource Modify Indication Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL UP TNL Information
	O
	
	UP TNL Information

9.3.2.1
	One or multiple RAN Transport Layer Information

	Secondary RAT Usage Report
	O
	
	9.3.1.y
	


Next Change
9.3.4.21
PDU Session Resource Release Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Secondary RAT Usage Report 
	O
	
	9.3.1.y
	


Next Change
9.3.4.x
Secondary RAT Usage Report Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Secondary RAT Usage Report 
	M
	
	9.3.1.y
	

	Handover Flag
	O
	
	9.3.1.x
	


Next Change
9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformation,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,

PDUSessionResourceSecondaryRATUsageListSecRat,

PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformation,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NewAMF-UE-NGAP-ID,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModRes,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,

id-PDUSessionResourceSecondaryRATUsageListSecRat,

id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,

id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UESecurityCapabilities,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType

FROM NGAP-Constants;

Next Change
-- **************************************************************

--

-- SECONDARY RAT USAGE RESPORT
--

-- **************************************************************

SecondaryRATUsageReport ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {SecondaryRATUsageReportIEs} },


...

}

SecondaryRATUsageReportIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID







CRITICALITY ignore
TYPE AMF-UE-NGAP-ID











PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID







CRITICALITY ignore
TYPE RAN-UE-NGAP-ID











PRESENCE mandatory
}|


{ ID id-PDUSessionResourceSecondaryRATUsageListSecRat


CRITICALITY ignore
TYPE PDUSessionResourceSecondaryRATUsageListSecRat




PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics








PRESENCE optional

},


...

}

-- **************************************************************

Next Change
9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Next Change
QoSFlowsTimedReportList ::= SEQUENCE (SIZE(1..maxnooftimeperiods)) OF ProtocolIE-Single-Container { {QoSFlowsTimedReport-ItemIEs} }

QoSFlowsTimedReport-ItemIEs XNAP-PROTOCOL-IES ::= {


{ ID id-QoSFlowsTimedReport-Item
 CRITICALITY ignore 
TYPE QoSFlowsTimedReport-Item 
PRESENCE mandatory },


...

}

QoSFlowsTimedReport-Item ::= SEQUENCE {


startTimeStamp



OCTET STRING (SIZE(4)),

endTimeStamp




OCTET STRING (SIZE(4)),

usageCountUL




INTEGER (0..18446744073709551615),


usageCountDL




INTEGER (0..18446744073709551615),


iE-Extensions



ProtocolExtensionContainer { {QoSFlowsTimedReport-Item-ExtIEs} } OPTIONAL,

...

}

QoSFlowsTimedReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

Next Change
QoSFlowsUsageReportList ::= SEQUENCE (SIZE(1..maxnoofQoSflows)) OF ProtocolIE-Single-Container { {QoSFlowsUsageReport-ItemIEs} }

QoSFlowsUsageReport-ItemIEs XNAP-PROTOCOL-IES ::= {


{ ID id-QoSFlowsUsageReport-Item
 CRITICALITY ignore 
TYPE QoSFlowsUsageReport-Item 
PRESENCE mandatory },


...

}

QoSFlowsUsageReport-Item ::= SEQUENCE {


qosFlowIndicator




QoSFlowIndicator,

qoSFlowsTimedReportList



QoSFlowsTimedReportList,

iE-Extensions





ProtocolExtensionContainer { {QoSFlowsUsageReport-Item-ExtIEs} } OPTIONAL,

...

}

QoSFlowsUsageReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

Next Change
HandoverFlag ::= ENUMERATED {


handoverPreparation,


...

}

Next Change
PDUSessionResourceListCxtRelCpl ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemCxtRelCpl
PDUSessionResourceItemCxtRelCpl ::= SEQUENCE {


pDUSessionID

PDUSessionID,

pDUSessionResourceReleaseResponseTransfer

OCTET STRING (CONTAINING PDUSessionResourceReleaseResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemCxtRelCpl-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemCxtRelCpl-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Next Change
PDUSessionResourceModifyIndicationTransfer ::= SEQUENCE {


dL-UP-TNLInformation

UP-TNLInformation















OPTIONAL,

secondaryRATUsageReport

SecondaryRATUsageReport















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyIndicationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
Next Change
PDUSessionResourceReleaseResponseTransfer ::= SEQUENCE {

secondaryRATUsageReport

SecondaryRATUsageReport















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleaseResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleaseResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
Next Change
PDUSessionResourceSecondaryRATUsageListSecRat ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSecondaryRATUsageItemSecRat
PDUSessionResourceSecondaryRATUsageItemSecRat ::= SEQUENCE {


pDUSessionID







PDUSessionID,


secondaryRATUsageReportTransfer

OCTET STRING (CONTAINING SecondaryRATUsageReportTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSecondaryRATUsageItemSecRat-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSecondaryRATUsageItemSecRat-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Next Change
SecondaryRATUsageReport ::= SEQUENCE {


secondaryRATType



ENUMERATED {nr, eutra, ...},


qosFlowUsageReportList

QoSFlowUsageReportList,


iE-Extension

ProtocolExtensionContainer { {SecondaryRATUsageReport-ExtIEs} }
OPTIONAL,


...

}

SecondaryRATUsageReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryRATUsageReportTransfer ::= SEQUENCE {

secondaryRATUsageReport

SecondaryRATUsageReport


OPTIONAL,

handoverFlag

HandoverFlag






OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {SecondaryRATUsageReportTransfer-ExtIEs} }
OPTIONAL,


...

}

SecondaryRATUsageReportTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
Next Change
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Next Change

id-WarningAreaList









ProtocolIE-ID ::= 122


id-WarningMessageContents







ProtocolIE-ID ::= 123


id-WarningSecurityInfo








ProtocolIE-ID ::= 124


id-WarningType










ProtocolIE-ID ::= 125


id-AdditionalUL-NGU-UP-TNLInformation




ProtocolIE-ID ::= 126


id-DataForwardingNotPossible






ProtocolIE-ID ::= 127


id-DL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 128


id-PDUSessionAggregateMaximumBitRate




ProtocolIE-ID ::= 129


id-PDUSessionResourceFailedToSetupListCxtFail


ProtocolIE-ID ::= 130


id-PDUSessionType









ProtocolIE-ID ::= 131


id-QosFlowAddOrModifyRequestList





ProtocolIE-ID ::= 132


id-QosFlowSetupRequestList







ProtocolIE-ID ::= 133


id-QosFlowToReleaseList








ProtocolIE-ID ::= 134


id-SecurityIndication








ProtocolIE-ID ::= 135


id-UL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 136

id-PDUSessionResourceSecondaryRATUsageListSecRat

ProtocolIE-ID ::= 1xx
END
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