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Introduction

During last RAN2 meeting, RAN2 agreed that the CellIdentity used to calculate or verify the resumeMAC-I / shortMAC-I is associated with the first PLMN-Identity included in the PLMN-IdentityInfoList broadcasted in SIB1. Here is the CB: 

CB: # 22_RRCresumeInfo

-  TPs to fix semantics in X2 and Xn

(ZTE)

The semantics changes for “Integrity Protection” IE are already covered in the agreed (unseen) R3-187090, but the name of reestablishment request in  R3-187090 should be changed to "RRCConnectionReestablishmentRequest" as defined in TS36.331. Since R3-187090 has been agreed unseen, the TP here updated based on latest TS38.423, and the updated change compared with R3-187090 is highlighted.

TP for TS38.423

9.1.1.8
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	
RRC Resume:

ResumeMAC-I either contained in the RRC ResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])

or the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])
RRC Reestablishment:

ShortMAC-I contained in the RRCReestablishmentRequest as defined in TS 38.331 [10])

or the ShortMAC-I in the RRCConnectionReestablishmentRequestmessage as defined in TS 36.331 [14]).
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity

9.2.2.9
	RRC Resume:

Corresponds to the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].

RRC Reestablishment:

Corresponds to the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRC ResumeRequest message, as defined in TS 38.331 [10],

or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore


