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Tasked work in this CB
CB: # 47_PDU_session_split

-  work on sols. 1, 3, and 4

- just for sol1: discuss possible LS to CT4?

- possible downselection?

(NTT)

summary of offline disc R3-187156
 2
Summary
2.1 Outline of Solutions
2.1.1 solution 1: Same TEID use
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2.1.2 solution 3: MN forwarding
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2.1.3 solution 4: Indicate new TEID over reconfiguration Complete
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2.2 Comparison of solutions
	
	Solution 1
	Solution 3
	Solution 4

	Impact to RAN
	(Almost) already supported
	-Capability for 

Buffering and Forwarding(*1)
	

	Impact to CN
	-No
	-No
	-Necessarily to allocate new TEID in DC on SN terminated bearer.

	Performance
	
	-Tromboning between MN and SN.
	-May have delay to start DC.(i.e. need to wait mew TEID allocation)

	Others
	-May need to clarify CT4 intention (i.e. “if supported”) (*2)

-No restriction on the UL path SW timing .
	-No restriction on the UL path SW timing .
	-Necessarily to perform path switch if DC is performed.


*1: Considering release of DC, such function may be required anyway.

*2: There would be no case when it is not supported as it is necessary function for HO  (both source and target RAN use same TEID for UL.)
3
Possible WF
-Check whether CT4 considers the receiving entity has capability for one GTP-U tunnel endpoint to receive packets from multiple remote GTP-U endpoints in general

-If necessary check by LS.
-If yes, go for otpion1. If no, go for other Option 3/4
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