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///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////

9.1.1.7
RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.

Direction: NG-RAN node1 ( NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE UE Identity Index Value
	M
	
	
	
	YES
	reject

	>Length-10
	
	
	
	
	
	

	>>Index Length-10
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 36.304 [xx] and TS 38.304 [33].
	–
	

	UE RAN Paging Identity
	M
	
	9.2.3.43
	
	YES
	ignore

	Paging DRX
	M
	
	9.2.3.66
	
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.3.38
	
	YES
	reject

	Paging Priority
	O
	
	9.2.3.44
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.2.3.41
	
	YES
	ignore


//////////////////////////////////////////////////////////////          next change        /////////////////////////////////////////////////////////////////////////////

9.2.3.66
Paging DRX
This IE indicates the Paging DRX as defined in TS 36.304 [xx] and TS 38.304 [33].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Paging DRX
	M
	
	ENUMERATED (32, 64, 128, 256, ...)
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