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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.3.1.17
NR Frequency Info

The NR Frequency Info defines the carrier frequency used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD or for an SUL carrier.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	RF Reference Frequency as defined in TS 38.104 [17] section 5.4.2.1. The frequency provided in this IE identifies the absolute frequency position of the reference resource block (Common RB 0) of the carrier. Its lowest subcarrier is also known as Point A.
	
	

	SUL Information
	O
	
	9.3.1.28
	
	
	

	Frequency Band List
	
	1
	
	
	
	

	>Frequency Band Item
	
	1..<maxnoofNrCellBands>
	
	
	
	

	>>NR Frequency Band 
	M
	
	INTEGER (1.. 1024 ...)
	Operating Band as defined in TS 38.104 [17] section 5.4.2.3.

The value 1 corresponds to NR operating band n1, value 2 corresponds to NR operating band n2, etc.
	
	

	>>Supported SUL band List
	
	0..<maxnoofNrCellBands>
	
	
	
	

	>>>Supported SUL band Item
	M
	
	INTEGER (1.. 1024, ...)
	Supplementary NR Operating Band as defined in TS 38.104 [17] section 5.4.2.3 that can be used for SUL duplex mode as per TS 38.101-1 table 5.2.-1.

The value 80 corresponds to NR operating band n80, value 81 corresponds to NR operating band n81, etc.
	
	

	Cell-defining SSB ARFCN
	M
	
	INTEGER (0..maxNRARFCN)
	The SSB in the MeasurementTimingConfiguration inter-node message with an absolute frequency position identical to the frequency provided in this IE is the Cell-defining SSB of this NR cell.
	YES
	Reject


<<<<<<<<<<<<<<<<<<<< Next Change>>>>>>>>>>>>>>>>>>>>
9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-RANAC,

id-CellGroupConfig,


id-AvailablePLMNList,


id-PDUSessionID,


id-ULPDUSessionAggregateMaximumBitRate, 


id-DC-Based-Duplication-Configured,


id-DC-Based-Duplication-Activation,


id-PDCPSNLength,

id-RLC-Status,


id-MeasurementTimingConfiguration,

id-DRB-Information,

id-CellDefiningSSBARFCN,

<<<<<<<<<<<<<<<<<<<< Next Change>>>>>>>>>>>>>>>>>>>>
NRFreqInfo ::=  SEQUENCE {


nRARFCN


INTEGER (0..maxNRARFCN),


sul-Information
SUL-Information

OPTIONAL,


freqBandListNr
SEQUENCE (SIZE(1..maxnoofNrCellBands)) OF FreqBandNrItem,

iE-Extensions
ProtocolExtensionContainer { { NRFreqInfoExtIEs} } OPTIONAL,


...

}
NRFreqInfoExtIEs

F1AP-PROTOCOL-EXTENSION ::= {

ID id-CellDefiningSSBARFCN    CRITICALITY reject EXTENSION INTEGER(0..maxNRARFCN)       PRESENCE mandatory},

...

}
<<<<<<<<<<<<<<<<<<<< Next Change>>>>>>>>>>>>>>>>>>>>
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

id-AvailablePLMNList






ProtocolIE-ID ::= 179

id-PDUSessionID








ProtocolIE-ID ::= 180
id-ULPDUSessionAggregateMaximumBitRate


ProtocolIE-ID ::= 181
id-CellDefiningSSBARFCN    





ProtocolIE-ID ::= xxx

END

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
