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Introduction
This paper follows the discussion in R3-186846 and focuses on support of RAN UP network function virtualisation at bearer type change or MN change or SN change. 

Text proposal for TS 37.340
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8
Bearer handling aspects

8.1
QoS aspects

In EN-DC, the E-UTRAN QoS framework defined in TS 36.300 [2] applies:

-
An S1-U bearer is established between the EPC and the SN for SN terminated bearers;
-
An X2-U bearer is established between the MN and the SN for split bearers, MN terminated SCG bearers and SN terminated MCG bearers;
-
MN terminated and SN terminated bearers may have either MCG or SCG radio resources or both, MCG and SCG radio resources, established;

-
The MN decides the DL UE AMBR and UL UE AMBR limits to be assigned to the SN, and indicates these to the SN:

-
The PDCP entity at the SN applies the received DL UE AMBR limit to the set of all bearers for which the SN hosts PDCP for the UE;

-
The MAC entity at the SN applies the received UL UE AMBR limit to the scheduled uplink radio traffic at the SN for the UE.In MR-DC with 5GC:

-
The NG-RAN QoS framework defined in TS 38.300 [3] applies;

-
QoS flows belonging to the same PDU session may be mapped to different bearer types (see subclause 4.2.2) and as a result there may be two different SDAP entities for the same PDU session: one at the MN and another one at the SN, in which case the MN decides which QoS flows are assigned to the SDAP entity in the SN. If the SN decides that its SDAP entity cannot host a given QoS flow any longer, the SN informs the MN and the MN cannot reject the request;

-
The MN or SN node that hosts the SDAP entity for a given QoS flow decides how to map the QoS flow to DRBs;

-
If the SDAP entity for a given QoS flow is hosted by the MN and the MN decides that SCG resources are to be configured it provides to the SN

-
DRB QoS flow level QoS parameters, which the SN may reject, and

-
QoS flow to DRB mapping information and the respective per QoS flow information;

-
If the SDAP entity for a given QoS flow is hosted by the SN and the SN configures MCG resources, based on offered MCG resource information from the MN, the SN provides to the MN

-
DRB QoS flow level QoS parameters, which the MN may reject, and

-
QoS flow to DRB mapping information and the respective per QoS flow information.

-
If the SDAP entity for a given QoS flow is hosted by the SN, the MN provides sufficient QoS related information to enable the SN to configure appropriate SCG resources and to request the configuration of appropriate MCG resources. The MN may offer MCG resources to the SN and may indicate for GBR QoS flows the amount offered to the SN on a per QoS flow level.

-
MN decides the PDU session AMBR limits to be assigned to the SN, and indicates these to the SN.

To support PDU sessions mapped to different bearer types, MR-DC with 5GC provides the possibility for the MN to request the 5GC:

-
For some PDU sessions of a UE: Direct the User Plane traffic of the whole PDU session either to the MN or to the SN. In that case, there is a single NG-U tunnel termination at the NG-RAN for such PDU session.

-
The MN may request to change this assignment during the life time of the PDU session.

-
For some other PDU sessions of a UE: Direct the User Plane traffic of a subset of the QoS flows of the PDU session to the SN (respectively MN) while the rest of the QoS flows of the PDU session is directed to the MN (respectively SN). In that case, there are two NG-U tunnel terminations at the NG-RAN for such PDU session.

-
The MN may request to change this assignment during the life time of the PDU session.
-
In case a user plane anchor is deployed in the NG-RAN, as described in section 8.x, a single NG-U tunnel is established.
To support notification control indication for GBR QoS flows along the QoS framework specified in 38.300 [3] for MR-DC with 5GC, SN and MN may mutually indicate whenever QoS requirements for GBR QoS flows cannot be fulfilled anymore or can be fulfilled again.

<<<<<<<<<<<<<<<<<<<< Next Changes >>>>>>>>>>>>>>>>>>>>

8.x
User plane anchor at bearer type change, MN change or SN change
For EN-DC, if the S1-U termination for an E-RAB at E-UTRAN can be kept at bearer type change between MN terminated and SN terminated bearers or at MN change or SN change, the RAN node hosting the PDCP entity before the change notifies the RAN node hosting the PDCP entity after the change about this possibility by providing the S1-U DL GTP-U Tunnel Endpoint Identifier and IP address of the S1-U bearer for the corresponding E-RAB. 
For MR-DC with 5GC, if the NG-U termination for a PDU Session tunnel can be kept at NG-RAN at bearer type change between MN terminated and SN terminated bearers or at MN change or SN change, the RAN node hosting the PDCP entity before the change notifies the RAN node hosting the PDCP entity after the change about this possibility by providing the NG-U DL GTP-U Tunnel Endpoint Identifier and IP address of the NG-U bearer for the NG-U PDU Session tunnel. 
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>
