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1
Introduction

This TP proposes to remove the following kinds of  Editor’s Notes:

-
Editor’s Notes that where introduced as a global sign indicating that a certain function is not yet finalised or freezed. This concerns mainly MR-DC related functions and procedures. Those functions should be officially finalised by end of 2018.
-
Editor’s Notes, or the places where “This ... need to be refined” were added, indicating a particular open topic, which was actually already solved
-
section 9.1.2.1, S-NODE ADDITION REQUEST, UE Security Capabilities IE and Mobility Restriction List IE

-
section 9.1.2.5, S-NODE MODIFICATION REQUEST, Mobility Restriction IE  and UE Security Capabilities IE

-
sectin 9.1.2.8, S-NODE MODIFICATION REQUIRED, PDU Session Resources To Be Released List IE, contains an EN “whether this IE is necessary needs further discussions”, which is proposed be removed
-
section 9.1.2.14, S-NODE RELEASE REQUEST, UE Context Kept Indicator IE

-
section 9.2.3.18, PDU Session ID IE, the value range INTEGER (0..255) should be a given meanwhile
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.3
Procedures for Dual Connectivity


8.3.1
S-NG-RAN node Addition Preparation


8.3.1.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.2
S-NG-RAN node Reconfiguration Completion


8.3.2.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation


8.3.3.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.4
S-NG-RAN node initiated S-NG-RAN node Modification


8.3.4.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.5
S-NG-RAN node initiated S-NG-RAN node Change


8.3.5.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.6
M-NG-RAN node initiated S-NG-RAN node Release


8.3.6.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.7
S-NG-RAN node initiated S-NG-RAN node Release


8.3.7.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.8
S-NG-RAN node Counter Check


8.3.8.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

8.3.9
RRC Transfer


8.3.9.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2
Messages for Dual Connectivity Procedures


9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	9.2.3.69
	
	–
	

	>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – MN terminated
	M
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10] or the SCG-ConfigInfo message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	OCTET STRING
	This IE may need to be refined
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	PCell ID
	O
	
	Global NG-RAN Cell Identity

9.2.2.27
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

The value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	9.2.3.69
	
	
	

	>>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Setup Info – MN terminated
	M
	
	9.2.1.7
	
	–
	

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	9.2.3.69
	
	–
	

	>>>Bearer Configurations To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – SN terminated
	M
	
	9.2.1.9
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – MN terminated
	M
	
	9.2.1.11
	
	–
	

	> PDU Session Resources To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Released List – SN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	>>PDU Session Resources to Be Released List – MN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10] or the SCG-ConfigInfo message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

This value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	–
	

	>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>SN terminated Bearer
	
	
	
	
	
	

	>>>>> PDU Session Modification Required Info – SN terminated
	M
	
	9.2.1.20
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>PDU Session Modification Required Info – MN terminated
	M
	
	9.2.1.22
	
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	>PDU sessions to be released List – MN terminated
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10] or the SCG-Config message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

The value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2.14
S-NODE RELEASE REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the release of resources.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDU Session Resources To Be Released List
	
	0..1
	
	Editor's Note: This IE needs to be refined
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>>CHOICE Bearer Option
	M
	
	
	
	–
	

	>>>SCG Bearer
	
	
	
	
	–
	

	>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer used for forwarding of UL PDUs
	–
	

	>>>>DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer. used for forwarding of DL PDUs
	–
	

	>>>Split Bearer
	
	
	
	
	–
	

	>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	Identifies the Xn transport bearer. used for forwarding of DL PDUs
	–
	

	UE Context Kept Indicator
	O
	
	9.2.3.68
	
	YES
	ignore

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10] or the SCG-ConfigInfo message as defined in subclause 10.2.2 of TS 36.331 [14].
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.5
PDU Session Resource Setup Info – SN terminated


This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.6
PDU Session Resource Setup Response Info – SN terminated


This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.7
PDU Session Resource Setup Info – MN terminated


This IE contains information for the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.8
PDU Session Resource Setup Response Info – MN terminated


This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an MN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.9
PDU Session Resource Modification Info – SN terminated


This IE contains information related to a PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.10
PDU Session Resource Modification Response Info – SN terminated


This IE contains the PDU session resource related result of an M-NG-RAN node initiated request to modify DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.11
PDU Session Resource Modification Info – MN terminated


This IE contains information related to PDU session resource for an M-NG-RAN node initiated request to modify DRBs configured with an MN terminated bearer option.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.12
PDU Session Resource Modification Response Info – MN terminated


This IE contains the PDU session resource related result of an M-NG-RAN node initiated modification of DRBs configured with an MN terminated bearer option.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.18
PDU Session Resource Change Required Info – SN terminated


This IE contains information for the S-NG-RAN node initiated request for an S-NG-RAN node change related to a PDU session resource with DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.19
PDU Session Resource Change Confirm Info – SN terminated


This IE contains information for the M-NG-RAN node's confirmation of an S-NG-RAN node initiated request for an S-NG-RAN node change related to a PDU session resource with DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.20
PDU Session Modification Required Info – SN terminated


This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.21
PDU Session Modification Confirm Info – SN terminated


This IE contains the PDU session resource related result of an S-NG-RAN node initiated modification of DRBs configured with an SN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.22
PDU Session Modification Required Info – MN terminated


This IE contains PDU session resource information of an S-NG-RAN node initiated modification request of DRBs configured with an MN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.23
PDU Session Modification Confirm Info – MN terminated


This IE contains the PDU session resource related result of an S-NG-RAN node initiated modification of DRBs configured with an MN terminated bearer option.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.24
PDU Session List with data forwarding request info


This IE contains a list of PDU session related data forwarding request information.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.25
PDU Session List with data forwarding info from the target node


This IE contains a list of PDU session related data forwarding information from the target NG-RAN node.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.26
PDU Session List with Cause


This IE contains a list of PDU Sessions, a cause may accompany each list element.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.27
PDU Session List


This IE contains a list of PDU sessions.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.28
DRB List with Cause


This IE contains a list of DRBs, a cause may accompany each list element.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.29
DRB List


This IE contains a list of DRBs.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.3.18
PDU Session ID

This IE identifies a PDU Session for a UE. Definition and use of the PDU Session ID is specified in TS 23.501 [7].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Session ID
	M
	
	INTEGER (0 ..255)
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3
Message and Information Element Abstract Syntax (with ASN.1)


9.3.1
General

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE ADDITION REQUEST

--

-- **************************************************************


SNodeAdditionRequest ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE ADDITION REQUEST ACKNOWLEDGE

--

-- **************************************************************


SNodeAdditionRequestAcknowledge ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE ADDITION REQUEST REJECT

--

-- **************************************************************


SNodeAdditionRequestReject ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RECONFIGURATION COMPLETE

--

-- **************************************************************


SNodeReconfigurationComplete ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION REQUEST

--

-- **************************************************************


SNodeModificationRequest ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION REQUEST ACKNOWLEDGE

--

-- **************************************************************


SNodeModificationRequestAcknowledge ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION REQUEST REJECT

--

-- **************************************************************


SNodeModificationRequestReject ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION REQUIRED

--

-- **************************************************************


SNodeModificationRequired ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION CONFIRM

--

-- **************************************************************


SNodeModificationConfirm ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE MODIFICATION REFUSE

--

-- **************************************************************


SNodeModificationRefuse ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RELEASE REQUEST

--

-- **************************************************************


SNodeReleaseRequest ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RELEASE REQUEST ACKNOWLEDGE

--

-- **************************************************************


SNodeReleaseRequestAcknowledge ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RELEASE REJECT

--

-- **************************************************************


SNodeReleaseReject ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RELEASE REQUIRED

--

-- **************************************************************


SNodeReleaseRequired ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE RELEASE CONFIRM

--

-- **************************************************************


SNodeReleaseConfirm ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE COUNTER CHECK REQUEST

--

-- **************************************************************


SNodeCounterCheckRequest ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE CHANGE REQUIRED

--

-- **************************************************************


SNodeChangeRequired ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

--

-- S-NODE CHANGE CONFIRM

--

-- **************************************************************


SNodeChangeConfirm ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- S-NODE CHANGE REFUSE

--

-- **************************************************************



SNodeChangeRefuse ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- RRC TRANSFER

--

-- **************************************************************


RRCTransfer ::= SEQUENCE {

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
