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///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////

9.2.1.30
PDU Session Resource Setup Complete Info – SN terminated

This IE contains information to complete the establishment of Xn-U bearers for SN terminated bearers.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	DRBs To Be Setup List
	
	1
	
	

	>DRBS to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	

	>>DRB ID
	M
	
	9.2.3.33
	

	>>MN DL CG UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn-U transport. For delivery of DL PDUs.

	>>Secondary MN DL CG UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	M-NG-RAN node endpoint of a DRB’s Xn-U transport. For delivery of DL PDUs, in case of PDCP Duplication.


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 


//////////////////////////////////////////////////////////////          next change        /////////////////////////////////////////////////////////////////////////////

DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item ::= SEQUENCE {


dRB-ID





DRB-ID,

mN-Xn-U-TNLInfoatM


UPTransportLayerInformation,
secondary-MN-Xn-U-TNLInfoatM


UPTransportLayerInformation              OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { {DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item-ExtIEs} } 
OPTIONAL,


...

}

DRBsToBeSetupList-BearerSetupComplete-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

///////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
1
1

