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1. Summary of offline discussion
Common understanding that gNB-CU regards cell to be activated is out-of-service until it receives from gNB-DU that they are in-service.
Then for two topics:
· The status of cells that are in Cells Failed to be Activated Item IE in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message: 
The Cells Failed to be Activated Item IE in the in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message is kept.

To align the stage 3 (38.473) with the stage 2 (38.401) to change the wording “Inactive” to “out-of-service”.
Also the procedure text in the abnormal condition of the F1 Setup procedure and gNB-DU Configuration Update procedure are not needed, those are to be removed.

“If the gNB-DU cannot activate cell(s) indicated by Cells to be Activated List Item IE in the F1 SETUP RESPONSE message, the gNB-DU shall initiate gNB-DU Configuration Update procedure to indicate the cell(s) that are currently active”

“If the gNB-DU cannot activate cell(s) indicated by Cells to be Activated List Item IE in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall initiate the gNB-DU Configuration Update procedure to indicate the cell(s) that are currently active.”
Proposed CR in R3-190960

· The status of the cells that are NOT in the Cells Failed to be Activated Item IE in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message:

To clarify by adding a text in the stage 2 (38.401) Figure 8.5-1 step 5 that when gNB-DU replies the gNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, to say the gNB-CU regards all Active cells are out-of-service until the gNB-DU indicates that they are in-service.
Proposed CR in R3-190959
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