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	 Change Begins


9.1.3
Messages for Global Procedures

9.1.3.1
XN SETUP REQUEST

This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer application data for an Xn-C interface instance.

Direction: NG-RAN node1 ( NG-RAN node2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	YES
	reject

	TAI Support List
	M
	
	9.2.3.20
	List of supported TAs and associated characteristics.
	YES
	reject

	AMF Set Information
	M
	
	9.2.3.83
	List of all the AMF Sets to which the NG-RAN node belongs.
	YES
	reject

	List of Served Cells NR
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	Complete list of cells served by the gNB
	YES
	reject

	>Served Cell Information NR
	M
	
	9.2.2.11
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	List of Served Cells E-UTRA
	
	0 .. <maxnoofCellsinNG-RAN node>
	
	Complete list of cells served by the ng-eNB.
	YES
	reject

	>Served Cell Information E-UTRA
	M
	
	9.2.2.12
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	


	Range bound
	Explanation

	maxnoofCellsinNG-RAN node
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.


	Next change


-- **************************************************************

--

-- XN SETUP REQUEST

--

-- **************************************************************

XnSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ XnSetupRequest-IEs}},


...

}

XnSetupRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-GlobalNG-RAN-node-ID

CRITICALITY reject
TYPE GlobalNG-RANNode-ID


PRESENCE mandatory}|


{ ID id-TAISupport-list



CRITICALITY reject
TYPE TAISupport-List



PRESENCE mandatory}|

{ ID id-AMF-Set-Information


CRITICALITY reject
TYPE AMF-Set-Information


PRESENCE mandatory}|


{ ID id-List-of-served-cells-NR

CRITICALITY reject
TYPE ServedCells-NR




PRESENCE optional }|


{ ID id-List-of-served-cells-E-UTRA
CRITICALITY reject
TYPE ServedCells-E-UTRA



PRESENCE optional },


...

}
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