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1   Introduction
This is a proposal for how to capture agreements in RAN3#103
2   Text Proposal to TR 38.885
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Network aspects
10.1
V2X service authorization 
Following similar principles as in LTE, the V2X service authorization information will be conveyed by 5GC to the NG-RAN node over NG interface and provided by Xn between NG-RAN nodes during mobility events. The V2X service authorization information is PC5 RAT specific. The cross-RAT PC5 control authorization information (implicit or explicit) is also necessary.
10.2
UE SL aggregate maximum bit rate
The assignment of UE SL AMBR follows similar principles as in LTE and will be conveyed by 5GC to the NG-RAN node over the NG interface and provided between NG-RAN nodes by the Xn interface during mobility events. The UE SL AMBR is PC5 RAT specific.
10.3
Impacts on the F1 interface
An impact on the F1 interface includes whether the resource pool for side link communication is configured in the gNB-CU or gNB-DU. 
For NR V2X Mode 1 (dynamic case), gNB-DU is responsible for the scheduling of sidelink resource. gNB-DU transmits the V2X SL configuration information to the gNB-CU, which uses it to generate the RRC message and forwards it to the UE.
10.4
Slicing aspects
NR V2X shall support the use of slicing similarly to NG-RAN, i.e. the same general principles as captured in [7] shall apply.
10.x Resource coordination
Resource pool coordination between NG-RAN nodes (e.g., ng-eNB and gNB) was discussed and is considered beneficial.
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