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1. Overall Description:

SA5 would like to thank SA2 for their Reply LS on Collection of Slice Related Data Analytics from UEs (S5-191290/S2-1813384).

In their Reply LS, SA2 asked SA5: 

“Question 1: SA2 would like to ask SA5 if their QoE measurement collections mechanism is generic in the sense that it will work for UE applications that do not support DASH or MTSI.”
Answer:

The Quality of Experience (QoE) measurement collection is designed so that other measurements from the applications in the UE should be easily added.

(Question 2 is directed to SA4.)
“Question 3: SA2 would like to ask SA5 if they have standardized, or plan on standardizing, mechanisms for collecting performance information (e.g. QoE measurements) from UE applications such that the information can be provided to the NWDAF by the O&M and the NWDAF can associate the information with a slice and PDU session so that the NWDAF can evaluate how the UE applications are performing within the slice and PDU session.”
Answer:

Collecting performance information from the applications in the UE have so far not included to be done for assurance purpose, but it is not excluded. Use cases and performance requirements e.g. for amount of data to be sent on the air interface would have to be considered.
Furthermore SA2 is informing SA5 that “within the FS_eNA study, SA2 is studying use cases where the NWDAF makes use of analytic information that is collected from the UE. SA2 would like to refer SA5 to section 5.1.13 and 5.2.13 of TR 23.791 where Use Case 13 describes the collection of intra-slice and/or cross-slice information from UEs. With respect to the collection of intra-slice analytic information from UEs, it has been discussed that it might be useful if analytic data information collected from the UE could indicate how applications on the UE are performing within specific slices and PDU sessions. Note that SA2 has not concluded what analytic data information should be collected from the UE applications or whether any information should be collected from UE applications at all.”
Answer: SA5 agrees that it is useful to collect analytic data information from the UE. But if the data is to be sent over the RRC protocol, RAN2 needs to be consulted regarding the possibility of how much information can be sent on that interface.

2. Actions:

To SA2 group.

ACTION: 
Please take the above information into account.
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