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	Other comments:
	


9.2.2.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name

9.3.3.22
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	reject

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	
	
	
	
	
	
	

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


	Condition
	Explanation

	ifPDUsessionResourceSetup
	This IE shall be present if the PDU Session Resource Setup List IE is present.
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9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformation,


CPTransportLayerInformation,
------------------------------------------
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-- **************************************************************

--

-- Initial Context Setup Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- INITIAL CONTEXT SETUP REQUEST

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-OldAMF








CRITICALITY reject
TYPE AMFName










PRESENCE optional

}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY reject
TYPE UEAggregateMaximumBitRate





PRESENCE conditional
}|


{ ID id-CoreNetworkAssistanceInformation

CRITICALITY ignore
TYPE CoreNetworkAssistanceInformation



PRESENCE optional

}|


{ ID id-GUAMI








CRITICALITY reject
TYPE GUAMI











PRESENCE mandatory
}|


{ ID id-NAS-PDU








CRITICALITY reject
TYPE NAS-PDU










PRESENCE optional

}|


{ ID id-PDUSessionResourceSetupListCxtReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListCxtReq


PRESENCE optional

}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI









PRESENCE mandatory
}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities






PRESENCE mandatory
}|


{ ID id-SecurityKey







CRITICALITY reject
TYPE SecurityKey









PRESENCE mandatory
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation








PRESENCE optional

}|


{ ID id-MobilityRestrictionList




CRITICALITY ignore
TYPE MobilityRestrictionList






PRESENCE optional

}|


{ ID id-UERadioCapability





CRITICALITY ignore
TYPE UERadioCapability








PRESENCE optional

}|


{ ID id-IndexToRFSP







CRITICALITY ignore
TYPE IndexToRFSP









PRESENCE optional

}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV









PRESENCE optional

}|



{ ID id-EmergencyFallbackIndicator



CRITICALITY reject
TYPE EmergencyFallbackIndicator





PRESENCE optional

}|


{ ID id-RRCInactiveTransitionReportRequest

CRITICALITY ignore
TYPE RRCInactiveTransitionReportRequest


PRESENCE optional

}|


{ ID id-UERadioCapabilityForPaging



CRITICALITY ignore
TYPE UERadioCapabilityForPaging





PRESENCE optional

},


...

}

------------------------------------------
The End!
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