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8.3.4
UE Context Modification

8.3.4.1
General

The purpose of the UE Context Modification procedure is to partly modify the established UE context. The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE context modification: successful operation

/********Skip to next change**********/
If the New AMF UE NGAP ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall use the received value for future signalling with the AMF.
If the New GUAMI IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall replace the previously stored GUAMI.
	Next Change


9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	Security Key
	O
	
	9.3.1.87
	
	YES
	reject

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	9.3.1.58
	
	YES
	ignore

	UE Security Capabilities
	O
	
	9.3.1.86
	
	YES
	reject

	Core Network Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	New AMF UE NGAP ID
	O
	
	AMF UE NGAP ID

9.3.3.1
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	Ignore

	New GUAMI
	O
	
	9.3.3.3
	
	YES
	ignore


	Next change


9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

/********Skip to next change**********/

id-NewGUAMI,
/********Skip to next change**********/
-- **************************************************************

--

-- UE Context Modification Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs NGAP-PROTOCOL-IES ::= {



{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-RANPagingPriority





CRITICALITY ignore
TYPE RANPagingPriority







PRESENCE optional

}|


{ ID id-SecurityKey







CRITICALITY reject
TYPE SecurityKey








PRESENCE optional

}|


{ ID id-IndexToRFSP







CRITICALITY ignore
TYPE IndexToRFSP








PRESENCE optional

}|


{ ID id-UEAggregateMaximumBitRate



CRITICALITY ignore
TYPE UEAggregateMaximumBitRate




PRESENCE optional

}|


{ ID id-UESecurityCapabilities




CRITICALITY reject
TYPE UESecurityCapabilities





PRESENCE optional

}|


{ ID id-CoreNetworkAssistanceInformation

CRITICALITY ignore
TYPE CoreNetworkAssistanceInformation


PRESENCE optional

}|


{ ID id-EmergencyFallbackIndicator



CRITICALITY reject
TYPE EmergencyFallbackIndicator




PRESENCE optional

}|


{ ID id-NewAMF-UE-NGAP-ID





CRITICALITY ignore
TYPE AMF-UE-NGAP-ID








PRESENCE optional

}|


{ ID id-RRCInactiveTransitionReportRequest

CRITICALITY ignore
TYPE RRCInactiveTransitionReportRequest

PRESENCE optional

}|

{ ID id-NewGUAMI







CRITICALITY ignore
TYPE GUAMI








PRESENCE optional

},


...

}

	Next change


9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

/********Skip to next change**********/
id-NewGUAMI











ProtocolIE-ID ::= xxy
	End of change
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