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8.7.1
NG Setup

8.7.1.1
General

The purpose of the NG Setup procedure is to exchange application level data needed for the NG-RAN node and the AMF to correctly interoperate on the NG-C interface. This procedure shall be the first NGAP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received and clears AMF overload state information at the NG-RAN node If the NG-RAN node and AMF do not agree on retaining the UE contexts this procedure also re-initialises the NGAP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do.
8.7.1.2
Successful Operation
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Figure 8.7.1.2-1: NG setup: successful operation

The NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the appropriate data to the AMF. The AMF responds with an NG SETUP RESPONSE message including the appropriate data.
If the UE Retention Information IE set to “ues-retained“ is included in the NG SETUP REQUEST message, then the AMF may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the NG SETUP RESPONSE message.
8.7.1.3
Unsuccessful Operation
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Figure 8.7.1.3-1: NG setup: unsuccessful operation

If the AMF cannot accept the setup, it should respond with an NG SETUP FAILURE message and appropriate cause value.

If the NG SETUP FAILURE message includes the Time to Wait IE, the NG-RAN node shall wait at least for the indicated time before reinitiating the NG Setup procedure towards the same AMF.

8.7.1.4
Abnormal Conditions

If the NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the PLMN Identity IEs and none of the PLMNs provided by the NG-RAN node is identified by the AMF, then the AMF shall reject the NG Setup procedure with an appropriate cause value.
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9.2.6.1
NG SETUP REQUEST

This message is sent by the NG-RAN node to transfer application layer information for an NG-C interface instance.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString

(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List

9.3.1.17
	Supported S-NSSAIs per TA.
	-
	

	Default Paging DRX
	M
	
	Paging DRX

9.3.1.90
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.


9.2.6.2
NG SETUP RESPONSE

This message is sent by the AMF to transfer application layer information for an NG-C interface instance.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	M
	
	9.3.3.21 
	
	YES
	reject

	Served GUAMI List
	
	1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name

9.3.3.21
	
	-
	

	Relative AMF Capacity
	M
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.
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9.3.1.x
UE Retention Information
This IE allows the NG-RAN node and the AMF to indicate whether prior UE related contexts and related UE-associated logical NG-connections and RRC connections are intended to be retained.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Retention Information
	M
	
	ENUMERATED (ues-retained, ...)
	


9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,
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TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,

UERetentionInformation,

UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaCoordinates,

WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType

FROM NGAP-IEs
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id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,

id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,

id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,

id-UERetentionInformation,

id-UESecurityCapabilities,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaCoordinates,

id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType

FROM NGAP-Constants;
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-- **************************************************************

--

-- NG SETUP REQUEST

--

-- **************************************************************

NGSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {NGSetupRequestIEs} },


...

}

NGSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-GlobalRANNodeID


CRITICALITY reject
TYPE GlobalRANNodeID
PRESENCE mandatory
}|


{ ID id-RANNodeName



CRITICALITY ignore
TYPE RANNodeName

PRESENCE optional

}|


{ ID id-SupportedTAList


CRITICALITY reject
TYPE SupportedTAList
PRESENCE mandatory
}|


{ ID id-DefaultPagingDRX

CRITICALITY ignore
TYPE PagingDRX


PRESENCE mandatory
}|

{ ID id-UERetentionInformation
CRITICALITY ignore
TYPE UERetentionInformation


PRESENCE optional
},

...

}

-- **************************************************************

--

-- NG SETUP RESPONSE

--

-- **************************************************************

NGSetupResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {NGSetupResponseIEs} },


...

}

NGSetupResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMFName





CRITICALITY reject
TYPE AMFName




PRESENCE mandatory
}|


{ ID id-ServedGUAMIList



CRITICALITY reject
TYPE ServedGUAMIList


PRESENCE mandatory
}|


{ ID id-RelativeAMFCapacity


CRITICALITY ignore
TYPE RelativeAMFCapacity

PRESENCE mandatory
}|


{ ID id-PLMNSupportList



CRITICALITY reject
TYPE PLMNSupportList


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
}|

{ ID id-UERetentionInformation
CRITICALITY ignore
TYPE UERetentionInformation


PRESENCE optional
},

...

}
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9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-AdditionalUL-NGU-UP-TNLInformation,


id-Cause,


id-DataForwardingNotPossible,


id-DL-NGU-UP-TNLInformation,


id-NetworkInstance,


id-PDUSessionAggregateMaximumBitRate,


id-PDUSessionResourceFailedToSetupListCxtFail,

id-PDUSessionType,


id-QosFlowAddOrModifyRequestList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList,


id-SecurityIndication,
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-- U

UEAggregateMaximumBitRate ::= SEQUENCE {


uEAggregateMaximumBitRateDL

BitRate,


uEAggregateMaximumBitRateUL

BitRate,


iE-Extensions

ProtocolExtensionContainer { {UEAggregateMaximumBitRate-ExtIEs} } OPTIONAL,


...

}

UEAggregateMaximumBitRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UE-associatedLogicalNG-connectionList ::= SEQUENCE (SIZE(1..maxnoofNGConnectionsToReset)) OF UE-associatedLogicalNG-connectionItem
UE-associatedLogicalNG-connectionItem ::= SEQUENCE {


aMF-UE-NGAP-ID

AMF-UE-NGAP-ID

















OPTIONAL,


rAN-UE-NGAP-ID

RAN-UE-NGAP-ID

















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UE-associatedLogicalNG-connectionItem-ExtIEs} }
OPTIONAL,


...

}

UE-associatedLogicalNG-connectionItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...}

UEContextRequest ::= ENUMERATED {requested, ...}

UEHistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCellsinUEHistoryInfo)) OF LastVisitedCellItem

UEIdentityIndexValue ::= CHOICE {


indexLength10


BIT STRING (SIZE(10)),


choice-Extensions

ProtocolIE-SingleContainer { {UEIdentityIndexValue-ExtIEs} }

}

UEIdentityIndexValue-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

UE-NGAP-IDs ::= CHOICE {


uE-NGAP-ID-pair

UE-NGAP-ID-pair,


aMF-UE-NGAP-ID

AMF-UE-NGAP-ID,


choice-Extensions

ProtocolIE-SingleContainer { {UE-NGAP-IDs-ExtIEs} }

}

UE-NGAP-IDs-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

UE-NGAP-ID-pair ::= SEQUENCE{


aMF-UE-NGAP-ID

AMF-UE-NGAP-ID,


rAN-UE-NGAP-ID

RAN-UE-NGAP-ID,


iE-Extensions

ProtocolExtensionContainer { {UE-NGAP-ID-pair-ExtIEs} } OPTIONAL,


...

}

UE-NGAP-ID-pair-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UEPagingIdentity ::= CHOICE {


fiveG-S-TMSI

FiveG-S-TMSI,


choice-Extensions

ProtocolIE-SingleContainer { {UEPagingIdentity-ExtIEs} }


}

UEPagingIdentity-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

UEPresence ::= ENUMERATED {in, out, unknown, ...}

UEPresenceInAreaOfInterestList ::= SEQUENCE (SIZE(1..maxnoofAoI)) OF UEPresenceInAreaOfInterestItem

UEPresenceInAreaOfInterestItem ::= SEQUENCE {


locationReportingReferenceID

LocationReportingReferenceID,


uEPresence






UEPresence,


iE-Extensions

ProtocolExtensionContainer { {UEPresenceInAreaOfInterestItem-ExtIEs} }
OPTIONAL,


...

}

UEPresenceInAreaOfInterestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UERadioCapability ::= OCTET STRING

UERadioCapabilityForPaging ::= SEQUENCE {


uERadioCapabilityForPagingOfNR

UERadioCapabilityForPagingOfNR


OPTIONAL,


uERadioCapabilityForPagingOfEUTRA

UERadioCapabilityForPagingOfEUTRA

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UERadioCapabilityForPaging-ExtIEs} }
OPTIONAL,

...

}

UERadioCapabilityForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UERadioCapabilityForPagingOfNR ::= OCTET STRING

UERadioCapabilityForPagingOfEUTRA ::= OCTET STRING
UERetentionInformation ::= ENUMERATED {


ues-retained,


...

}

UESecurityCapabilities ::= SEQUENCE {


nRencryptionAlgorithms




NRencryptionAlgorithms,


nRintegrityProtectionAlgorithms


NRintegrityProtectionAlgorithms,


eUTRAencryptionAlgorithms



EUTRAencryptionAlgorithms,


eUTRAintegrityProtectionAlgorithms

EUTRAintegrityProtectionAlgorithms,


iE-Extensions

ProtocolExtensionContainer { {UESecurityCapabilities-ExtIEs} }
OPTIONAL,

...

}

UESecurityCapabilities-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UL-NGU-UP-TNLModifyList ::= SEQUENCE (SIZE(0..maxnoofMultiConnectivities)) OF UL-NGU-UP-TNLModifyItem

UL-NGU-UP-TNLModifyItem ::= SEQUENCE {


uL-NGU-UP-TNLInformation

UPTransportLayerInformation,


dL-NGU-UP-TNLInformation

UPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { {UL-NGU-UP-TNLModifyItem-ExtIEs} } OPTIONAL,


...

}

UL-NGU-UP-TNLModifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UnavailableGUAMIList ::= SEQUENCE (SIZE(1..maxnoofServedGUAMIs)) OF UnavailableGUAMIItem

UnavailableGUAMIItem ::= SEQUENCE {


gUAMI







GUAMI,


timerApproachForGUAMIRemoval

TimerApproachForGUAMIRemoval




OPTIONAL,


backupAMFName





AMFName










OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UnavailableGUAMIItem-ExtIEs} }
OPTIONAL,


...

}

UnavailableGUAMIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UP-TNLInformation ::= CHOICE {


singleTNLInformation

SingleTNLInformation,


multipleTNLInformation

MultipleTNLInformation,


choice-Extensions

ProtocolIE-SingleContainer { {UP-TNLInformation-ExtIEs} }

}

UP-TNLInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

UPTransportLayerInformation ::= CHOICE {


gTPTunnel



GTPTunnel,


choice-Extensions

ProtocolIE-SingleContainer { {UPTransportLayerInformation-ExtIEs} }

}

UPTransportLayerInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

UserLocationInformation ::= CHOICE {


userLocationInformationEUTRA
UserLocationInformationEUTRA,


userLocationInformationNR

UserLocationInformationNR,


userLocationInformationN3IWF
UserLocationInformationN3IWF,


choice-Extensions

ProtocolIE-SingleContainer { {UserLocationInformation-ExtIEs} }

}

UserLocationInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

UserLocationInformationEUTRA ::= SEQUENCE {


eUTRA-CGI


EUTRA-CGI,


tAI




TAI,


timeStamp


TimeStamp















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UserLocationInformationEUTRA-ExtIEs} }
OPTIONAL,


...

}

UserLocationInformationEUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UserLocationInformationN3IWF ::= SEQUENCE {


iPAddress


TransportLayerAddress,


portNumber


PortNumber,


iE-Extensions

ProtocolExtensionContainer { {UserLocationInformationN3IWF-ExtIEs} }
OPTIONAL,


...

}

UserLocationInformationN3IWF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UserLocationInformationNR ::= SEQUENCE {


nR-CGI



NR-CGI,


tAI




TAI,


timeStamp


TimeStamp














OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {UserLocationInformationNR-ExtIEs} }
OPTIONAL,


...

}

UserLocationInformationNR-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

UserPlaneSecurityInformation ::= SEQUENCE {


securityResult


SecurityResult,


securityIndication

SecurityIndication,


iE-Extensions

ProtocolExtensionContainer { {UserPlaneSecurityInformation-ExtIEs} }
OPTIONAL,


...

}

UserPlaneSecurityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
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9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

------------------------------------------
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id-QosFlowToReleaseList








ProtocolIE-ID ::= 137


id-SecurityIndication








ProtocolIE-ID ::= 138


id-UL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 139


id-UL-NGU-UP-TNLModifyList







ProtocolIE-ID ::= 140

id-WarningAreaCoordinates







ProtocolIE-ID ::= 141

id-UERetentionInformation







ProtocolIE-ID ::= 147
END
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