
3GPP TSG-RAN WG3#103bis
R3-191341
Xian, China, 08 April - 12 April 2019
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.413
	CR
	0077
	rev
	
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Correction of PDU Session Release

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-04-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

     Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	It has been agreed in RAN3 that PDU session release is always successful. This is the reason why the PDU Session Failed to Release IE and the associated unsuccessful container from tabular and asn.1 had been removed. Obviously RAN3 forgot to update the sentence in abnormal condition section 8.2.2.4.

	
	

	Summary of change:
	It is clarified that a PDU Session Release is always considered successful even when context is not recognized.
Impact assessment towards the previous version of the specification (same release):

This CR has an isolated impact towards the previous version of the specification (same release).

This CR only has an impact on the PDU Session Release function.
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	Inconsistent procedural text compared to tabular and asn.1.
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8.2.2.4
Abnormal Conditions

If the NG-RAN node receives a PDU SESSION RESOURCE RELEASE COMMAND message containing multiple PDU Session ID IEs (in the PDU Session Resource to Release List IE) set to the same value, the NG-RAN node shall initiate the release of one corresponding PDU session and ignore the duplication of the instances of the selected corresponding PDU sessions.
If the NG-RAN node receives a PDU SESSION RESOURCE RELEASE COMMAND message containing PDU Session ID IE(s) (in the PDU Session Resource to Release List IE) that the NG-RAN node does not recognize, the NG-RAN node shall report the corresponding PDU session(s) as successfully released in the PDU SESSION RESOURCE RELEASE RESPONSE message.

