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[bookmark: _Toc534900523][bookmark: _Toc534720353][bookmark: _Toc525567218]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
CGI	Cell Global Identifier
CP	Control Plane
DL	Downlink
EN-DC	E-UTRA-NR Dual Connectivity
E-RAB	E-UTRAN Radio Access Bearer
GUAMI	Globally Unique AMF Identifier
IMEISV	International Mobile station Equipment Identity and Software Version number
MCG	Master Cell Group
M-NG-RAN node	Master NG-RAN node
NGAP	NG Application Protocol
NSSAI	Network Slice Selection Assistance Information
RANAC	RAN Area Code
SCG	Secondary Cell Group
SCTP	Stream Control Transmission Protocol
S-NG-RAN node	Secondary NG-RAN node
S-NSSAI	Single Network Slice Selection Assistance Information
SUL	Supplementary Uplink
TAC	Tracking Area Code
TAI	Tracking Area Identity
UL	Uplink
UPF	User Plane Function
RIM                           Remote Interference Management

>>>>>   NEXT CHANGE   <<<<<<

8.8	Configuration Transfer Procedures
[bookmark: _Toc534720354]8.8.1	Uplink RAN Configuration Transfer
[bookmark: _Toc534720355]8.8.1.1	General
The purpose of the Uplink RAN Configuration Transfer procedure is to transfer RAN configuration information from the NG-RAN node to the AMF. The AMF does not interpret the transferred RAN configuration information. This procedure uses non-UE associated signalling.
[bookmark: _Toc534720356]8.8.1.2	Successful Operation


Figure 8.8.1.2-1: Uplink RAN configuration transfer
The NG-RAN node initiates the procedure by sending the UPLINK RAN CONFIGURATION TRANSFER message to the AMF.
If the AMF receives the SON Configuration Transfer IE, it shall transparently transfer the SON Configuration Transfer IE towards the NG-RAN node indicated in the Target RAN Node ID IE which is included in the SON Configuration Transfer IE.
If the AMF receives the EN-DC SON Configuration Transfer IE, it shall transparently transfer the EN-DC SON Configuration Transfer IE towards an MME serving the eNB indicated in the Target eNB-ID IE which is included in the EN-DC SON Configuration Transfer IE.
If the AMF receives the RIM Configuration Transfer IE, it shall transparently transfer the RIM Configuration Transfer IE towards the NG-RAN node indicated in the Target RAN Node ID IE which is included in the RIM Configuration Transfer IE.

[bookmark: _Toc534720357]8.8.1.3	Abnormal Conditions
Void.
>>>>>   NEXT CHANGE   <<<<<<

[bookmark: _Toc534720503]9.2.7	Configuration Transfer Messages
[bookmark: _Toc534720504]9.2.7.1	UPLINK RAN CONFIGURATION TRANSFER
This message is sent by the NG-RAN node in order to transfer RAN configuration information.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.3.3.6
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the EN-DC SON Configuration Transfer IE as defined in TS 36.413 [16].
	YES
	ignore

	RIM Configuration Transfer 
	O
	
	9.3.3.X
	
	YES
	ignore



[bookmark: _Toc534720505]9.2.7.2	DOWNLINK RAN CONFIGURATION TRANSFER
This message is sent by the AMF in order to transfer RAN configuration information.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.3.3.6
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the EN-DC SON Configuration Transfer IE as defined in TS 36.413 [16].
	YES
	ignore

	RIM Configuration Transfer 
	O
	
	9.3.3.X
	
	YES
	ignore




>>>>>   NEXT CHANGE   <<<<<<
9.3.3.X	RIM Configuration Transfer
This IE contains the configuration information, used by e.g., RIM functionality, from the aggressor RAN node towards the victim RAN node. This IE contains RIM-RS detected and RIM-RS disappear information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Target RAN Node ID
	M
	
	
	

	>Global RAN Node ID
	M
	
	9.3.1.5
	

	>Selected TAI
	M
	
	TAI
9.3.3.11
	

	Source RAN Node ID
	M
	
	
	

	>Global RAN Node ID
	M
	
	9.3.1.5
	

	>Selected TAI
	M
	
	TAI
9.3.3.11
	

	RIM-RS detected List
	
	0..1
	
	

	>RIM-RS detected item
	
	1..<maxnoofVictimSet>
	
	

	>>SET ID
	M
	
	BIT STRING (SIZE(22))
	

	RIM-RS disappear List
	
	0..1
	
	

	>RIM-RS disappear ltem
	
	1..<maxnoofVictimSet>
	
	

	>>SET ID
	M
	
	BIT STRING (SIZE(22))
	



	Range bound
	Explanation

	maxnoofVictimSet
	Maximum SETs allowed to be informed with a single message. Value is 8.



 >>>>>   NEXT CHANGE   <<<<<<
	

[bookmark: _Toc534720713]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	AllowedNSSAI,
	AMFName,
	AMFSetID,
	AMF-TNLAssociationSetupList,
	AMF-TNLAssociationToAddList,
	AMF-TNLAssociationToRemoveList,
	AMF-TNLAssociationToUpdateList,
	AMF-UE-NGAP-ID,
	AssistanceDataForPaging,
	BroadcastCancelledAreaList,
	BroadcastCompletedAreaList,
	CancelAllWarningMessages,
	Cause,
	CellIDListForRestart,
	ConcurrentWarningMessageInd,
	CoreNetworkAssistanceInformation,
	CPTransportLayerInformation,
	CriticalityDiagnostics,
	DataCodingScheme,
	DirectForwardingPathAvailability,
	EmergencyAreaIDListForRestart,
	EmergencyFallbackIndicator,
	EN-DCSONConfigurationTransfer,
    RIMConfigurationTransfer,
	EUTRA-CGI,
	FiveG-S-TMSI,
	GlobalRANNodeID,
	GUAMI,
	HandoverType,
	IMSVoiceSupportIndicator,
	IndexToRFSP,
	InfoOnRecommendedCellsAndRANNodesForPaging,
	LocationReportingRequestType,
	MaskedIMEISV,
	MessageIdentifier,
	MobilityRestrictionList,
	NAS-PDU,
	NASSecurityParametersFromNGRAN,
	NewSecurityContextInd,
	NGRAN-CGI,
	NGRANTraceID,
	NR-CGI,
	NRPPa-PDU,
	NumberOfBroadcastsRequested,
	OverloadResponse,
	OverloadStartNSSAIList,
	PagingDRX,
	PagingOrigin,
	PagingPriority,
	PDUSessionAggregateMaximumBitRate,
	PDUSessionResourceAdmittedList,
	PDUSessionResourceFailedToModifyListModCfm,
	PDUSessionResourceFailedToModifyListModRes,
	PDUSessionResourceFailedToSetupListCxtFail,
	PDUSessionResourceFailedToSetupListCxtRes,
	PDUSessionResourceFailedToSetupListHOAck,
	PDUSessionResourceFailedToSetupListPSReq,
	PDUSessionResourceFailedToSetupListSURes,
	PDUSessionResourceHandoverList,
	PDUSessionResourceListCxtRelCpl,
	PDUSessionResourceListCxtRelReq,
	PDUSessionResourceListHORqd,
	PDUSessionResourceModifyListModCfm,
	PDUSessionResourceModifyListModInd,
	PDUSessionResourceModifyListModReq,
	PDUSessionResourceModifyListModRes,
	PDUSessionResourceNotifyList,
	PDUSessionResourceReleasedListNot,
	PDUSessionResourceReleasedListPSAck,
	PDUSessionResourceReleasedListPSFail,
	PDUSessionResourceReleasedListRelRes,
	PDUSessionResourceSetupListCxtReq,
	PDUSessionResourceSetupListCxtRes,
	PDUSessionResourceSetupListHOReq,
	PDUSessionResourceSetupListSUReq,
	PDUSessionResourceSetupListSURes,
	PDUSessionResourceSwitchedList,
	PDUSessionResourceToBeSwitchedDLList,
	PDUSessionResourceToReleaseListHOCmd,
	PDUSessionResourceToReleaseListRelCmd,
	PLMNSupportList,
	PWSFailedCellIDList,
	RANNodeName,
	RANPagingPriority,
	RANStatusTransfer-TransparentContainer,
	RAN-UE-NGAP-ID,
	RelativeAMFCapacity,
	RepetitionPeriod,
	ResetType,
	RoutingID,
	RRCEstablishmentCause,
	RRCInactiveTransitionReportRequest,
	RRCState,
	SecurityContext,
	SecurityKey,
	SerialNumber,
	ServedGUAMIList,
	SliceSupportList,
	S-NSSAI,
	SONConfigurationTransfer,
	SourceToTarget-TransparentContainer,
	SupportedTAList,
	TAIListForPaging,
	TAIListForRestart,
	TargetID,
	TargetToSource-TransparentContainer,
	TimeToWait,
	TNLAssociationList,
	TraceActivation,
	TrafficLoadReductionIndication,
	TransportLayerAddress,
	UEAggregateMaximumBitRate,
	UE-associatedLogicalNG-connectionList,
	UEContextRequest,
	UE-NGAP-IDs,
	UEPagingIdentity,
	UEPresenceInAreaOfInterestList,
	UERadioCapability,
	UERadioCapabilityForPaging,
	UESecurityCapabilities,
	UnavailableGUAMIList,
	UserLocationInformation,
	WarningAreaCoordinates,
	WarningAreaList,
	WarningMessageContents,
	WarningSecurityInfo,
	WarningType
FROM NGAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	NGAP-PRIVATE-IES,
	NGAP-PROTOCOL-EXTENSION,
	NGAP-PROTOCOL-IES,
	NGAP-PROTOCOL-IES-PAIR
FROM NGAP-Containers

[bookmark: _Hlk512956689]	id-AllowedNSSAI,
	id-AMFName,
	id-AMFOverloadResponse,
	id-AMFSetID,
	id-AMF-TNLAssociationFailedToSetupList,
	id-AMF-TNLAssociationSetupList,
	id-AMF-TNLAssociationToAddList,
	id-AMF-TNLAssociationToRemoveList,
	id-AMF-TNLAssociationToUpdateList,
	id-AMFTrafficLoadReductionIndication,
	id-AMF-UE-NGAP-ID,
	id-AssistanceDataForPaging,
	id-BroadcastCancelledAreaList,
	id-BroadcastCompletedAreaList,
	id-CancelAllWarningMessages,
	id-Cause,
	id-CellIDListForRestart,
	id-ConcurrentWarningMessageInd,
	id-CoreNetworkAssistanceInformation,
	id-CriticalityDiagnostics,
	id-DataCodingScheme,
	id-DefaultPagingDRX,
	id-DirectForwardingPathAvailability,
	id-EmergencyAreaIDListForRestart,
	id-EmergencyFallbackIndicator,
	id-ENDC-SONConfigurationTransferDL,
	id-ENDC-SONConfigurationTransferUL,
id-RIM-ConfiguraionTransferDL,
id-RIM-ConfiguraionTransferUL,
	id-EUTRA-CGI,
	id-FiveG-S-TMSI,
	id-GlobalRANNodeID,
	id-GUAMI,
	id-HandoverType,
	id-IMSVoiceSupportIndicator,
	id-IndexToRFSP,
	id-InfoOnRecommendedCellsAndRANNodesForPaging,
	id-LocationReportingRequestType,
	id-MaskedIMEISV,
	id-MessageIdentifier,
	id-MobilityRestrictionList,
	id-NAS-PDU,
	id-NASC,
	id-NASSecurityParametersFromNGRAN,
	id-NewAMF-UE-NGAP-ID,
	id-NewSecurityContextInd,
	id-NGAP-Message,
	id-NGRAN-CGI,
	id-NGRANTraceID,
	id-NR-CGI,
	id-NRPPa-PDU,
	id-NumberOfBroadcastsRequested,
	id-OldAMF,
	id-OverloadStartNSSAIList,
	id-PagingDRX,
	id-PagingOrigin,
	id-PagingPriority,
	id-PDUSessionResourceAdmittedList,
	id-PDUSessionResourceFailedToModifyListModCfm,
	id-PDUSessionResourceFailedToModifyListModRes,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceFailedToSetupListCxtRes,
	id-PDUSessionResourceFailedToSetupListHOAck,
	id-PDUSessionResourceFailedToSetupListPSReq,
	id-PDUSessionResourceFailedToSetupListSURes,
	id-PDUSessionResourceHandoverList,
	id-PDUSessionResourceListCxtRelCpl,
	id-PDUSessionResourceListCxtRelReq,
	id-PDUSessionResourceListHORqd,
	id-PDUSessionResourceModifyListModCfm,
	id-PDUSessionResourceModifyListModInd,
	id-PDUSessionResourceModifyListModReq,
	id-PDUSessionResourceModifyListModRes,
	id-PDUSessionResourceNotifyList,
	id-PDUSessionResourceReleasedListNot,
	id-PDUSessionResourceReleasedListPSAck,
	id-PDUSessionResourceReleasedListPSFail,
	id-PDUSessionResourceReleasedListRelRes,
	id-PDUSessionResourceSetupListCxtReq,
	id-PDUSessionResourceSetupListCxtRes,
	id-PDUSessionResourceSetupListHOReq,
	id-PDUSessionResourceSetupListSUReq,
	id-PDUSessionResourceSetupListSURes,
	id-PDUSessionResourceSwitchedList,
	id-PDUSessionResourceToBeSwitchedDLList,
	id-PDUSessionResourceToReleaseListHOCmd,
	id-PDUSessionResourceToReleaseListRelCmd,
	id-PLMNSupportList,
	id-PWSFailedCellIDList,
	id-RANNodeName,
	id-RANPagingPriority,
	id-RANStatusTransfer-TransparentContainer,
	id-RAN-UE-NGAP-ID, 
	id-RelativeAMFCapacity,
	id-RepetitionPeriod,
	id-ResetType,
	id-RoutingID,
	id-RRCEstablishmentCause,
	id-RRCInactiveTransitionReportRequest,
	id-RRCState,
	id-SecurityContext,
	id-SecurityKey,
	id-SerialNumber,
	id-ServedGUAMIList,
	id-SliceSupportList,
	id-SONConfigurationTransferDL,
	id-SONConfigurationTransferUL,
	id-SourceAMF-UE-NGAP-ID,
	id-SourceToTarget-TransparentContainer,
	id-SupportedTAList,
	id-TAIListForPaging,
	id-TAIListForRestart,
	id-TargetID,
	id-TargetToSource-TransparentContainer,
	id-TimeToWait,
	id-TraceActivation,
	id-TraceCollectionEntityIPAddress,
	id-UEAggregateMaximumBitRate,
	id-UE-associatedLogicalNG-connectionList,
	id-UEContextRequest,
	id-UE-NGAP-IDs,
	id-UEPagingIdentity,
	id-UEPresenceInAreaOfInterestList,
	id-UERadioCapability,
	id-UERadioCapabilityForPaging,
	id-UESecurityCapabilities,
	id-UnavailableGUAMIList,
	id-UserLocationInformation,
	id-WarningAreaCoordinates,
	id-WarningAreaList,
	id-WarningMessageContents,
	id-WarningSecurityInfo,
	id-WarningType
FROM NGAP-Constants;



>>>>>   NEXT CHANGE   <<<<<<

9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

[bookmark: _Hlk512952190]	id-AdditionalUL-NGU-UP-TNLInformation,
	id-Cause,
	id-DataForwardingNotPossible,
	id-DL-NGU-UP-TNLInformation,
	id-NetworkInstance,
	id-PDUSessionAggregateMaximumBitRate,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionType,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-SecurityIndication,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	maxnoofAllowedAreas,
	maxnoofAllowedS-NSSAIs,
	maxnoofBPLMNs,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofForbTACs,
	maxnoofMultiConnectivities,
	maxnoofNGConnectionsToReset,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofQosFlows,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofTACs,
	maxnoofTAIforInactive,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTNLAssociations,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs,
    maxnoofVictimSet
FROM NGAP-Constants




-- **************************************************************
--
-- CONFIGURATION TRANSFER ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- UPLINK RAN CONFIGURATION TRANSFER
--
-- **************************************************************

UplinkRANConfigurationTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UplinkRANConfigurationTransferIEs} },
	...
}

UplinkRANConfigurationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SONConfigurationTransferUL		CRITICALITY ignore	TYPE SONConfigurationTransfer			PRESENCE optional	}|
	{ ID id-ENDC-SONConfigurationTransferUL	CRITICALITY ignore	TYPE EN-DCSONConfigurationTransfer	PRESENCE optional	}|
{  ID id-RIM-ConfiguraionTransferUL	    CRITICALITY ignore	TYPE RIMConfigurationTransfer   	   PRESENCE optional	},
	...
}

-- **************************************************************
--
-- DOWNLINK RAN CONFIGURATION TRANSFER
--
-- **************************************************************

DownlinkRANConfigurationTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkRANConfigurationTransferIEs} },
	...
}

DownlinkRANConfigurationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SONConfigurationTransferDL		CRITICALITY ignore	TYPE SONConfigurationTransfer			PRESENCE optional	}|
	{ ID id-ENDC-SONConfigurationTransferDL	CRITICALITY ignore	TYPE EN-DCSONConfigurationTransfer	PRESENCE optional	}|
{ ID id-RIM-ConfiguraionTransferDL	    CRITICALITY ignore	TYPE RIMConfigurationTransfer      	PRESENCE optional	},
	...
}


>>>>>   NEXT CHANGE   <<<<<<



RRCInactiveTransitionReportRequest ::= ENUMERATED {
	subsequent-state-transition-report,
	single-rrc-connected-state-report,
	cancel-report,
	...
}

RRCState ::= ENUMERATED {
	inactive,
	connected,
	...
}

RIMConfigurationTransfer ::= SEQUENCE {
targetRANNodeID	            TargetRANNodeID,
sourceRANNodeID				SourceRANNodeID,
  rIMRSdetected                 RIMRSDetected,
  rIMRSdisappear                RIMRSDisappear,
iE-Extensions			ProtocolExtensionContainer { {RIMConfigurationTransfer-ExtIEs} }			OPTIONAL,
...
}

RIMConfigurationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RIMRSDetected ::= SEQUENCE (SIZE(1..maxnoofVictimSet)) OF RIMRSDetectedItem

RIMRSDetectedItem ::= SEQUENCE {
	setID					SETID,
	iE-Extensions		ProtocolExtensionContainer { {RIMRSDetectedItem-ExtIEs} } OPTIONAL,
	...
}

RIMRSDetectedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RIMRSDisappear ::= SEQUENCE (SIZE(1..maxnoofVictimSet)) OF RIMRSDisappearItem

RIMRSDisappearItem ::= SEQUENCE {
	setID					SETID,
	iE-Extensions		ProtocolExtensionContainer { {RIMRSDisappearItem-ExtIEs} } OPTIONAL,
	...
}

RIMRSDisappearItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


-- S
SetID ::= BIT STRING (SIZE(22))






>>>>>   NEXT CHANGE   <<<<<<
[bookmark: _Toc534720716]9.4.7	Constant Definitions
-- **************************************************************
--
-- Lists
--
-- **************************************************************

	maxnoofAllowedAreas					INTEGER ::= 16
	maxnoofAllowedS-NSSAIs				INTEGER ::= 8
	maxnoofBPLMNs						INTEGER ::= 12
	maxnoofCellIDforWarning				INTEGER ::= 65535
	maxnoofCellinAoI					INTEGER ::= 256
	maxnoofCellinEAI					INTEGER ::= 65535
	maxnoofCellinTAI					INTEGER ::= 65535
	maxnoofCellsingNB					INTEGER ::= 16384
	maxnoofCellsinngeNB					INTEGER ::= 256
	maxnoofCellsinUEHistoryInfo			INTEGER ::= 16
	maxnoofCellsUEMovingTrajectory		INTEGER ::= 16
	maxnoofDRBs							INTEGER ::= 32
	maxnoofEmergencyAreaID				INTEGER ::= 65535
	maxnoofEAIforRestart				INTEGER ::= 256
	maxnoofEPLMNs						INTEGER ::= 15
	maxnoofEPLMNsPlusOne				INTEGER ::= 16
	maxnoofE-RABs						INTEGER ::= 256
	maxnoofErrors						INTEGER ::= 256
	maxnoofForbTACs						INTEGER ::= 4096
	maxnoofMultiConnectivities			INTEGER ::= 4
	maxnoofNGConnectionsToReset			INTEGER ::= 65536
	maxnoofPDUSessions					INTEGER ::= 256
	maxnoofPLMNs						INTEGER ::= 12
	maxnoofQosFlows						INTEGER ::= 64
	maxnoofRANNodeinAoI					INTEGER ::= 64
	maxnoofRecommendedCells				INTEGER ::= 16
	maxnoofRecommendedRANNodes			INTEGER ::= 16
	maxnoofAoI							INTEGER ::= 64
	maxnoofServedGUAMIs					INTEGER ::= 256
	maxnoofSliceItems					INTEGER ::= 1024
	maxnoofTACs							INTEGER ::= 256
	maxnoofTAIforInactive				INTEGER ::= 16
	maxnoofTAIforPaging					INTEGER ::= 16
	maxnoofTAIforRestart				INTEGER ::= 2048
	maxnoofTAIforWarning				INTEGER ::= 65535
	maxnoofTAIinAoI						INTEGER ::= 16
	maxnoofTNLAssociations				INTEGER ::= 32
	maxnoofXnExtTLAs					INTEGER ::= 2
	maxnoofXnGTP-TLAs					INTEGER ::= 16
	maxnoofXnTLAs						INTEGER ::= 16
    maxnoofVictimSet                    INTEGER ::= 8 


>>>>>   NEXT CHANGE   <<<<<<
	-- **************************************************************
--
-- IEs
--
-- **************************************************************
>>>>>   skip unmodified text, same section   <<<<<<
	id-DL-NGU-UP-TNLInformation								ProtocolIE-ID ::= 128
	id-NetworkInstance										ProtocolIE-ID ::= 129
	id-PDUSessionAggregateMaximumBitRate					ProtocolIE-ID ::= 130
	id-PDUSessionResourceFailedToModifyListModCfm			ProtocolIE-ID ::= 131
	id-PDUSessionResourceFailedToSetupListCxtFail			ProtocolIE-ID ::= 132
	id-PDUSessionResourceListCxtRelReq						ProtocolIE-ID ::= 133
	id-PDUSessionType										ProtocolIE-ID ::= 134
	id-QosFlowAddOrModifyRequestList						ProtocolIE-ID ::= 135
	id-QosFlowSetupRequestList								ProtocolIE-ID ::= 136
	id-QosFlowToReleaseList									ProtocolIE-ID ::= 137
	id-SecurityIndication									ProtocolIE-ID ::= 138
	id-UL-NGU-UP-TNLInformation								ProtocolIE-ID ::= 139
	id-UL-NGU-UP-TNLModifyList								ProtocolIE-ID ::= 140
	id-WarningAreaCoordinates								ProtocolIE-ID ::= 141
id-RIM-ConfiguraionTransferDL,                          ProtocolIE-ID ::= xxx
id-RIM-ConfiguraionTransferUL,                          ProtocolIE-ID ::= xxy


END
-- ASN1STOP
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