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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.2.15
GNB-CU-UP COUNTER CHECK REQUEST

This message is sent by the gNB-CU-UP to request the verification of the value of the PDCP COUNTs associated with the DRBs established in the gNB-CU-UP.

Direction: gNB-CU-UP ( gNB-CU-CP.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRBs Subject to

Counter Check List
	
	1
	
	
	YES
	ignore

	>>>DRBs Subject to Counter Check Item
	
	1 .. <maxnoof DRBs>
	
	
	-
	-

	>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP UL Count
	M
	
	PDCP Count 9.3.1.35
	Indicates the value of uplink COUNT associated to this DRB, which is 25 MSBs from TX_NEXT – 1 (specified in TS 38.323 [17]) encoded in the PDCP Count IE with the MSB part in the PDCP SN IE and the HFN IE.
	-
	-

	>>>>PDCP DL Count
	M
	
	PDCP Count 9.3.1.35
	Indicates the value of downlink COUNT associated to this DRB, which is 25 MSBs from TX_NEXT – 1 (specified in TS 38.323 [17]) encoded in the PDCP Count IE with the MSB part in the PDCP SN IE and the HFN IE.
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>DRBs Subject to Counter Check List
	
	1
	
	
	YES
	ignore

	>>>DRBs Subject to Counter Check Item
	
	1 .. <maxnoof DRBs>
	
	
	-
	-

	>>>>PDU Session ID
	M
	
	9.3.1.21
	
	-
	-

	>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP UL Count
	M
	
	PDCP Count 9.3.1.35
	Indicates the value of uplink COUNT associated to this DRB, which is 25 MSBs from TX_NEXT – 1 (specified in TS 38.323 [17]) encoded in the PDCP Count IE with the MSB part in the PDCP SN IE and the HFN IE.
	-
	-

	>>>>PDCP DL Count
	M
	
	PDCP Count 9.3.1.35
	Indicates the value of downlink COUNT associated to this DRB, which is 25 MSBs from TX_NEXT – 1 (specified in TS 38.323 [17]) encoded in the PDCP Count IE with the MSB part in the PDCP SN IE and the HFN IE.
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.


<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
