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1   Way forward
This contribution intends to provide the summary of solution 4 for higher layer multi-connectivity
CB#3 Op4_WF
- Figure out any left open issues

- Capture agreements

(HW)

WF on R3-192108
During the offline discussion, in order to support the redundant transmission on N3/N9 interfaces, it has major consensus that the following two aspects should be supported over NG, Xn and E1 interfaces. 
· Redundancy indication for duplicated QoS flows;

· Two NG UP tunnels for PDU sessions with duplicated QoS flows. 
Regarding the first aspect, two different encoding solutions are proposed. One company proposes to add the Redundant QoS Flow Information under the QoS Flow Level QoS Parameters. Another company proposes to add it under SMF containers directly. 
There were also some discussions whether to setup two data forwarding PDU session tunnels during handover procedure. But it was not clear whether it was really needed. 
Based on the above summary, the following way forwards are proposed for higher-layer multi-connectivity solution 4. 
· As a way forward, to agree that the following aspects should be supported in stage 3, stage 2. 
· Redundancy indication for duplicated QoS flows;

· Two NG UP tunnels for PDU sessions with duplicated QoS flows. 
· To agree the stage 2 and stage 3 CRs at the next RAN3 meeting based on company contributions. 
· To further discuss whether to setup two data forwarding PDU session tunnels during handover procedure.  

· To clarify how the solution may impact on the RAN in UP. 
3GPP


