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1
Introduction
In the last meeting, the following agreements were made on IAB-node setup [1]:

	1. The donor needs to know that the IAB-node MT is not a normal UE

2. SA for IAB node: 

AMF includes “IAB Authorized” IE in the INITIAL CONTEXT SETUP REQUEST/CONTEXT MODIFICATION REQUEST messages

3. NSA for IAB node: 

MME includes “IAB Authorized” IE in the INITIAL CONTEXT SETUP REQUEST/CONTEXT MODIFICATION REQUEST messages

The eNB should include “IAB Authorized” IE in SgNB ADDITION REQUEST/MODIFICATION REQUEST messages




For the AMF or MME to authorize IAB, it has to learn that the connecting entity represents an IAB-node MT rather than a UE. This paper discusses how AMF or MME can obtain this information.
2
Discussion
There are two options for the AMF or MME to obtain indication that the IAB-node MT is not a UE:

· Option 1: The MT includes IAB-node indication into a NAS message

· Option 2: The gNB/eNB includes IAB-node indication into NG-AP/S1-AP message after it has received IAB-indication from the MT, e.g., in an RRC message. 

Observation 1: IAB-node indication can be provided to AMF/MME via NAS or via NG-AP/S1-AP.
The same issue arises in E-UTRAN, when a relay node integrates into the network. E-UTRAN follows option 2 by including a Relay Node Indicator in the INITIAL UE MESSAGE to the MME. 
Observation 2: In E-UTRAN, the Donor eNB includes a Relay Node Indicator in the INITIAL UE MESSAGE for a relay node.
To minimize standardization effort, it is proposed to apply the same mechanism to IAB.

Proposal: For IAB, 5GRAN should include an IAB-node Indicator into the INITIAL UE MESSAGE for an IAB-node-MT.
3
Conclusion
This contribution discussed how AMF or MME can obtain indication that an IAB-node MT integrating into the network is not a UE. The following observations and the following proposal have been made:
Observation 1: IAB-node indication can be provided to AMF/MME via NAS or via NG-AP/S1-AP.
Observation 2: In E-UTRAN, the Donor eNB includes a Relay Node Indicator in the INITIAL UE MESSAGE for a relay node.
Proposal: For IAB, 5GRAN should include an IAB-node Indicator into the INITIAL UE MESSAGE for an IAB-node-MT.
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