[bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #103bis	R3-191757
Xian, P.R. China 8th – 12th April 2019

[bookmark: _Hlk4680780]Title:	[Draft] LS on Solution #1 of Key Issue 1: Redundant user plane paths based on dual connectivity
Release:	Rel-16
Work Item:	NR-IIoT

Source:	Ericsson
To:	3GPP SA WG2

Contact Person:	
Name:	Nianshan Shi	
E-mail Address:	Nianshan.shi@ericsson.com


1. Overall Description:
RAN3 has discussed the Solution #1 of Key Issue 1: Redundant user plane paths based on dual connectivity.
RAN3 would like to point out that, despite two different UPF selection solutions (static UPE selection and dynamic UPF selection), the impact to RAN3 could be the same.

RAN3 would also like lto point out that instead of setting the two PDU sessions in MN first, and setup DC later, the specification supports that, after the UPF selection, AMF could setup the two PDU sessions at the same time, and one will be setup as MN terminated bearers with MCG resources, and another will be setup as SN terminated bearer with SCG resources. The additional path switch procedure is not needed.

2. Actions:
To SA2
ACTION: RAN3 kindly ask SA2 to take above into consideration in the normative work.

3. Date of Next TSG-RAN3 Meetings:
TSG RAN3 Meeting #104		13th -  17th May 2019, 	Reno, U.S.A


