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10.5.2
MR-DC with 5GC
MN initiated SN Change

//////////////////////////////////////////////////////////////////irrelevant parts skipped/////////////////////////////////////////////////////////////////////

1/2.
The MN initiates the SN change by requesting the target SN to allocate resources for the UE by means of the SN Addition procedure. The MN may include measurement results related to the target SN. If data forwarding is needed, the target SN provides data forwarding addresses to the MN. The target SN includes the indication of the full or delta RRC configuration.

NOTE 1:
The MN may send the SN Modification Request message (to the source SN) to request the current SCG configuration and data forwarding proposal before step 1.

//////////////////////////////////////////////////////////////////irrelevant parts skipped/////////////////////////////////////////////////////////////////////

	*** Next change, ommited text not changed ***


10.7.2
MR-DC with 5GC

Inter-MN handover with/without MN initiated SN change is used to transfer UE context data from a source MN to a target MN while the UE context at the SN is kept or moved to another SN. During an Inter-Master Node handover, the target MN decides whether to keep or change the SN (or release the SN, as described in section 10.8).
//////////////////////////////////////////////////////////////////irrelevant parts skipped/////////////////////////////////////////////////////////////////////

1.
The source MN starts the handover procedure by initiating the Xn Handover Preparation procedure including both MCG and SCG configuration. The source MN includes the source SN UE XnAP ID, SN ID and the UE context in the source SN in the Handover Request message.

NOTE 2:
The source MN may send the SN Modification Request message (to the source SN) to request the current SCG configuration and data forwarding proposal before step 1.
//////////////////////////////////////////////////////////////////irrelevant parts skipped/////////////////////////////////////////////////////////////////////
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10.8.2
MR-DC with 5GC

The MN to ng-eNB/gNB Change procedure is used to transfer UE context data from a source MN/SN to a target ng-eNB/gNB.
//////////////////////////////////////////////////////////////////irrelevant parts skipped/////////////////////////////////////////////////////////////////////

1.
The source MN starts the MN to ng-eNB/gNB Change procedure by initiating the Xn Handover Preparation procedure, including both MCG and SCG configuration.

NOTE 1:
The source MN may send the SN Modification Request message (to the source SN) to request the current SCG configuration and data forwarding proposal before step 1.
//////////////////////////////////////////////////////////////////irrelevant parts skipped/////////////////////////////////////////////////////////////////////

