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IAB-node Integration Procedure
A high-level flow chart for SA-based IAB integration is shown in the Figure X.Y:
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Figure X.Y-1: IAB-node's Integration Procedure

1. IAB-node's integration procedure phase 1: IAB- MT setup. In this phase, IAB- MT connects the network as a normal UE, such as IAB- MT performs RRC connection setup procedure with IAB donor-CU, authentication with core network and PDU session establishment towards OAM, IAB-MT related context management and MT access traffic related bearer configuration in RAN side, and etc. 
Editor Note: the signalling flow for UE initial access procedure as described in section 8.9 should be used as baseline for IAB-node MT part setup. It is FFS on further enhancements.
2. IAB-node's integration procedure phase 2-1: Routing update. In this phase, the routing information are updated for all related intermediate IAB-nodes and the IAB donor DU due to the setup of new IAB-node.
Editor’s Note: It is FFS o how to support routing configuration and update e.g. new F1-AP message could be needed.
3. IAB-node's integration procedure phase 2-2: BH RLC channel establishment. In this phase, at least the backhaul RLC channels for CP transmission (i.e. carrying F1AP message of the IAB node) between the IAB-MT and its parent node are established. 
  Editor’s Note: It’s FFS whether the backhaul RLC-Channel for providing service to UEs is setup in this phase also.

4. IAB-node's integration procedure phase 3: IAB-DU part setup. In this phase the IAB-DU setup via the F1setup towards the IAB donor CU. 

Editor’s Note: The F1-AP Setup procedure can be reused for IAB-Node DU part setup.
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