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1
Introduction

At the RAN3#103bis meeting, this document proposed a TP based on offline discussion for the below come back.
CB: # DCU_CB_3

· Discuss parallel activation in CP and UP, in particular how to select a UE (remove if no agreement)

· Come up with agreeable TP

(Samsung)

3
Text Proposal for TR37.816
5.7 
Support for Minimization of Drive testing
5.7.1
Use case description
5.7.2
Solution description
5.7.2.x
MDT activation in split RAN
5.7.2.x.1
Signalling activation
If the MDT measurement is initiated by the AMF, the AMF sends MDT measurement request to the CU-CP. The CU-CP may further decide which DU or which CU-UP to perform the MDT measurement. For some measurement, the CU-CP may need to split the measurement into different measurements performed in different nodes. 
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Figure 5.7.2.x.1-1

Signalling MDT Activation in split RAN

5.7.2.x.2
Management activation
If the MDT measurement is initiated by the EM, the EM sends MDT measurement activation to the CU-CP. The CU-CP may further decide which DU or which CU-UP to perform the MDT measurement. For some measurement, the CU-CP may need to split the measurement into different measurements performed in different nodes.
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Figure 5.7.2.x.2-1
Management MDT Activation in split RAN

5.7.2.y
MDT reporting in split RAN
Editor Note: The reporting mechanism in split RAN is pending to the discussion of the reporting mechanism used for EN-DC.
// **************************** end of proposal ****************************
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