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8.4.1
Handover Preparation

8.4.1.1
General

The purpose of the Handover Preparation procedure is to request the preparation of resources at the target side via the 5GC. There is only one Handover Preparation procedure ongoing at the same time for a certain UE.

8.4.1.2
Successful Operation
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Figure 8.4.1.2-1: Handover preparation: successful operation

The source NG-RAN node initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving AMF. When the source NG-RAN node sends the HANDOVER REQUIRED message, it shall start the timer TNGRELOCprep. The source NG-RAN node shall indicate the appropriate cause value for the handover in the Cause IE.

Upon reception of the HANDOVER REQUIRED message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transparently transfer the Handover Required Transfer IE to the SMF associated with the concerned PDU session.

In case of intra-system handover, the information in the Source to Target Transparent Container IE shall be encoded according to the definition of the Source NG-RAN node to Target NG-RAN node Transparent Container IE.
If the DL Forwarding IE is included for a given QoS flow in the PDU Session Resource Information Item IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message and it is set to "DL forwarding proposed", it indicates that the source NG-RAN node proposes forwarding of downlink data for that QoS flow.
If the UL Forwarding IE is included for a given QoS flow in the PDU Session Resource Information Item IE within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUIRED message and it is set to "UL forwarding proposed", it indicates that the source NG-RAN node proposes forwarding of uplink data for that QoS flow.
If the DRBs to QoS Flows Mapping List IE is included in the PDU Session Resource Information Item IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it implicitly indicates that the source NG-RAN node proposes forwarding of downlink data for those DRBs. 
If the QoS Flow Mapping Indication IE for a QoS flow is included in the Associated QoS Flow List IE within the DRBs to QoS Flows Mapping List IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it indicates that the source NG-RAN node has mapped only the uplink or downlink of the QoS flow to the DRB. 

If the HANDOVER COMMAND message contains the DL Forwarding UP TNL Information IE for a given DRB within the Handover Command Transfer IE, the source NG-RAN node shall consider that the forwarding of downlink data for this DRB is accepted by the target NG-RAN node. If the HANDOVER COMMAND message contains the UL Forwarding UP TNL Information IE for a given DRB in the Data Forwarding Response DRB List IE within the Handover Command Transfer IE, it means the target NG-RAN node has requested the forwarding of uplink data for this DRB.

If the HANDOVER COMMAND message contains the UL Forwarding UP TNL Information IE for a given PDU session within the Handover Command Transfer IE, the source NG-RAN node shall consider that the forwarding of uplink data of the QoS flows is accepted by the target NG-RAN node.
In case of inter-system handover to LTE, the information in the Source to Target Transparent Container IE shall be encoded according to the Source eNB to Target eNB Transparent Container IE definition as specified in TS 36.413 [16].

If the Direct Forwarding Path Availability IE is included in the HANDOVER REQUIRED message the AMF shall handle it as specified in TS 23.502 [10].

If the Direct Forwarding Path Availability IE is included within the Handover Required Transfer IE of the HANDOVER REQUIRED message the SMF shall handle it as specified in TS 23.502 [10].

When the preparation, including the reservation of resources at the target side is ready, the AMF responds with the HANDOVER COMMAND message to the source NG-RAN node.

-------------------------------------------------------skip the unchanged----------------------------------------------------------------

	Next Change 


8.4.2
Handover Resource Allocation

8.4.2.1
General

The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE.

8.4.2.2
Successful Operation
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Figure 8.4.2.2-1: Handover resource allocation: successful operation

<Unchange Text Omitted>
In case of intra-system handover, if the target NG-RAN node accepts the downlink data forwarding for at least one QoS flow for which the DL Forwarding IE is set to "DL forwarding proposed", it may include the DL Forwarding UP TNL Information IE in the Handover Request Acknowledge Transfer IE as forwarding tunnel for the QoS flows listed in the QoS Flow Setup Response List IE of the HANDOVER REQUEST ACKNOWLEDGE message.

In case of intra-system handover, if the target NG-RAN node accepts the uplink data forwarding for at least one QoS flow for which the UL Forwarding IE is set to "UL forwarding proposed", it may include the UL Forwarding UP TNL Information IE in the Handover Request Acknowledge Transfer IE for the PDU session within the PDU Session Resource Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message.
In case of intra-system handover, for each PDU session for which the Additional DL UP TNL Information for HO List IE is included in the Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message, the SMF shall consider the included Additional DL NG-U UP TNL Information IE as the downlink termination point for the associated flows indicated in the Additional QoS Flow Setup Response List IE for this PDU session split in different tunnels and shall consider the Additional DL Forwarding UP TNL Information IE, if included, as the forwarding tunnel associated to these QoS flows.
In case of intra-system handover, if the target NG-RAN node accepts the data forwarding for a successfully configured DRB, the target NG-RAN node may include the DL Forwarding UP TNL Information IE for the DRB within the Data Forwarding Response DRB List IE within Handover Request Acknowledge Transfer IE of the HANDOVER REQUEST ACKNOWLEDGE message.
-------------------------------------------------------skip the unchanged----------------------------------------------------------------

	Next Change 


9.3.1
Radio Network Layer Related IEs
9.3.1.29
Source NG-RAN Node to Target NG-RAN Node Transparent Container

This IE is produced by the source NG-RAN node and is transmitted to the target NG-RAN node. For inter-system handovers to 5G, the IE is transmitted from the external handover source to the target NG-RAN node.

This IE is transparent to the 5GC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC HandoverPreparationInformation message as defined in TS 38.331 [18] if the target is a gNB.

Includes the RRC HandoverPreparationInformation message as defined in TS 36.331 [21] if the target is an ng-eNB.
	
	

	PDU Session Resource Information List
	
	0..1
	
	For intra-system handovers in NG-RAN.
	-
	

	>PDU Session Resource Information Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>QoS Flow Information List
	
	1
	
	
	-
	

	>>>QoS Flow Information Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>>>DL Forwarding
	O
	
	9.3.1.33
	
	-
	

	>>>>UL Forwarding
	O
	
	9.3.1.XX
	
	YES
	reject

	>>DRBs to QoS Flows Mapping List
	O
	
	9.3.1.34
	
	-
	

	E-RAB Information List
	
	0..1
	
	For inter-system handovers to 5G.
	-
	

	>E-RAB Information Item
	
	1..<maxnoofE-RABs>
	
	
	-
	

	>>E-RAB ID
	M
	
	9.3.2.3
	
	-
	

	>>DL Forwarding
	O
	
	9.3.1.33
	
	-
	

	Target Cell ID
	M
	
	NG-RAN CGI

9.3.1.73
	
	-
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	-
	

	UE History Information
	M
	
	9.3.1.95
	
	-
	


	Next Change 


9.3.1.xx
UL Forwarding

This IE indicates that the QoS flow is proposed for forwarding of uplink packets.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL Forwarding
	M
	
	ENUMERATED (UL forwarding proposed, …)
	


	Next Change 


9.3.4
SMF Related IEs
9.3.4.10
Handover Command Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded DL PDUs.
	
	

	QoS Flow to be Forwarded List
	
	0..1
	
	QoS flows associated with the DL Forwarding UP TNL Information IE.
	
	

	>QoS Flow to be Forwarded Item
	
	1..<maxnoofQoSFlows>
	
	
	
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	
	

	Additional DL Forwarding UP TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint to deliver forwarded DL PDUs for split PDU session, together with associated QoS flows to be forwarded.
	
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded UL PDUs 
	YES
	reject


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


	Next Change 


9.3.4.11
Handover Request Acknowledge Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded DL PDUs.
	
	

	Security Result
	O
	
	9.3.1.59
	
	
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	
	

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the PDU Session Request Setup Transfer IE of the Handover Request message.
	
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	
	

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivityMinusOne
	Maximum no. of connectivity allowed for a UE minus one. Value is 3. The current version of the specification supports 1.


	Next Change 


9.4.5
Information Element Definitions
-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

/********Skip to next change**********/

id-ULForwarding,


id-ULForwardingUP-TNLInformation,
	Next Change 


QosFlowInformationList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowInformationItem

QosFlowInformationItem ::= SEQUENCE {


qosFlowIdentifier
QosFlowIdentifier,


dLForwarding

DLForwarding












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {QosFlowInformationItem-ExtIEs} }
OPTIONAL,


...

}

QosFlowInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-ULForwarding
CRITICALITY reject
EXTENSION ULForwarding
PRESENCE optional},

...

}
	Next Change 


ULForwarding ::= ENUMERATED {


ul-forwarding-proposed,


...

}

	Next Change 


HandoverRequestAcknowledgeTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation,


dLForwardingUP-TNLInformation

UPTransportLayerInformation









OPTIONAL,


securityResult





SecurityResult












OPTIONAL,


qosFlowSetupResponseList


QosFlowListWithDataForwarding,


qosFlowFailedToSetupList


QosFlowListWithCause










OPTIONAL,


dataForwardingResponseDRBList

DataForwardingResponseDRBList








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {HandoverRequestAcknowledgeTransfer-ExtIEs} }
OPTIONAL,


...

}

HandoverRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalDLUPTNLInformationForHOList
CRITICALITY ignore
EXTENSION AdditionalDLUPTNLInformationForHOList
PRESENCE optional
}|

{ID id-ULForwardingUP-TNLInformation
CRITICALITY reject
EXTENSION UPTransportLayerInformation
PRESENCE optional},

...

}

	Next Change 


HandoverCommandTransfer ::= SEQUENCE {


dLForwardingUP-TNLInformation

UPTransportLayerInformation





OPTIONAL,


qosFlowToBeForwardedList


QosFlowToBeForwardedList





OPTIONAL,


dataForwardingResponseDRBList

DataForwardingResponseDRBList




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {HandoverCommandTransfer-ExtIEs} } OPTIONAL,


...

}

HandoverCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalDLForwardingUPTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList
PRESENCE optional}|

{ID id-ULForwardingUP-TNLInformation
CRITICALITY reject
EXTENSION UPTransportLayerInformation
PRESENCE optional},

...

}

	Next Change 


9.4.7
Constant Definitions
/********Skip to next change**********/

id-QosFlowAddOrModifyRequestList





ProtocolIE-ID ::= 135


id-QosFlowSetupRequestList







ProtocolIE-ID ::= 136


id-QosFlowToReleaseList








ProtocolIE-ID ::= 137


id-SecurityIndication








ProtocolIE-ID ::= 138


id-UL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 139


id-UL-NGU-UP-TNLModifyList







ProtocolIE-ID ::= 140

id-WarningAreaCoordinates







ProtocolIE-ID ::= 141


id-PDUSessionResourceSecondaryRATUsageList



ProtocolIE-ID ::= 142


id-HandoverFlag










ProtocolIE-ID ::= 143


id-SecondaryRATUsageInformation






ProtocolIE-ID ::= 144


id-PDUSessionResourceReleaseResponseTransfer


ProtocolIE-ID ::= 145


id-RedirectionVoiceFallback







ProtocolIE-ID ::= 146


id-UERetentionInformation







ProtocolIE-ID ::= 147


id-S-NSSAI











ProtocolIE-ID ::= 148


id-PSCellInformation








ProtocolIE-ID ::= 149


id-LastEUTRAN-PLMNIdentity







ProtocolIE-ID ::= 150


id-MaximumIntegrityProtectedDataRate-DL




ProtocolIE-ID ::= 151


id-AdditionalDLForwardingUPTNLInformation



ProtocolIE-ID ::= 152


id-AdditionalDLUPTNLInformationForHOList



ProtocolIE-ID ::= 153


id-AdditionalNGU-UP-TNLInformation





ProtocolIE-ID ::= 154


id-AdditionalDLQosFlowPerTNLInformation




ProtocolIE-ID ::= 155


id-SecurityResult









ProtocolIE-ID ::= 156


id-ENDC-SONConfigurationTransferDL





ProtocolIE-ID ::= 157


id-ENDC-SONConfigurationTransferUL





ProtocolIE-ID ::= 158


id-ULForwarding










ProtocolIE-ID ::= xxx
id-ULForwardingUP-TNLInformation





ProtocolIE-ID ::= yyy
	End of change


