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8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: PDU session resource setup: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the NG-RAN node.

The PDU SESSION RESOURCE SETUP REQUEST message shall contain the information required by the NG-RAN node to setup the PDU session related NG-RAN configuration consisting of at least one PDU session resource and include each PDU session resource to setup in the PDU Session Resource Setup Request List IE.

Upon reception of the PDU SESSION RESOURCE SETUP REQUEST message, if resources are available for the requested configuration, the NG-RAN node shall execute the requested NG-RAN configuration and allocate associated resources over NG and over Uu for each PDU session listed in the PDU Session Resource Setup Request List IE. 

If the RAN Paging Priority IE is included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
For each requested PDU session, if resources are available for the requested configuration, the NG-RAN node shall establish at least one DRB and associate each accepted QoS flow of the PDU session to a DRB established. 
For each PDU session successfully established the NG-RAN node shall pass to the UE the PDU Session NAS-PDU IE, if included, and the value contained in the PDU Session ID IE received for the PDU session. The NG-RAN node shall not send to the UE the PDU Session NAS PDUs associated to the failed PDU sessions. 

If the NAS-PDU IE is included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall pass it to the UE. If one or multiple PDU Session NAS-PDU IE(s) were also included in the PDU SESSION RESOURCE SETUP REQUEST message they shall be sent to the UE after the NAS-PDU IE and in the order received in the PDU SESSION RESOURCE SETUP REQUEST message.
For each PDU session the NG-RAN node shall store the UL NG-U UP TNL Information IE included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and use it as the uplink termination point for the user plane data for this PDU session.

For each PDU session, if the Additional UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may allocate for this split PDU session resources for an additional NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Setup Request List IE and it shall indicate these QoS flows in the Additional DL QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE. In case the Additional DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional UL NG-U UP TNL information as available again.
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [9].

For each PDU session, if the PDU Session Type IE included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message is set to "ethernet" or "unstructured", the NG-RAN node shall not perform header compression for the concerned PDU session.

For each PDU session for which the Security Indication IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "required", then the NG-RAN node shall perform user plane integrity protection or ciphering, respectively, for the concerned PDU session. If the NG-RAN node cannot perform the user plane integrity protection or ciphering, it shall reject the setup of the PDU session resources with an appropriate cause value.

If the NG-RAN node is an ng-eNB, it shall reject all PDU sessions for which the Integrity Protection Indication IE is set to "required".
For each PDU session for which the Security Indication IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "preferred", then the NG-RAN node should, if supported, perform user plane integrity protection or ciphering, respectively, for the concerned PDU session and shall notify whether it performed the user plane integrity protection or ciphering by including the Integrity Protection Result IE or Confidentiality Protection Result IE, respectively, in the PDU Session Resource Setup Response Transfer IE of the PDU SESSION RESOURCE SETUP RESPONSE message.

For each PDU session for which the Maximum Integrity Protected Data Rate Downlink IE or the Maximum Integrity Protected Data Rate Uplink IE are included in the Security Indication IE in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall store the respective information and, if integrity protection is to be performed for the PDU session, it shall enforce the traffic limits corresponding to the received values, for the concerned PDU session and concerned UE, as specified in TS 23.501 [9].
Next change
8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Initial context setup: successful operation

In case of the establishment of a PDU session the 5GC shall be prepared to receive user data before the INITIAL CONTEXT SETUP RESPONSE message has been received by the AMF. If no UE-associated logical NG-connection exists, the UE-associated logical NG-connection shall be established at reception of the INITIAL CONTEXT SETUP REQUEST message.

The INITIAL CONTEXT SETUP REQUEST message shall contain the Index to RAT/Frequency Selection Priority IE, if available in the AMF.

If the NAS-PDU IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall pass it transparently towards the UE. If one or multiple PDU Session NAS-PDU IE(s) IE are also included in the INITIAL CONTEXT SETUP REQUEST message they shall be sent to the UE before the NAS-PDU IE and in the order received in the INITIAL CONTEXT SETUP REQUEST message.
If the Masked IMEISV IE is contained in the INITIAL CONTEXT SETUP REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.

Upon receipt of the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall
-
attempt to execute the requested PDU session configuration;

-
store the received UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9];

-
store the received Mobility Restriction List in the UE context;

-
store the received UE Radio Capability in the UE context;

-
store the received Index to RAT/Frequency Selection Priority in the UE context and use it as defined in TS 23.501 [9];

-
store the received UE Security Capabilities in the UE context;

-
store the received Security Key in the UE context and, if the NG-RAN node is required to activate security for the UE, take this security key into use.

For the Initial Context Setup an initial value for the Next Hop Chaining Count is stored in the UE context.
If the PDU Session Resource Setup Request List IE is contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. The NG-RAN node shall report to the AMF in the INITIAL CONTEXT SETUP RESPONSE message the result for each PDU session resource requested to be setup as defined in the PDU Session Resource Setup procedure.
Upon reception of the INITIAL CONTEXT SETUP RESPONSE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the PDU Session Resource Setup Response Transfer IE or PDU Session Resource Setup Unsuccessful Transfer IE to the SMF associated with the concerned PDU session. In case the splitting PDU session is not used by the NG-RAN node, the SMF should remove the Additional Transport Layer Information, if any.
The NG-RAN node shall use the information in the Mobility Restriction List IE if present in the INITIAL CONTEXT SETUP REQUEST message to

-
determine a target for subsequent mobility action for which the NG-RAN node provides information about the target of the mobility action towards the UE;

-
select a proper SCG during dual connectivity operation;

-
assign proper RNA(s) for the UE when moving the UE to RRC_INACTIVE state.

If the Mobility Restriction List IE is not contained in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall consider that no roaming and no access restriction apply to the UE. The NG-RAN node shall also consider that no roaming and no access restriction apply to the UE when:

-
one of the QoS flows includes a particular ARP value (TS 23.501 [9]).

If the Trace Activation IE is included in the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. 

Next change
9.2.2.1
INITIAL CONTEXT SETUP REQUEST

This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name

9.3.3.21
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>> PDU Session NAS-PDU
	O
	
	NAS-PDU

9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	reject

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Redirection for voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


	Condition
	Explanation

	ifPDUsessionResourceSetup
	This IE shall be present if the PDU Session Resource Setup List IE is present.


9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
Asn1 not modfied
PDUSessionResourceSetupListCxtReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemCxtReq

PDUSessionResourceSetupItemCxtReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pDUSessionNAS-PDU









NAS-PDU











OPTIONAL,


s-NSSAI









S-NSSAI,


pDUSessionResourceSetupRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemCxtReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

