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	Reason for change:
	No support for UP-CIoT in NG-RAN

	
	

	Summary of change:
	Introduction of support for UP-CIoT operation in XnAP including:
· Modification of Retrive UE Context procedure to allow for context retrieval following a UP-CIoT RRC resume
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[bookmark: _Toc5691929]9.1.1.8	RETRIEVE UE CONTEXT REQUEST
This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.
Direction: new NG-RAN node  old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:
ResumeMAC-I either contained in the RRC ResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])
or the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])
RRC Reestablishment:
ShortMAC-I contained in the RRCReestablishmentRequest as defined in TS 38.331 [10])
or the ShortMAC-I in the RRCConnection ReestablishmentRequest message as defined in TS 36.331 [14])
RRC Resume for CIoT UP Optimisation:
ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14]).
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity
9.2.2.9
	RRC Resume:
Corresponds to the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].
RRC Reestablishment:
Corresponds to the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14]
RRC Resume for CIoT UP Optimisation:
Corresponds to the cellIdentity within the VarShortResumeMAC-Input as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRC ResumeRequest or the RRCResumeRequest message, as defined in TS 38.331 [10],
or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore


[bookmark: _Toc5691930]
9.1.1.9	RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN node to transfer the UE context to the new NG-RAN node.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	[bookmark: OLE_LINK9]Old NG-RAN node UE XnAP ID reference
	M
	
	[bookmark: OLE_LINK184]NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information Retrieve UE Context Response
	M
	
	9.2.1.13
	
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore



>>> NEXT CHANGE <<<

[bookmark: _Toc5691990][bookmark: _Hlk7169313]9.2.1.13	UE Context Information Retrieve UE Context Response
This IE contains the UE context information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID
9.2.3.26
	Allocated at the AMF on the old NG-C connection.

	Signalling TNL Association Address at source NG-C side
	M
	
	CP Transport Layer Information
9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.

	UE Security Capabilities
	M
	
	9.2.3.49
	

	AS Security Information
	M
	
	9.2.3.50
	

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	

	[bookmark: _Hlk508046299]PDU Session Resources To Be Setup List
	M
	
	9.2.1.1
	

	RRC Context
	M
	
	OCTET STRING
	Either Iincludes one of the below: HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331[10], if the old and new serving NG-RAN nodes are gNBs,
oOr, if the old and new serving NG-RAN nodes are ng-eNBs, either the HandoverPreparationInformation message as defined in subclause 10.2.2 of TS 36.331 [14], if the old and new serving NG-RAN nodes are ng-eNBsor the HandoverPreparationInformation-NB message as defined in subclause 10.6.2 of TS 36.331 [14].

	Mobility Restriction List
	O
	
	9.2.3.53
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	




>>> NEXT CHANGE <<<

[bookmark: _Toc5692088]9.2.3.40	UE Context ID
This IE is used to address a UE Context within an NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE UE Context ID
	M
	
	
	

	>RRC Resume
	
	
	
	

	>>I-RNTI
	M
	
	9.2.3.46
	How the new NG-RAN node is able to resolve the old NG-RAN ID from the I-RNTI is a matter of proper configuration in the old and new NG-RAN node.

	>>Allocated C-RNTI
	M
	
	BIT STRING (SIZE (16))
	Temporary C-RNTI allocated to the UE by the cell where the RRC connection has been requested to be resumed, contained in the MAC RAR as defined in TS 38.321 [35] or in TS 36.321 [36].

	>>Access PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
	The cell PCI where the RRC connection has been requested to be resumed.

	>RRC Reestablishment 
	
	
	
	

	>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRCReestablishmentRequest message (TS 38.331 [10]) or RRCConnectionReestablishmentRequest message (TS 36.331 [14]).

	>> Failure Cell PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
	

	>RRC Resume (CIoT UP Optimisation)
	
	
	
	

	>>Resume ID
	M
	
	9.2.X1
	Used for CIoT UP Optimisation procedures. This IE is only applicable to ng-eNB(s) in this version of the specification.



>>> NEXT CHANGE <<<
[bookmark: _Toc5691227]9.2.X1	Resume ID
The Resume ID IE is used to address a suspended UE Context within a NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Resume ID
	M
	
	
	

	>Resume ID not truncated
	
	
	
	

	>>Resume ID not truncated
	M
	
	BIT STRING (SIZE (40))
	40 bit Resume Resume Identity contained in the RRCConnection ResumeRequest message (TS 36.331 [14]).
The 20 most significant bits refer to the Macro ng-eNB ID of the ng-eNB that allocated the Resume ID, the 20 least significant bits identify the UE Context stored at the ng-eNB that allocated the Resume ID.

	>Resume ID truncated
	
	
	
	

	>>Resume ID truncated
	M
	
	BIT STRING (SIZE (24))
	24 bit Resume Identity contained in the RRCConnection ResumeRequest message (TS 36.331 [14]).
The 12 most significant bits refer to the 12 least significant bits of the ng-eNB ID of the ng-eNB that allocated the Resume ID.
The 12 least significant bits refer to the 12 least significant bits that identify the UE Context stored at the ng-eNB that allocated the Resume ID.




