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1
Introduction

This is a pCR for TS 38.423 to support TSC Assistance Information on discussion in [1].
2
References
[1] R3-192652, Discussion on TSC Assisntance Information
3. 
pCR for TS 38.423
============ Start of 1st change ==============
9.2.1.1
PDU Session Resources To Be Setup List

This IE contains PDU session resource related information used at UE context transfer between NG-RAN nodes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resources To Be Setup List
	
	1
	
	
	–
	

	>PDU Session Resources To Be Setup Item
	
	1 .. <maxnoof PDU sessions >
	
	
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDU Session Resource Aggregate Maximum Bitrate
	O
	
	PDU Session Aggregate Maximum Bit Rate

9.2.3.69
	This IE shall be present when at least one Non-GBR QoS Flow has been setup.
	–
	

	>>UL NG-U UP TNL Information at UPF 
	M
	
	UP Transport Layer Information 9.2.3.30
	UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	–
	

	>>Additional UL NG-U UP TNL Information at UPF List
	O
	
	Additional UP Transport Layer Information 9.2.1.32
	Additional UPF endpoint of the NG-U transport bearer. For delivery of UL PDUs
	YES
	ignore

	>>Source DL NG-U TNL Information  
	O
	
	UP Transport Layer Information 9.2.3.30
	Indicates the possibility to keep the NG-U GTP-U tunnel termination point at the target NG-RAN node.
	–
	

	>>Security Indication
	O
	
	9.2.3.52
	
	–
	

	>>PDU Session Type
	M
	
	9.2.3.19
	
	–
	

	>>Network Instance
	O
	
	9.2.3.85
	
	–
	

	>>QoS Flows To Be Setup List
	
	1
	
	
	–
	

	>>>QoS Flows To Be Setup Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.3.5
	
	–
	

	>>>>E-RAB ID
	O
	
	INTEGER (0..15, …)
	
	–
	

	>>TSC Assistance Information
	O
	
	9.2.3.x
	
	–
	

	>>Data Forwarding and Offloading Info from source NG-RAN node
	O
	
	9.2.1.17
	
	–
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


============ End of 1st change ==============

============ Start of 2nd change ==============
9.2.3.x
TSC Assistance Information
This IE describes the TSC traffic characteristics specified in TS 23.501 [7].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity Downlink
	O
	
	[FFS]
	Periodicity in DL is specified in TS 23.501 [7].

	Periodicity Uplink
	O
	
	[FFS]
	Periodicity in UL is specified in TS 23.501 [7].

	Burst Arrival Time Downlink
	O
	
	[FFS]
	Burst Arrival Time in DL is specified in TS 23.501 [7].

	Burst Arrival Time Uplink
	O
	
	[FFS]
	Burst Arrival Time in UL is specified in TS 23.501 [7].



Editor’s Note: Additional parameter (e.g. the survival time) is FFS (pending SA2)

============ End of 2nd change ==============
// **************************** end of proposal ****************************
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