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1. Overall Description:

In RP-182864, the WID on Cross Link Interference (CLI) handling and Remote Interference Management (RIM) for NR was agreed, where the outcome and conclusions RIM SI (RP-181832) were captured in TR 38.866. One of the objective of this WI is to:
· Identify corresponding OAM functions to support RIM operation [RAN1, RAN3].

RAN3 discussed the OAM requirements to support RIM function from network perspective. RAN3 agrees that the following OAM requirements are needs to be supported for RIM function.
· OAM should be able to group the gNBs into different sets.

· OAM should be able to assign set IDs for each gNB, associated RM-RSs configurations and radio resources. 

· OAM should be able to adjust the gNB grouping and the assigned set ID in a semi-static manner.

· OAM should be able to configure the mapping between set ID and backhaul addresses of gNBs.
· In disaggregated gNB, OAM configures RIM related parameters to the gNB-DU directly.
RAN3 would like to inform SA5 above RAN3 observations for OAM requirements for RIM function.
2. Actions:

To SA5:
ACTION: 
RAN3 kindly asks SA5 to take above RAN3 observations into account.
3. Date of Next TSG-RAN WG3 Meetings:

RAN3 Meeting #105

26 Aug – 30 Aug

Ljubljana, Slovenia
