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[bookmark: _Toc5694192]8.7.6	AMF Status Indication
[bookmark: _Toc5694193]8.7.6.1	General
The purpose of the AMF Status Indication procedure is to support AMF management function, and the AMF Load Re-Balancing functions.
[bookmark: _Toc5694194]8.7.6.2	Successful Operation


Figure 8.7.6.2-1: AMF status indication
The AMF initiates the procedure by sending an AMF STATUS INDICATION message to the NG-RAN node.
Upon receipt of the AMF STATUS INDICATION message, the NG-RAN node shall consider the indicated GUAMI(s) will be unavailable and perform AMF reselection as defined in TS 23.501 [9].
The NG-RAN node shall, if supported, act accordingly as specified in TS 23.501 [9], based on the presence or absence of the Timer Approach for GUAMI Removal IE.
If the Backup AMF Name IE is included in the AMF STATUS INDICATION message, the NG-RAN node shall, if supported, perform AMF reselection considering the AMF as indicated by the Backup AMF Name IE.
[bookmark: _Toc5694195]8.7.6.3	Abnormal Conditions
Void.



	*** End of change ***





image1.emf
NG-RAN node

AMF STATUS INDICATION

AMF


Microsoft_Visio_2003-2010_Drawing.vsd
NG-RAN node


AMF


AMF STATUS INDICATION



