Page 4
Draft prETS 300 ???: Month YYYY
3GPP TSG-RAN WG3 Meeting #104	R3-192845
Reno, Nevada, US, 13th-17th May 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.470
	CR
	0029
	rev
	[bookmark: _GoBack]1
	Current version:
	15.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Allocation of F1-U DL TEIDs

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-05-03

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The allocation of the F1-UL GTP TEIDs is clearly specified in TS 38.460 but not such clear specification statements exist in TS 38.470 for the allocation of the F1-U DL TEIDs.

	
	

	Summary of change:
	Introduce a new chapter to discuss the allocation F1-U DL TEIDs.
Impact assessment towards the previous version of the specification (same release): 
This CR is backward compatible since it has no impact.


	
	

	Consequences if not approved:
	TS 38.401 points to the gNB-DU for the allocation of F1-U DL but currently TS 38.470 does not make any clear specfication statement on the allocation responsibility similarly to the TS 38.460 leading to potential confusion

	
	

	Clauses affected:
	5.4 (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<<< START OF CHANGES >>>
[bookmark: _Toc534730345]5.4	TEIDs allocation
The gNB-DU is responsible for the allocation of the F1-U DL GTP TEID for each data radio bearer. 

<<<END OF CHANGES >>>

	2/58	
