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	Reason for change:
	From discussions at RAN3-103 it emerged that SIB6, SIB7and SIB8 are only sent from gNB-CU to gNB-DU with dedicated PWS messages and not via the gNB-CU System Information IE. Therefore some correction is needed to state that these SIBs are not sent via gNB-CU System Information IE.

	
	

	Summary of change:
	Correct gNB-CU System Information IE semantics description to state it does not include SIB6, SIB7 and SIB8.
Impact assessment towards the previous version of the specification (same release): 
This CR has an isolated impact with the previous version of the specification (same release) because the change is a correction to a function where the specification was ambiguous or not sufficiently explicit.
Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc5646316]9.3.1.42	gNB-CU System Information
This IE contains the system information encoded by the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SIB type to Be Updated List
	
	1
	
	

	>SIB type to Be Updated Item IEs
	
	1... <maxnoofSIBTypes>
	
	

	>>SIB type
	M
	
	INTEGER (2..32, ...)
	Indicates a certain SIB block, e.g. 2 means sibType2, 3 for sibType3, etc. Values 6, 7 and 8 to indicate SIB6, SIB7 and SIB8 are not used for this IE.

	>>SIB message
	M
	
	OCTET STRING
	SIB message containing SIB as defined in TS 38.331 [8].

	>>Value Tag
	M
	
	INTEGER (0..31)
	



	Range bound
	Explanation

	maxnoofSIBTypes
	Maximum no. of SIB types, the maximum value is 32.
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