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	Reason for change:
	For RRC Connection Reestablishment, gNB-CU provides the Old gNB-DU UE F1AP ID to gNB-DU only when the UE requests to re-establish RRC connection in the last serving gNB-DU, as stated in TS 38.401 that "If the UE requests to re-establish RRC connection in the last serving gNB-DU, the DL RRC MESSAGE TRANSFER message shall include old gNB-DU UE F1AP ID.". Howerver, in the tabular of DL RRC MESSAGE TRANSFER message, the Semantics description for the old gNB-DU UE F1AP ID IE is “Include it if RRCConnectionReestablishment is included in RRC-Container”, which means old gNB-DU UE F1AP ID IE shall be included as long as RRC Connection Reestablishment is request. It should be clarified in 38.473 for the old gNB-DU UE F1AP ID IE in accordance with TS 38.401. 

	
	

	Summary of change:
	· Clarify the use case of the old gNB-DU UE F1AP ID IE included in the DL RRC MESSAGE TRANSFER message.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because this only changes the Semantics description of the old gNB-DU UE F1AP ID IE in the tabular of DL RRC MESSAGE TRANSFER message.
This CR has an impact under functional point of view. 
The impact can be considered isolated because the change affects DL RRC MESSAGE TRANSFER message.

	
	

	Consequences if not approved:
	Incorrect use case description of the old gNB-DU UE F1AP ID IE included in  DL RRC MESSAGE TRANSFER message.
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[bookmark: _Toc534722266]9.2.3.2	DL RRC MESSAGE TRANSFER
This message is sent by the gNB-CU to transfer the layer 3 message to the gNB-DU over the F1 interface.
Direction: gNB-CU gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCConnectionReestablishment is included in RRC-Container and this RRC connection reestablishment is requested by UE from the last serving gNB-DU, as defined in TS 38.401 [4].
	YES
	reject

	SRB ID
	M
	
	9.3.1.7
	
	YES
	reject

	Execute Duplication 
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	RRC-Container
	M
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8] encapsulated in a PDCP PDU, or the DL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore
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