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<<<<<< START of  CHANGES >>>>>>
8.3.3
UE Context Release (gNB-CU initiated)
8.3.3.1
General

The purpose of the UE Context Release procedure is to enable the gNB-CU to order the release of the UE-associated logical connection. The procedure uses UE-associated signalling.
8.3.3.2
Successful Operation
[image: image1.wmf] 

UE CONTEXT RELEASE COMPLETE

 

UE 

CONTEXT 

RELEASE COMMAND

 

gNB

-

DU

 

gNB

-

CU

 


Figure 8.3.3.2-1: UE Context Release (gNB-CU initiated) procedure. Successful operation
The gNB-CU initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the gNB-DU. 

Upon reception of the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.

If the old gNB-DU UE F1AP ID IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall additionally release the UE context associated with the old gNB-DU UE F1AP ID.

If the UE CONTEXT RELEASE COMMAND message includes the Execute Duplication IE, the gNB-DU shall perform CA based duplication, if configured, for the SRB for the included RRC-Container IE.
If the SRB ID IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall send the RRC message contained in the RRC-Container IE over the SRB indicated in the SRB ID IE.
Interactions with UE Context Setup procedure:

The UE Context Release procedure may be performed before the UE Context Setup procedure to release an existing UE-associated logical F1-connection and related resources in the gNB-DU, e.g. when gNB-CU rejects UE access it shall trigger UE Context Release procedure with the cause value of UE rejection.

8.3.3.4
Abnormal Conditions

Not applicable.

<<<<<< NEXT CHANGE >>>>>>
9.2.2.5
UE CONTEXT RELEASE COMMAND

This message is sent by the gNB-CU to request the gNB-DU to release the UE-associated logical F1 connection.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8] encapsulated in a PDCP PDU, or the DL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	ignore

	SRB ID
	C-if RRC-Container 
	
	9.3.1.7
	. 
	YES
	ignore

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCReestablishmentRequest is not accepted
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE. 
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore


	Condition
	Explanation

	if RRC-Container
	This IE shall be present if the RRC-Container IE is present.


<<<<<< NEXT CHANGE >>>>>>
-- **************************************************************

--

-- UE CONTEXT RELEASE COMMAND 

--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextReleaseCommandIEs} },


...

}

UEContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
}|


{ ID id-RRCContainer





CRITICALITY ignore
TYPE RRCContainer




PRESENCE optional
}|


{ ID id-SRBID






CRITICALITY ignore
TYPE SRBID






PRESENCE conditional

}|


{ ID id-oldgNB-DU-UE-F1AP-ID


CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID



PRESENCE optional
}|


{ ID id-ExecuteDuplication



CRITICALITY ignore
TYPE ExecuteDuplication



PRESENCE optional}|


{ ID id-RRCDeliveryStatusRequest


CRITICALITY ignore
TYPE RRCDeliveryStatusRequest



PRESENCE optional },


...

} 

<<<<<< END OF CHANGES >>>>>>
