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	Reason for change:
	Currently, the AMF UE NGAP ID can be used to uniquely identifies the UE association over the NG interface within the AMF. However, according to the SA2 TS 23.501, AMF UE NGAP ID is unique per AMF set. This is already been corrected in TS 38.401.

	
	

	Summary of change:
	Upate the definition of AMF UE NGAP ID with the reference to TS 38.401.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has an impact under funtional point of view.
The impact can be considered isolated because the correction affect only  NG signalling.

	
	

	Consequences if not approved:
	The definition of AMF UE NGAP ID is not correct.

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	[bookmark: _GoBack] Revision 1: Correct the description of AMF UE NGAP ID IE, with the reference to TS 38.401.
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[bookmark: _Toc511231693][bookmark: _Toc511231690][bookmark: _Toc525566769]/////////////////////////////////////////////////////////////////////// Begin of the change  /////////////////////////////////////////////////////////////////////
[bookmark: _Toc534720660]9.3.3.1	AMF UE NGAP ID
This IE uniquely identifies the UE association over the NG interface within the AMF, as described in TS 38.401 [2].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	AMF UE NGAP ID
	M
	
	INTEGER (0..240 -1)
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