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[bookmark: _Toc534711710]8.11.1	Location Reporting Control
[bookmark: _Toc534711711]8.11.1.1	General
The purpose of Location Reporting Control procedure is to allow the MME to request the eNB to report where the UE is currently located. The procedure uses UE-associated signalling.
[bookmark: _Toc534711712]8.11.1.2	Successful Operation

[bookmark: _MON_1295845681]
Figure 8.11.1.2-1: Location Reporting Control procedure. Successful operation.
The MME initiates the procedure by sending a LOCATION REPORTING CONTROL message. On receipt of a LOCATION REPORTING CONTROL message the eNB shall perform the requested location reporting control action for the UE.
The Request Type IE indicates to the eNB whether:
-	to report directly;
-	to report upon change of serving cell, or
-	to stop reporting at change of serving cell.
If reporting upon change of serving cell is requested, the eNB shall report whenever the UE changes its serving cell to another cell belonging to the eNB or, if EN-DC/LTE-DC is activated, whenever the UE changes the PSCell.
The Request Type IE also indicates what type of location information the eNB shall report. The location information is E-UTRAN CGI and TAI, or E-UTRAN CGI, PSCell and TAI.
[bookmark: _Toc534711713]8.11.1.3	Abnormal Conditions
Not applicable.
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[bookmark: _Toc534711862][bookmark: _Toc535237662]9.1.12.3	LOCATION REPORT 
This message is sent by the eNB and is used to provide the UE’s location to the MME.
Direction: eNB  MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	
	YES
	ignore

	TAI
	M
	
	9.2.3.16
	
	YES
	ignore

	Request Type
	M
	
	9.2.1.34
	The Request Type IE is sent as it has been provided.
	YES
	ignore

	PSCell Information
	O
	
	9.2.1.141
	
	YES
	ignore

	LTE PSCell Information
	O
	
	9.2.1.X
	
	YES
	ignore
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9.2.1.X	LTE PSCell Information
This IE includes the information of the UE’s PSCell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	ECGI
	M
	
	9.2.1.38
	




	*** Next change, skipped text not changed ***



9.3.3	PDU Definitions
-- **************************************************************
--
-- PDU definitions for S1AP.
--
-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	UEAggregateMaximumBitrate,
Unaffected parts removed
[bookmark: _Hlk511819198]	AerialUEsubscriptionInformation,
	PendingDataIndication,
	WarningAreaCoordinates,
	Subscription-Based-UE-DifferentiationInfo,
	PSCellInformation,
	NR-CGI,
    LTEPSCellInformation





FROM S1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-SingleContainer{},
	S1AP-PRIVATE-IES,
	S1AP-PROTOCOL-EXTENSION,
	S1AP-PROTOCOL-IES,
	S1AP-PROTOCOL-IES-PAIR
FROM S1AP-Containers


	id-AssistanceDataForPaging,
Unaffected parts removed
	id-PendingDataIndication,
	id-WarningAreaCoordinates,
	id-Subscription-Based-UE-DifferentiationInfo,
	id-PSCellInformation,
	id-NR-CGI,
     id-LTEPSCellInformation




FROM S1AP-Constants;

Unaffected parts removed
-- **************************************************************
--
-- Location Report 
--
-- **************************************************************

LocationReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { LocationReportIEs} },
	...
}

LocationReportIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MME-UE-S1AP-ID			CRITICALITY reject	TYPE MME-UE-S1AP-ID				PRESENCE mandatory	}|
	{ ID id-eNB-UE-S1AP-ID			CRITICALITY reject	TYPE ENB-UE-S1AP-ID				PRESENCE mandatory	}|
	{ ID id-EUTRAN-CGI				CRITICALITY ignore	TYPE EUTRAN-CGI					PRESENCE mandatory	}|
	{ ID id-TAI						CRITICALITY ignore	TYPE TAI						PRESENCE mandatory	}|
	{ ID id-RequestType				CRITICALITY ignore	TYPE RequestType				PRESENCE mandatory	}|
	{ ID id-PSCellInformation		CRITICALITY ignore	TYPE PSCellInformation			PRESENCE optional }|
{ ID id-LTEPSCellInformation		CRITICALITY ignore	TYPE LTEPSCellInformation		PRESENCE optional }
,
	...
}



[bookmark: _Toc517378146]


	*** Next change, skipped text not changed ***


[bookmark: _Toc534712093]9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN



Unaffected parts removed

PS-ServiceNotAvailable ::= ENUMERATED {
	ps-service-not-available,
	...
}

PSCellInformation ::= SEQUENCE {
	nCGI						NR-CGI,
	iE-Extensions				ProtocolExtensionContainer { { PSCellInformation-ExtIEs} }	OPTIONAL,
	...
}

PSCellInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTEPSCellInformation ::= SEQUENCE {
	eCGI					     EUTRAN-CGI,
	iE-Extensions				ProtocolExtensionContainer { { LTEPSCellInformation-ExtIEs} }	OPTIONAL,
	...
}

LTEPSCellInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Toc5641573]
	*** Next change, skipped text not changed ***


9.3.6	Constant Definitions
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

id-LTE-M-Indication									ProtocolIE-ID ::= 272
id-DownlinkPacketLossRate							ProtocolIE-ID ::= 273
id-UplinkPacketLossRate								ProtocolIE-ID ::= 274
id-UECapabilityInfoRequest							ProtocolIE-ID ::= 275
id-serviceType										ProtocolIE-ID ::= 276
id-AerialUEsubscriptionInformation					ProtocolIE-ID ::= 277
id-Subscription-Based-UE-DifferentiationInfo		ProtocolIE-ID ::= 278
id-EndIndication									ProtocolIE-ID ::= 280
id-EDT-Session										ProtocolIE-ID ::= 281
id-CNTypeRestrictions								ProtocolIE-ID ::= 282
id-PendingDataIndication							ProtocolIE-ID ::= 283
id-BluetoothMeasurementConfiguration				ProtocolIE-ID ::= 284
id-WLANMeasurementConfiguration						ProtocolIE-ID ::= 285
id-WarningAreaCoordinates							ProtocolIE-ID ::= 286
id-NRrestrictionin5GS								ProtocolIE-ID ::= 287
id-PSCellInformation								ProtocolIE-ID ::= 288
id-LastNG-RANPLMNIdentity							ProtocolIE-ID ::= 290
id-ConnectedengNBList								ProtocolIE-ID ::= 291
id-ConnectedengNBToAddList							ProtocolIE-ID ::= 292
id-ConnectedengNBToRemoveList						ProtocolIE-ID ::= 293
id-EN-DCSONConfigurationTransfer-ECT				ProtocolIE-ID ::= 294
id-EN-DCSONConfigurationTransfer-MCT				ProtocolIE-ID ::= 295
id-LTEPSCellInformation								ProtocolIE-ID ::= XXX

END
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